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	Reason for change:
	[bookmark: _GoBack]It is specified as normative requirement in clause 6.1.2.4 in the specification, that "The JSON body part shall be the "root" body part of the multipart message. It shall be encoded as the first body part of the multipart message. The "Start" parameter does not need to be included.  The multipart message shall include a "type" parameter (see IETF RFC 2387 [10]) specifying the media type of the root body part, i.e. "application/json"",
however in the relevant example (in B.1.2), the "type" part is missing, which is confusing. 

The relevant requirement in RFC2387:

    Content-Type: Multipart/Related; boundary=example-1
             start="<950120.aaCC@XIson.com>";
             type="Application/X-FixedRecord"
             start-info="-o ps"



	
	

	Summary of change:
	Add type="application/json" in the example for a multi-part message.

	
	

	Consequences if not approved:
	Incorrect specification may lead confusion.
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[bookmark: _Hlk22136061]* * * First Change * * * *
[bookmark: _Toc25074015]B.1.2	Example HTTP multipart message with N1 SM Message binary data

POST /example.com/nsmf-pdusession/v1/sm-contexts HTTP/2
Content-Type: multipart/related; type="application/json"; boundary=----Boundary
Content-Length: xyz

------Boundary
Content-Type: application/json

{
    "supi": "imsi-<IMSI>",
    "pduSessionId": 235,
    "dnn": "<DNN>",
    "sNssai": {
      "sst": 0
    },
    "servingNfId": "<AMF Identifier>",
    "n1SmMsg": {
      "contentId": "n1msg"
    },
    "anType": "3GPP_ACCESS",
    "smContextStatusUri": "<URI>"
}
------Boundary
Content-Type: application/vnd.3gpp.5gnas
Content-Id: n1msg

{ … N1 SM Message binary data …}
------Boundary
* * * End of Changes * * * *
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