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	The description in clause 2.9.3 – “Barring of Access to All Except Some Specific APNs”, needs to be refined:
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- Need correction to the barring invocation entity. In some place, the AMF as the invocation entity in 5G is missing.

	
	

	Summary of change:
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- Correct the terminology usage of DNN/APN, PDU/PDN, etc.;
- Correct the barring invocation entity in 5G.
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FIRST CHANGE
[bookmark: _Toc533155157]2.9	Barring of Access to All Except Some Specific DNNs/APNs
[bookmark: _Toc533155158]2.9.1	General
Barring of access to all except some specific DNNs/APNs shall be performed based on the Operator Determined Barring for Packet Oriented Services defined in 3GPP TS 22.041 [2]. 
[bookmark: _Toc533155159]2.9.2	Application or Change of Barring in the UDM/HSS/HLR
When barring of access to all except some specific DNNs/APNs is invoked in the UDM/HSS/HLR, the UDM/HSS/HLR shall update the subscription profile to contain only the specific non barred DNNs/APNs as the subscribed DNNs/APNs and indicate the updated subscription information to the AMF, MME or the SGSN.
If the existing default DNN/APN is barred, one of the specific non barred DNN/APNs shall be the new default DNN/APN.
The UDM/HSS/HLR shall disable any other barring of Packet Oriented Services when this function is used.
When barring of access to all except some specific DNNs/APNs is removed in the UDM/HSS/HLR, the UDM/HSS/HLR shall update the subscription profile to restore the originally subscribed DNNs/APNs, including the original default DNN/APN and indicate the updated subscription information to the AMF, the MME or the SGSN.
[bookmark: _Toc533155160]2.9.3	Invocation of Barring
When the AMF, the MME or the SGSN updates the subscription, and if the subscriber has existing PDN connectivity for DNNs/APNs not in the received list of subscribed DNN/APN, the AMF, MME or the SGSN deactivates the PDU/PDN connectivity for these DNNs/APNs as specified in 3GPP TS 23.502 [7], 3GPP TS 23.401 [6] and 3GPP TS 23.060 [7].
To bar a subscriber from access to all except some specific DNNs/APNs, when the AMF, the MME or the SGSN receives PDU/PDN Connectivity Request message from the UE or the MS, the AMF, the MME or the SGSN shall check whether or not the requested DNN/APN is included in the list of subscribed DNNs/APNs for the subscriber. If included, then the AMF, the MME or the SGSN continues the Attach or UE-requested PDU/PDN/PDU connectivity or MS-requested PDP Context Activation procedures as specified in 3GPP TS 23.502 [7], 3GPP TS 23.401 [6] and 3GPP TS 23.060 [7]. If not included, then the AMF, the MME or the SGSN rejects the Attach or UE-requested PDU/PDN/PDU connectivity or MS-requested PDP Context Activation requests as specified in 3GPP TS 23.502 [7], 3GPP TS 23.401 [6] and 3GPP TS 23.060 [7].
NEXT CHANGE
[bookmark: _Toc533155163]3.1A	Information stored in the UDM/UDR
Barring of roaming - one of:
-	Barring of roaming outside the home PLMN;
-	Barring of roaming outside the home PLMN country.
-	Barring of Packet Oriented Services - one of:
-	Barring of all Packet Oriented Services;
-	Barring of Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN;
-	Barring of Packet Oriented Services from access points that are within the roamed to VPLMN;

-	Barring of access to all except some specific DNNs.
END OF CHANGES

