

	
3GPP TSG-CT1 Meeting #122-e	C1-200424
Online, , 20th Feb 2020 - 28th Feb 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	27.007
	CR
	0685
	rev
	-
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Update of +CNMPSD for NR 

	
	

	Source to WG:
	BlackBerry UK Ltd.

	Source to TSG:
	C1

	
	

	Work item code:
	5G_CIoT
	
	Date:
	2020-02-13

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	10.1.33 incorrectly states that +CNMPSD is not applicable to UEs camped on NR.

[bookmark: _Hlk32473791]The current merged version of the running Rel-16 of TS 38.331 (coming from R2-1915548 that reflects the earlier RAN2-107bis decisions) indicates that for NR, when the UE does not expect to send or receive data in the near future, the UE can send a UEAssistanceInformation message to provide the network with releaseRequest (optionally including preferredRRC-State).

This needs to be clarified in 10.1.33.


	
	

	Summary of change:
	Indicate that +CNMPSD is applicable to UEs camped on NR.

	
	

	Consequences if not approved:
	Incomplete specification

	
	

	Clauses affected:
	10.1.33

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


*** First change ***
10.1.33	No more PS data +CNMPSD
Table 10.1.33-1: +CNMPSD action command syntax
	Command
	Possible Response(s)

	+CNMPSD
	

	+CNMPSD=?
	



Description
This command indicates that no application is expected to exchange data.
When in UTRAN, if further conditions defined in 3GPP TS 25.331 [74] are met, this can cause transmission of a SIGNALLING CONNECTION RELEASE INDICATION message with the cause "UE Requested PS Data session end".
When in E-UTRAN or E-UTRA connected to a 5GCN (see NOTE 2), if further conditions defined in 3GPP TS 36.331 [86] are met, this can cause transmission of a UEAssistanceInformation message with powerPrefIndication set to "lowPowerConsumption" to the network. For BL UEs or NB-IoT UEs, if further conditions defined in 3GPP TS 36.321 [158] and 3GPP TS 36.331 [86] are met, this can cause triggering of the Release Assistance Indication.
NOTE 1:	See subclause 10.1.38 for a command applicable to an MT using E-UTRAN, where the MT has a preference for a configuration that is not optimized for power saving.
NOTE 2:	E-UTRA can be connected to EPC, 5GCN or both.
When in NR, if further conditions defined in 3GPP TS 38.331 [160] are met, this can cause transmission to the network of a UEAssistanceInformation message including releaseRequest with preferredRRC-State to transition out of RRC_CONNECTED state.
[bookmark: _GoBack]This command may be used in both normal and modem compatibility modes.
Implementation
Optional.
[bookmark: _Hlk527714844]This command is not applicable to UEs camped on NR in this release of the specification.
*** Done ***

