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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.041
	205
	-
	Rel-16
	Procedures for an ETWS/CMAS-capable UE in NG-RAN
	F
	16.2.0
	C1ah-200099
	Nokia, Nokia Shanghai Bell
	5GProtoc16
	1.1, 9.1.3.1
	 

	23.122
	482
	-
	Rel-16
	Streamlining RAT's that can be scanned after E-UTRAN disable due to no voice service
	F
	16.4.0
	C1ah-200037
	Samsung
	5GProtoc16
	3.1
	 

	23.122
	483
	-
	Rel-16
	Emergency service missing condition for performing registration update
	F
	16.4.0
	C1ah-200043
	Intel
	5GProtoc16
	4.5.2
	 

	23.122
	484
	2
	Rel-16
	Clarification of forbidden PLMNs list
	F
	16.4.0
	C1ah-200151
	vivo
	5GProtoc16
	4.4.3
	 

	23.122
	486
	1
	Rel-16
	Usage of SoR-AF function
	F
	16.4.0
	C1ah-200139
	Nokia, Nokia Shanghai Bell, Ericsson
	5GProtoc16
	1.2, C.2
	 

	23.122
	488
	4
	Rel-16
	Correction to handling of a PDU session for emergency service at SOR
	F
	16.4.0
	C1ah-200212
	MediaTek Inc.
	5GProtoc16
	C.2, C.3
	 

	24.301
	3315
	-
	Rel-16
	Listing of 5GMM parameters to be handled for EMM cause #12
	F
	16.3.0
	C1ah-200044
	Huawei, HiSilicon
	5GProtoc16
	5.5.1.2.5, 5.5.2.3.2
	 

	24.301
	3322
	-
	Rel-16
	EMM cause #22 for resetting registration attempt counter
	F
	16.3.0
	C1ah-200066
	Huawei, HiSilicon
	5GProtoc16
	5.5.1.2.5, 5.5.1.3.5, 5.5.3.2.5, 5.5.3.3.5
	TS 24.501 CR#1815

	24.301
	3323
	-
	Rel-16
	Correction on N26 interface indicator
	F
	16.3.0
	C1ah-200069
	Huawei, HiSilicon
	5GProtoc16
	5.5.3.2.4
	 

	24.526
	69
	1
	Rel-16
	Matching of SSC mode for association between an application and a PDU session
	F
	16.2.0
	C1ah-200148
	Qualcomm Incorporated, Ericsson
	5GProtoc16, 5WWC
	4.2.2.2, 4.2.2.3
	TS 24.501 CR 1794

	27.007
	682
	-
	Rel-16
	Correction to AT+CLADN string type
	F
	16.3.0
	C1ah-200118
	MediaTek Inc.
	5GProtoc16
	10.1.61
	 



