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[bookmark: _Toc20233068][bookmark: _Toc27747180]* * * First Change * * * *
8.2.30.1	Message definition
The CONTROL PLANE SERVICE REQUEST message is sent by the UE to the AMF when the UE is using 5GS services with control plane CIoT 5GS optimization. See table 8.2.30.1.1.
Message type:	CONTROL PLANE SERVICE REQUEST
Significance:	dual
Direction:		UE to network
Table 8.2.30.1.1: CONTROL PLANE SERVICE REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Control plane service request message identity
	Message type
9.7
	M
	V
	1

	
	Control plane service type
	Control plane service type
9.11.3.18D
	M
	V
	1/2

	
	ngKSI 
	NAS key set identifier
9.11.3.32
	M
	V
	1/2

	6Fxx
	CIoT small data container
	CIoT small data container 
9.11.3.18B
	O
	TLV
	4-257

	8-
	Payload container type
	Payload container type
9.11.3.40
	O
	TV
	1

	7B
	Payload container
	Payload container
9.11.3.39
	O
	TLV-E
	4-65538

	12
	PDU session ID
	PDU session identity 2
9.11.3.41
	C
	TV
	2

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	F-
	Release assistance indication
	Release assistance indication
9.11.3.46A
	O
	TV
	1

	40
	Uplink data status
	Uplink data status
9.11.3.57
	O
	TLV
	4-34

	71
	NAS message container
	NAS message container
9.11.3.33
	O
	TLV-E
	4-n

	24
	Additional information
	Additional information
9.11.2.1
	O
	TLV
	3-n



Editor's note:	Whether other optimizations besides using a new EPD can be used in order to further reduce the message header of the message is FFS.
Editor's note:	Whether Control plane service type IE can be removed is FFS.
* * * Next Change * * * *
[bookmark: _Toc20233079][bookmark: _Toc27747198]8.3.1.1	Message definition
The PDU SESSION ESTABLISHMENT REQUEST message is sent by the UE to the SMF to initiate establishment of a PDU session. See table 8.3.1.1.1.
Message type:	PDU SESSION ESTABLISHMENT REQUEST
Significance:	dual
Direction:		UE to network
Table 8.3.1.1.1: PDU SESSION ESTABLISHMENT REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity
9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	PDU SESSION ESTABLISHMENT REQUEST message identity
	Message type
9.7
	M
	V
	1

	
	Integrity protection maximum data rate
	Integrity protection maximum data rate
9.11.4.7
	M
	V
	2

	9-
	PDU session type
	PDU session type
9.11.4.11
	O
	TV
	1

	A-
	SSC mode
	SSC mode
9.11.4.16
	O
	TV
	1

	28
	5GSM capability
	5GSM capability
9.11.4.1
	O
	TLV
	3-15

	55
	Maximum number of supported packet filters
	Maximum number of supported packet filters
9.11.4.9
	O
	TV
	3

	B-
	Always-on PDU session requested
	Always-on PDU session requested
9.11.4.4
	O
	TV
	1

	39
	SM PDU DN request container
	SM PDU DN request container
9.11.4.15
	O
	TLV
	3-255

	7B
	Extended protocol configuration options
	Extended protocol configuration options
9.11.4.6
	O
	TLV-E
	4-65538

	66
	Header compression configuration
	Header compression configuration
9.11.4.24
	O
	TLV
	5-257

	6EXX
	DS-TT Ethernet port MAC address
	DS-TT Ethernet port MAC address
9.11.4.25
	O
	TLV
	8

	6FYY
	UE-DS-TT residence time
	UE-DS-TT residence time
9.11.4.26
	O
	TLV
	10

	7C
	Port management information container
	Port management information container
9.11.4.27
	O
	TLV-E
	4-65538



* * * Next Change * * * *
[bookmark: _Toc20233092][bookmark: _Toc27747212]8.3.2.1	Message definition
The PDU SESSION ESTABLISHMENT ACCEPT message is sent by the SMF to the UE in response to PDU SESSION ESTABLISHMENT REQUEST message and indicates successful establishment of a PDU session. See table 8.3.2.1.1.
Message type:	PDU SESSION ESTABLISHMENT ACCEPT
Significance:	dual
Direction:		network to UE
Table 8.3.2.1.1: PDU SESSION ESTABLISHMENT ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity
9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	PDU SESSION ESTABLISHMENT ACCEPT message identity
	Message type
9.7
	M
	V
	1

	
	Selected PDU session type
	PDU session type
9.11.4.11
	M
	V
	1/2

	
	Selected SSC mode
	SSC mode
9.11.4.16
	M
	V
	1/2

	
	Authorized QoS rules
	QoS rules
9.11.4.13
	M
	LV-E
	6-65538

	
	Session AMBR
	Session-AMBR
9.11.4.14
	M
	LV
	7

	59
	5GSM cause
	5GSM cause
9.11.4.2
	O
	TV
	2

	29
	PDU address
	PDU address
9.11.4.10
	O
	TLV
	7, 11 or 15

	56
	RQ timer value
	GPRS timer
9.11.2.3
	O
	TV
	2

	22
	S-NSSAI
	S-NSSAI
9.11.2.8
	O
	TLV
	3-10

	8-
	Always-on PDU session indication
	Always-on PDU session indication
9.11.4.3
	O
	TV
	1

	75
	Mapped EPS bearer contexts
	Mapped EPS bearer contexts
9.11.4.8
	O
	TLV-E
	7-65538

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	79
	Authorized QoS flow descriptions
	QoS flow descriptions
9.11.4.12
	O
	TLV-E
	6-65538

	7B
	Extended protocol configuration options
	Extended protocol configuration options
9.11.4.6
	O
	TLV-E
	4-65538

	25
	DNN
	DNN
9.11.2.1B
	O
	TLV
	3-102

	17xx
	5GSM network feature support
	5GSM network feature support
9.11.4.18
	O
	TLV
	3-15

	18TBD
	Serving PLMN rate control
	Serving PLMN rate control
9.11.4.20
	O
	TLV
	4

	77XX
	ATSSS container
	ATSSS container
9.11.4.22
	O
	TLV-E
	3-65538

	C-XX
	Control plane only indication
	Control plane only indication
9.11.4.23
	O
	TV
	1

	66
	Header compression configuration
	Header compression configuration
9.11.4.24
	O
	TLV
	5-257




