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and

“From a system perspective, SA2 does not think there is any need for the UE to provide the CAG ID to the network.”

Thus following manual CAG selection, the UE will attempt to register on a cell which broadcasts the CAG-ID selected by the user but that cell may broadcast other CAG-IDs as well, and the UE’s subscription will be checked by the AMF agains the complete list of CAG-IDs that are broadcast by the cell, not against the specific CAG-ID selected by the user.
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*** First change ***
[bookmark: _Toc20125211][bookmark: _Toc27486408]4.4.3.1.2	Manual Network Selection Mode Procedure
The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list, "forbidden PLMNs for GPRS service" list and PLMNs which only offer services not supported by the MS. An MS which supports GSM COMPACT shall also indicate GSM COMPACT PLMNs (which use PBCCH).
If displayed, PLMNs meeting the criteria above are presented in the following order:
i)-	either the HPLMN (if the EHPLMN list is not present or is empty) or, if one or more of the EHPLMNs are available then based on an optional data field on the SIM either only the highest priority available EHPLMN is to be presented to the user or all available EHPLMNs are presented to the user in priority order. If the data field is not present on the SIM, then only the highest priority available EHPLMN is presented;
ii)-	PLMN/access technology combinations contained in the " User Controlled PLMN Selector with Access Technology " data file in the SIM (in priority order);
iii)- PLMN/access technology combinations contained in the "Operator Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order) or stored in the ME (in priority order);
iv)- other PLMN/access technology combinations with received high quality signal in random order;
v)-	other PLMN/access technology combinations in order of decreasing signal quality.
In ii and iii, an MS using a SIM without access technology information storage (i.e. the "User Controlled PLMN Selector with Access Technology" and the "Operator Controlled PLMN Selector with Access Technology" data files are not present) shall instead present the PLMNs contained in the "PLMN Selector" data file in the SIM (in priority order).
In v, requirement h) in subclause 4.4.3.1.1 applies. 
In i to v, requirements j), k) and l) in subclause 4.4.3.1.1 apply.
In iii, requirement p) in subclause  4.4.3.1.1 applies.
In GSM COMPACT, the non support of voice services shall be indicated to the user.
The HPLMN may provide on the SIM additional information on the available PLMNs. If this information is provided then the MS shall indicate it to the user. This information, provided as free text may include:
-	preferred partner,
-	roaming agreement status, 
-	supported services 
Furthermore, the MS may indicate whether the available PLMNs are present on the EHPLMN list, the Forbidden list, the User Controlled PLMN List or the Operator Controlled PLMN List. The MS may also indicate that the PLMN is not present on any of these lists.
In i to v, if the MS supports CAG and is provisioned with a non-empty "CAG information list", for each PLMN/access technology combination of NG-RAN access technology:
a)	the MS shall present to the user the PLMN/access technology combination and a list of CAG-IDs composed of one or more CAG-IDs such that for each CAG-ID:
1)	there is an available CAG cell which broadcasts the CAG-ID for the PLMN; and
2)	there exists an entry with the PLMN ID of the PLMN in the "CAG information list" and the CAG-ID is included in the "Allowed CAG list" of the entry;
[bookmark: _Hlk4745170]b)	the MS shall present to the user the PLMN/access technology combination without a list of CAG-IDs, if:
1)	there is no entry with the PLMN ID of the PLMN in the "CAG information list"; or
2)	there exists an entry with the PLMN ID of the PLMN in the "CAG information list" but the "indication that the MS is only allowed to access 5GS via CAG cells" is not included in the entry;
	and there is an available NG-RAN cell which is not a CAG cell for the PLMN; and
c)	the MS shall not present the PLMN/access technology combination, if condition of bullet b) evaluates to "false" and no CAG-ID satisfies bullets a) 1) and a) 2).
Editor's note: FFS whether to indicate human-readable network name per CAG Identifier as it is subject to RAN2 agreement to specify its broadcast.
Upon selection of a PLMN (and CAG-ID if the user selected his desired CAG-ID as well) by the user, the MS initiates registration on this PLMN (and on a cell which broadcasts the CAG-ID if the user selected his desired CAG-ID as well) using the access technology chosen by the user for that PLMN or using the highest priority available access technology for that PLMN, if the associated access technologies have a priority order (this may take place at any time during the presentation of PLMNs). For such a registration, the MS shall ignore the contents of the "forbidden location areas for roaming", "forbidden tracking areas for roaming", "5GS forbidden tracking areas for roaming", "forbidden location areas for regional provision of service", "forbidden tracking areas for regional provision of service", "5GS forbidden tracking areas for regional provision of service", "forbidden PLMNs for GPRS service" and "forbidden PLMNs" lists. 
NOTE 1:	It is an MS implementation option whether to indicate access technologies to the user. If the MS does display access technologies, then the access technology selected by the user is only used for initial registration on the selected PLMN. If the MS does not display access technologies, then the access technology chosen for a particular PLMN should be the highest priority available access technology for that PLMN, if the associated access technologies have a priority order, and is only used for initial registration.
If the UE has a PDU session for emergency services, manual CAG selection shall not be performed.
Once the MS has registered on a PLMN selected by the user, the MS shall not automatically register on a different PLMN unless:
i)	the new PLMN is declared as an equivalent PLMN by the registered PLMN; 
ii)	the user selects automatic mode;
iii)	the user initiates an emergency call while the MS is in limited service state and either the network does not broadcast the indication of support of emergency calls in limited service state, the registration request for emergency services is rejected by the network or the attach request for emergency bearer services is rejected by the network; or
iv)	the user initiates access to RLOS, while the MS is in limited service state and either the network does not broadcast the indication of support of RLOS in limited service state, or the EPS attach request for access to RLOS is rejected by the network.
NOTE 2:	If case iii) or iv) occurs, the MS can provide an indication to the upper layers that the MS has exited manual network selection mode.
If the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. If no such PLMN was selected or that PLMN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.
NOTE 3:	High quality signal is defined in the appropriate AS specification.
If:
-	the MS supports access to RLOS;
-	one or more PLMNs offering access to RLOS has been found;
-	registration cannot be achieved on any PLMN; and
-	the MS is in limited service state,
the MS indicates the PLMNs offering access to RLOS, presented in the following order:
i)	PLMNs contained in the RLOS preferred PLMN list configured in the USIM (see 3GPP TS 31.102 [40]) or in the ME (see 3GPP TS 24.368 [50]) (in priority order);
ii) other PLMNs with received high quality signal in random order; and
iii)	other PLMNs in order of decreasing signal quality.
Upon selection of a PLMN by the user, the MS initiates registration for access to RLOS on the PLMN chosen by the user (this may take place at any time during the presentation of PLMNs).

*** End of changes ***

