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	Reason for change:
	
In current TS 24.501, a UE receives "CAG information list" in SNPN is an abnormal case. But the words "in SNPN" is not clear enough, one possible understanding is that the UE locates inside the coverage area of a SNPN supported NG-RAN. 

However, as the following text in subclause 5.18.1 of TS 23.501 explicated, an NG-RAN can be shared by PNI-NPN(s) and SNPN(s).
5G MOCN also supports the following sharing scenarios involving non-public networks:
-	NG-RAN is shared by multiple SNPNs (each identified by PLMN ID and NID);
-	NG-RAN is shared by one or multiple SNPNs and one or multiple PLMNs;
-	NG-RAN is shared by one or more PNI-NPNs (with CAG) and one or more SNPNs; and
-	NG-RAN is shared by one or multiple PLMNs and one or multiple PNI-NPNs (with CAG).
If the UE locates inside the coverage area of a SNPN and PNI-NPN shared NG-RAN, and the UE is registered in the PNI-NPN, then the UE should be able to receive the "CAG information list".

Therefore, it is necessary to further clarify that a UE receives CAG information is an abnormal case only when the UE is operating in SNPN access mode.

	
	

	Summary of change:
	Clarify only when a UE works in SNPN access mode

	
	

	Consequences if not approved:
	UE cannot receive CAG information correctly
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***** change *****
[bookmark: _Toc20232649][bookmark: _Toc27746742]5.4.4.5	Abnormal cases in the UE
The following abnormal cases can be identified:
a)	Transmission failure of the CONFIGURATION UPDATE COMPLETE message with TAI change from lower layers
	If the current TAI is not in the TAI list, the generic UE configuration update procedure shall be aborted and a registration procedure for mobility and periodic registration update shall be initiated.
	If the current TAI is still part of the TAI list, it is up to the UE implementation how to re-run the ongoing procedure that triggered the generic UE configuration update procedure.
b)	Transmission failure of CONFIGURATION UPDATE COMPLETE message indication without TAI change from lower layers
	It is up to the UE implementation how to re-run the ongoing procedure that triggered the generic UE configuration update procedure.
c)	Generic UE configuration update and de-registration procedure collision
	If the UE receives CONFIGURATION UPDATE COMMAND message after sending a DEREGISTRATION REQUEST message and the access type included in the DEREGISTRATION REQEUST message is same as the access in which the CONFIGURATION UPDATE COMMAND message is received, then the UE shall ignore the CONFIGURATION UPDATE COMMAND message and proceed with the de-registration procedure. Otherwise, the UE shall proceed with both the procedures.
d)	Void
e)	Generic UE configuration update and service request procedure collision
	If the UE receives a CONFIGURATION UPDATE COMMAND message before the ongoing service request procedure has been completed, the UE shall proceed with both the procedures.
f)	"CAG information list" is received in case ofand the UE is operating in SNPN access mode
	If the UE receives the CAG information list IE in the CONFIGURATION UPDATE COMMAND message in case ofand the UE is operating in SNPN access mode, the UE shall ignore the content of CAG information list IE.
