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	Feature / Item:
	Vertical_LAN

	Affects:
	UICC apps:
No
	ME:

Yes
	AN:

No
	CN:

Yes
	Others (specify):
No

	Expected Completion Date:
	3GPP CT#88 (June 2020)

	Service(s) impacted:
	1. Network selection
2. PWS (FFS)
3. LADN

4. Per-stream filtering and policing

5. gPTP message delivery

6. Access to SNPN services via a PLMN

7. Protection of a UE from a non-integrity protected NAS message
8. Emergency services

	Specification(s) affected:
	TS 23.122, TS 23.041 (FFS), TS 24.501, TS 24.519, TS 24.535

	Task(s) within work which are not complete:
	1. Network selection

a. To specify how the UE obtains a human-readable network name
b. To specify manual CAG selection taking into account the control by a PLMN for a CAG-ID in the PLMN based on RAN2 outcome
2. To specify support of PWS in an SNPN or to specify that PWS is not supported in an SNPN based on SA1 outcome
3. To specify support of LADN in an SNPN or to specify that LADN is not supported in an SNPN based on SA2 outcome

4. To include parameters for per-stream filtering and policing in the Ethernet port management list
5. To assign an OUI for 3GPP
6. To decide a 5GMM cause value (#72 or a new value) to be used to reject a UE’s access to SNPN services via a PLMN
7. Protection of a UE from a non-integrity protected NAS message
a. To clarify UE behaviour upon receipt of 5GMM cause value #74 or #75

b. To determine whether SNPN-specific N1 mode attempt counters are needed or not
8. To identify if there is a need to update specification, in terms of camping on a CAG cell, for a Rel-16 UE not supporting CAG when no other non-CAG cells are available and the CAG cell is available for emergency services based on RAN2 outcome

	Consequences if not included in Release 16:
	1. Stage 1 and stage 2 requirements on network selection are not entirely satisfied.
2. It is not clear whether PWS is supported in an SNPN or not.
3. It is not clear whether LADN is supported in an SNPN or not.

4. Parameters for per-stream filtering and policing cannot be delivered.
5. A mandatory field in a gPTP message within 5GS cannot be set.

6. There is no 5GMM cause value designed for the purpose of rejecting UE’s access to SNPN services via a PLMN

7. UE behaviour upon receipt of 5GMM cause value #27, #72 (or a new value), #74, or #75 via a non-integrity protected NAS reject message is unclear.

8. It is unclear whether a Rel-16 UE not supporting CAG can camp on a CAG cell when no other non-CAG cells are available and the CAG cell is available for emergency services.


Abstract of document:

The exception sheet for CT1 aspects of Vertical_LAN highlights tasks that should be completed within the next quarter.
Contentious Issues:

Items 6 and 7 listed in the table above.
