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	Reason for change:
	The presence of the "ALLOWED_NSSAI_CH", and "SMF_SELECT_CH" values in the “triggers” of the PolicyAssociation data type are under feature control, however, the description column only indicates it for the “ACCESS_TYPE_CH” value. 


“ACCESS_TYPE_CH” and “SMF_SELECT_CH” values can be provided within the “triggers” attribute of the PolicyUpdate data type, as indicated in clause B.3.4.1 and 4.2.3 respectively: 

However, table 5.6.2.5-1 does not describe it in the description of the “triggers” attribute. 
This table is also missing the dependency of the “ALLOWED_NSSAI_CH”, “SMF_SELECT_CH” and “ACCESS_TYPE_CH” with their corresponding features.


	
	

	Summary of change:
	Table 5.6.2.2-1 is updated to include the dependency of the “ALLOWED_NSSAI_CH”, “SMF_SELECT_CH” and “ACCESS_TYPE_CH” with their corresponding features.
Table 5.6.2.5-1 is updated to include the “SMF_SELECT_CH” and the “ACCESS_TYPE_CH” policy control request triggers as permitted. 
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	· [bookmark: _GoBack]NOTE X2 is added in table 5.6.2.5 to indicate the SMF_SELECT_CH trigger can only be met for new PDU sessions and not for ongoing ones.


[bookmark: _Toc20403475][bookmark: _Toc20401804][bookmark: _Toc18427378]Additional discussion(if needed):W
Proposed changes:

*** 1st Change ***
[bookmark: _Toc28011136][bookmark: _Hlk31360607][bookmark: _Toc28011139]5.6.2.2	Type PolicyAssociation
Table 5.6.2.2-1: Definition of type PolicyAssociation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	request
	PolicyAssociationRequest
	O
	0..1
	The information provided by the NF service consumer when requesting the creation of a policy association
	

	triggers
	array(RequestTrigger)
	O
	1..N
	Request Triggers that the PCF subscribes. Only values "LOC_CH", "ALLOWED_NSSAI_CH", "SMF_SELECT_CH",  "PRA_CH" and, if "MultipleAccessTypes" feature is supported, "ACCESS_TYPE_CH" are permitted.
	(NOTE)

	servAreaRes
	ServiceAreaRestriction
	O
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy as determined by the PCF
	

	wlServAreaRes
	WirelineServiceAreaRestriction
	O
	0..1
	Wireline Service Area Restriction as part of the AMF Access and Mobility Policy as determined by the PCF
	WirelineWirelessConvergence

	rfsp
	RfspIndex
	O
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy as determined by the PCF.
	

	pras
	map(PresenceInfo)
	C
	1..N
	If the Trigger "PRA_CH" is provided, the presence reporting area(s) for which reporting is requested shall be provided. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState" attribute within the PresenceInfo data type shall not be supplied.
	

	smfSelInfo
	SmfSelectionData
	O
	0..1
	If the trigger "SMF_SELECT_CH" is provided, the conditions for SMF selection information replacement, as determined by the PCF shall be provided.
	DNNReplacementControl

	ueAmbr
	Ambr
	O
	0..1
	UE-AMBR as part of the AMF Access and Mobility Policy as determined by the PCF.
	UE-AMBR_Authorization

	suppFeat
	SupportedFeatures
	M
	1
	Indicates the negotiated supported features.
	

	NOTE: 	The "ALLOWED_NSSAI_CH", "SMF_SELECT_CH" and "ACCESS_TYPE_CH" values in the "triggers" attribute apply under feature control as described in subsclause 4.2.3.2.




*** 2nd Change ***
5.6.2.5	Type PolicyUpdate
Table 5.6.2.5-1: Definition of type PolicyUpdate
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	resourceUri
	Uri
	M
	1
	The resource URI of the individual AM policy related to the notification.
	

	triggers
	array(RequestTrigger)
	O
	1..N
	Request Triggers that the PCF subscribes. Only values "LOC_CH", "ALLOWED_NSSAI_CH", "SMF_SELECT_CH", and "PRA_CH" and "ACCESS_TYPE_CH" are permitted.
	(NOTE X1)
(NOTE X2)

	servAreaRes
	ServiceAreaRestriction
	O
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy as determined by the PCF.
	

	wlServAreaRes
	WirelineServiceAreaRestriction
	O
	0..1
	Wireline Service Area Restriction as part of the AMF Access and Mobility Policy as determined by the PCF
	WirelineWirelessConvergence

	rfsp
	RfspIndex
	O
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy as determined by the PCF.
	

	smfSelInfo
	SmfSelectionData
	C
	0..1
	It may include updated conditions for SMF Selection information replacement. It shall include the PCF decision of the selected DNN when the "smfSelInfo" attribute containing the UE requested S-NSSAI and DNN was sent in the request.
	DNNReplacementControl

	ueAmbr
	Ambr
	C
	0..1
	UE-AMBR as part of the AMF Access and Mobility Policy.
	UE-AMBR_Authorization

	pras
	map(PresenceInfoRm)
	C
	1..N
	If the Trigger "PRA_CH" is provided or if that trigger was already set but the requested presence reporting areas need to be changed, the presence reporting area(s) for which reporting is requested shall be provided. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState"attribute within the PresenceInfo data type shall not be supplied.
	

	NOTE X1:	The "ALLOWED_NSSAI_CH", "SMF_SELECT_CH" and "ACCESS_TYPE_CH" values in the "triggers" attribute apply under feature control as described in subsclause 4.2.3.2.
NOTE X2:	The "SMF_SELECT_CH" trigger may be met only for new PDU sessions, i.e. it shall not apply to ongoing PDU sessions.



*** End of Changes ***
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