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* * * * Begin of Change * * * *
[bookmark: _Toc20407594][bookmark: _Toc28012214]5.6.2.2	Type PcEventExposureSubsc
Table 5.6.2.2-1: Definition of type PcEventExposureSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventSubs
	array(PcEvent)
	M
	1..N
	Subscribed Policy Control events.
	

	eventsRepInfo
	ReportingInformation
	O
	1
	Represents the reporting requirements of the subscription.
	

	groupId
	GroupId
	C
	0..1
	Represents an internal group identifier and identifies a group of UEs. It shall be present when the subscription is targeting a Group of UE(s).
	

	filterDnns
	array(Dnn)
	O
	1..N
	Represents the DNNs for which the policy event report shall apply. Each DNN is a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only. If omitted it represents any DNN.
	

	filterSnssais
	array(Snssai)
	O
	1..N
	Represents the S-NSSAIs for which the policy event report shall apply. If omitted it represents any S-NSSAI.
	

	filterServices
	array(ServiceIdentification)
	O
	1..N
	Represents the services for which the policy event report shall apply. If omitted, the policy event report shall apply for all the active services.
	ExtendedSessionInformation

	notifUri
	Uri
	M
	1
	Notification URI for Policy Control event reporting.
	

	notifId
	string
	M
	1
	Notification Correlation ID assigned by the NF service consumer.
	

	suppFeat
	SupportedFeatures
	M
	1
	This IE represents a list of Supported features used as described in subclause 5.8. In the HTTP POST request it represents the set of NF service consumer supported features. In the HTTP POST and GET responses it represents the set of PCF Event Exposure agreeable supported features.
	




* * * * Next Change * * * *
[bookmark: _Toc20407601]5.6.2.9	Type PduSessionInformation
Table 5.6.2.9-1: Definition of type PduSessionInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	S-NSSAI of the PDU session.
	ExtendedSessionInformation

	dnn
	Dnn
	M
	1..N
	Dnn of the PDU session, a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only..
	ExtendedSessionInformation

	ueIpv4
	Ipv4Addr
	C
	0..1
	The IPv4 address of the served UE. 
(NOTE 1)
	ExtendedSessionInformation

	ueIpv6
	Ipv6Prefix
	C
	0..1
	The IPv6 prefix of the served UE. 
(NOTE 1)
	ExtendedSessionInformation

	ipDomain
	string
	O
	0..1
	Identifies the IP domain. 
(NOTE 2)
	ExtendedSessionInformation

	ueMac
	MacAddr48
	C
	0..1
	UE MAC address. 
(NOTE 1)
	ExtendedSessionInformation

	NOTE 1:	Either the served UE IP address (an Ipv4Addr or Ipv6Prefix or both if available) or UE MAC address shall be present.
NOTE 2:	An "ipDomain" attribute, may be provided in combination with a "ueIpv4" attribute.



* * * * End of Change * * * *

