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	CRs modifying the Npcf_ SMPolicyControl API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

The following agreed CRs update the Npcf_SMPolicyControl API for R16:
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+ TS 29.512 CR#0419 is a backward compatible feature for ATSSS,
+ TS 29.512 CR#0420 is a backward compatible feature for ATSSS,
+ TS 29.512 CR#0416 is a backward compatible feature for Vertical_LAN,
+ TS 29.512 CR#0424 is a backward compatible feature for Vertical_LAN,

+ TS 29.512 CR#0425 is a backward compatible feature for Vertical_LAN,

+ TS 29.512 CR#0426 is a backward compatible feature for Vertical_LAN,

+ TS 29.512 CR#0427 is a backward compatible feature for Vertical_LAN..
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+ TS 29.512 CR#0412 does not impact the OpenAPI file, though OpenAPI file version needs to be increased due to the support Global Line Id as user location as defined in 29.571 for 5WWC.
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Hence, the corresponding TS version in each externalDocs field shall be updated accordingly.
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Additional discussion(if needed):
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Proposed changes:
*** 1st Change ***
A.2
Npcf_SMPolicyControl API

openapi: 3.0.0

info:

  title: Npcf_SMPolicyControl API

  version: 1.1.1.alpha-5
  description: |

    Session Management Policy Control Service

    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).

    All rights reserved.

externalDocs:

  description: 3GPP TS 29.512 V16.4.0; 5G System; Session Management Policy Control Service.

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.512/'

security:

  - {}

  - oAuth2Clientcredentials:

    - npcf-smpolicycontrol

servers:

  - url: '{apiRoot}/npcf-smpolicycontrol/v1'
    variables:

      apiRoot:

        default: https://example.com

        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501

 (… text not shown for clarity …)
*** End of Changes ***

