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	Reason for change:
	As specified in clause 4.23.9 of TS 23.502:

An indication of whether Multi-homing is possible is also provided to the I-SMF, and the I-SMF uses this information to decide whether multi-homing can be used for the PDU Session.

Ipv6MultiHomingInd is supported in the PduSessionCreatedData for PDU session establishment, Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover if the I-SMF has been inserted.

[bookmark: _Toc27895340]For the procedures with I-SMF change, Ipv6MultiHomingInd shall also be sent from the SMF to the new I-SMF, which is defined in clause 5.2.8.2.3 of TS 23.502 for Nsmf_PDUSession_Update service operation:

indication of multi-homing support (from SMF to I-SMF).
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* * * * Begin of Change * * * *
[bookmark: _Toc25073940][bookmark: _Toc27584580]6.1.6.2.12	Type: HsmfUpdatedData
Table 6.1.6.2.12-1: Definition of type HsmfUpdatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	n1SmInfoToUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the H-SMF needs to send N1 SM information to the UE that does not need to be interpreted by the V-SMF. When present, this IE shall reference the n1SmInfoToUe binary data (see clause 6.1.6.4.4). 
	

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send N4 response information to the I-SMF (e.g. related with traffic usage reporting). 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send additional N4 response information to the I-SMF(e.g. related with traffic usage reporting). 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send additional N4 response information to the I-SMF (e.g. related with traffic usage reporting). 
	DTSSA

	cnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present for a PDU session involving an I-SMF, if the N9 tunnel information of the UPF/PSA controlled by SMF has changed.
When present, this IE shall contain the new N9 tunnel information of the UPF/PSA controlled by SMF.
	DTSSA

	dnaiList
	array(Dnai)
	C
	1..N
	This IE shall be present over N16a during UE Triggered Service Request procedure with I-SMF change and Inter NG-RAN node N2 based handover (see clauses 4.23.4.3 and 4.23.7.3.3 in 3GPP TS 23.502 [3]).
When present, it shall include the DNAI(s) of interest for this PDU Session.  
	DTSSA

	Ipv6MultiHomingInd
	boolean
	C
	0..1
	This IE shall be present over N16a, if available and an I-SMF has been changed during the following procedures: Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover (see clause 4.23 of 3GPP TS 23.502 [3]).

When present, it shall be set as follows:

- true: IPv6 multi-homing is permitted.
- false (default): IPv6 multi-homing is not allowed.
	DTSSA



* * * * Next Change * * * *
[bookmark: _Toc25074011][bookmark: _Toc27584651]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-3'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    HsmfUpdatedData:
      type: object
      properties:
        n1SmInfoToUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'
        cnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        dnaiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        ipv6MultiHomingInd:
          type: boolean
          default: false

[…]

* * * * End of Change * * * *

