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*************************The start of changes*************************
[bookmark: _Toc11338825][bookmark: _Toc27585540]6.5.6.1	General
This clause specifies the application data model supported by the API.
Table 6.5.6.1-1 specifies the data types defined for the Nudm_PP service API.
Table 6.5.6.1-1: Nudm_PP specific Data Types
	Data type
	Clause defined
	Description

	PpData
	6.5.6.2.2
	Parameter Provision Data

	CommunicationCharacteristics
	6.5.6.2.3
	Communication Characteristics

	PpSubsRegTimer
	6.5.6.2.4
	

	PpActiveTime
	6.5.6.2.5
	

	5GVnGroupConfiguration
	6.5.6.2.6
	

	5GVnGroupData
	6.5.6.2.7
	

	ExpectedUeBehaviour
	6.5.6.2.8
	Expected UE Behaviour Parameters

	LocationArea
	6.5.6.2.10
	Location Area

	NetworkAreaInfo
	6.5.6.2.11
	Network Area Information

	EcRestriction
	6.5.6.2.12
	

	PlmnEcInfo
	6.5.6.2.13
	

	PpDlPacketCountExt
	6.5.6.2.15
	

	PpMaximumResponseTime
	6.5.6.2.x
	

	PpMaximumLatency
	6.5.6.2.y
	



Table 6.5.6.1-2 specifies data types re-used by the Nudm_PP service API from other APIs, including a reference and when needed, a short description of their use within the Nudm_PP service API. 
Table 6.5.6.1-2: Nudm_PP re-used Data Types
	Data type
	Reference
	Comments

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	DurationSecRm
	3GPP TS 29.571 [7]
	Time value in seconds; nullable

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Ecgi
	3GPP TS 29.571 [7]
	an EUTRA cell identifier

	Ncgi
	3GPP TS 29.571 [7]
	an NR cell identifier

	GlobalRanNodeId
	3GPP TS 29.571 [7]
	an identity of the NG-RAN node

	Tai
	3GPP TS 29.571 [7]
	a tracking area identity

	GeographicArea
	3GPP TS 29.572 [34]
	Identifies the geographical information of the user(s).

	CivicAddress
	3GPP TS 29.572 [34]
	Identifies the civic address information of the user(s).

	PduSessionType
	3GPP TS 29.571 [7]
	

	AppDescriptor
	6.1.6.2.40
	

	DayOfWeek
	3GPP TS 29.571 [7]
	

	TimeOfDay
	3GPP TS 29.571 [7]
	

	ScheduledCommunicationTime
	3GPP TS 29.571 [7]
	Scheduled Communication Time

	StationaryIndication
	3GPP TS 29.571 [7]
	Stationary Indication

	TrafficProfile
	3GPP TS 29.571 [7]
	Traffic Profile

	AcsInfoRm
	3GPP TS 29.571 [7]
	



*************************Next change*************************
[bookmark: _Toc11338829][bookmark: _Toc27585544]6.5.6.2.3	Type: CommunicationCharacteristics
Table 6.5.6.2.3-1: Definition of type CommunicationCharacteristics
	Attribute name
	Data type
	P
	Cardinality
	Description

	ppSubsRegTimer
	PpSubsRegTimer
	O
	0..1
	AF provisionedSubscribed periodic registration timer;nullable

	ppActiveTime
	PpActiveTime
	O
	0..1
	AF provisioned active time; nullable

	ppDlPacketCount
	PpDlPacketCount
	O
	0..1
	AF provisioned DL Buffering Suggested Packet Count; nullable

	ppDlPacketCountExt
	PpDlPacketCountExt
	C
	0..1
	AF provisioned DL Buffering Suggested Packet Count Extension; nullable.
Shall be absent if ppDlPacketCount is absent, and shall be null if ppDlPacketCount is null.

	ppMaximumResponseTime
	PpMaximumResponseTime
	O
	0..1
	AF provisioned Maximum Response Time; nullable

	ppMaximumLatency
	PpMaximumLatency
	O
	0..1
	AF provisioned Maximum Latency; nullable

	NOTE:	If ppDlPacketCountExt is absent and ppDlPacketCount (whether the value is null or not) is present in a modification request, it shall result in deletion of ppDlPacketCountExt.



*************************Next change*************************
[bookmark: _Toc11338831][bookmark: _Toc27585546]6.5.6.2.x	Type: PpMaximumResponseTime
Table 6.5.6.2.x-1: Definition of type PpMaximumResponseTime
	Attribute name
	Data type
	P
	Cardinality
	Description

	maximumResponseTime
	DurationSec
	M
	1
	This IE shall contain value of Maximum Response Time in seconds.
Maximum Response Time identifies the time for which the UE stays reachable to allow the AF to reliably deliver the required downlink data, see clause 4.15.6.3a of 3GPP TS 23.502 [3].

	afInstanceId
	NfInstanceId
	M
	1
	NF Instance Id of the originating AF

	referenceId
	ReferenceId
	M
	1
	Transaction Reference ID

	validityTime
	DateTime
	O
	0..1
	Identifies the point of time up to which the value of maximumResponseTime expires and it shall be deleted. If absent, it indicates that there is no expiration time.
If this IE is in request body, it indicates the expected validity time by consumer.
If this IE is in response body, it indicates the confirmed validity time by UDM.



*************************Next change*************************
6.5.6.2.y	Type: PpMaximumLatency
Table 6.5.6.2.y-1: Definition of type PpMaximumLatency
	Attribute name
	Data type
	P
	Cardinality
	Description

	maximumLatency
	DurationSec
	M
	1
	This IE shall contain value of Maximum Latency in seconds.
Maximum Latency identifies maximum delay acceptable for downlink data transfers, see clause 4.15.6.3a of 3GPP TS 23.502 [3].

	afInstanceId
	NfInstanceId
	M
	1
	NF Instance Id of the originating AF

	referenceId
	ReferenceId
	M
	1
	Transaction Reference ID

	validityTime
	DateTime
	O
	0..1
	Identifies the point of time up to which the value of maximumLatency expires and it shall be deleted. If absent, it indicates that there is no expiration time.
If this IE is in request body, it indicates the expected validity time by consumer.
If this IE is in response body, it indicates the confirmed validity time by UDM.



*************************Next change*************************
[bookmark: _Toc11338882][bookmark: _Toc27585643]A.6	Nudm_PP API
openapi: 3.0.0
(… text not shown for clarity …)
# COMPLEX TYPES:

    PpData:
      type: object
      properties:
        communicationCharacteristics:
          $ref: '#/components/schemas/CommunicationCharacteristics'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        expectedUeBehaviourParameters:
          $ref: '#/components/schemas/ExpectedUeBehaviour'
        ecRestriction:
          $ref: '#/components/schemas/EcRestriction'
        acsInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AcsInfoRm'

    CommunicationCharacteristics:
      type: object
      properties:
        ppSubsRegTimer:
          $ref: '#/components/schemas/PpSubsRegTimer'
        ppActiveTime:
          $ref: '#/components/schemas/PpActiveTime'
        ppDlPacketCount:
          $ref: '#/components/schemas/PpDlPacketCount'
        ppDlPacketCountExt:
          $ref: '#/components/schemas/PpDlPacketCountExt'
        ppMaximumResponseTime:
          $ref: '#/components/schemas/PpMaximumResponseTime'
        ppMaximumLatency:
          $ref: '#/components/schemas/PpMaximumLatency'


    PpSubsRegTimer:
      type: object
      required:
        - subsRegTimer
        - afInstanceId
        - referenceId
      properties:
        subsRegTimer:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      nullable: true

    PpActiveTime:
      type: object
      required:
        - activeTime
        - afInstanceId
        - referenceId
      properties:
        activeTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      nullable: true

    5GVnGroupConfiguration:
      type: object
      properties:
        5gVnGroupData:
          $ref: '#/components/schemas/5GVnGroupData'
        members:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        internalGroupIdentifier:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'

    5GVnGroupData:
      type: object
      required:
        - dnn
        - sNssai
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        pduSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1
        appDescriptors:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AppDescriptor'
          minItems: 1

    ExpectedUeBehaviour:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        stationaryIndication:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/StationaryIndicationRm'
        communicationDurationTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        scheduledCommunicationType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ScheduledCommunicationTypeRm'
        periodicTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        scheduledCommunicationTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ScheduledCommunicationTimeRm'
        expectedUmts:
          type: array
          items:
            $ref: '#/components/schemas/LocationArea'
          minItems: 1
          nullable: true
          description: Identifies the UE's expected geographical movement. The attribute is only applicable in 5G.
        trafficProfile:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TrafficProfileRm'
        batteryIndication:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BatteryIndicationRm'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

    LocationArea:
      type: object
      properties:
        geographicAreas:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
          minItems: 0
          description: Identifies a list of geographic area of the user where the UE is located.
        civicAddresses:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
          minItems: 0
          description: Identifies a list of civic addresses of the user where the UE is located.
        nwAreaInfo:
          $ref: '#/components/schemas/NetworkAreaInfo'

    NetworkAreaInfo:
      description: Describes a network area information in which the NF service consumer requests the number of UEs.
      type: object
      properties:
        ecgis:
          description: Contains a list of E-UTRA cell identities.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
          minItems: 1
        ncgis:
          description: Contains a list of NR cell identities.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
          minItems: 1
        gRanNodeIds:
          description: Contains a list of NG RAN nodes.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GlobalRanNodeId'
          minItems: 1
        tais:
          description: Contains a list of tracking area identities.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'
          minItems: 1

    EcRestriction:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        plmnEcInfos:
          type: array
          items:
            $ref: '#/components/schemas/PlmnEcInfo'
          minItems: 1

    PlmnEcInfo:
      type: object
      required:
        - plmnId
      properties:
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        ecModeARestricted:
          type: boolean
        ecModeBRestricted:
          type: boolean


    PpDlPacketCountExt:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      nullable: true

    PpMaximumResponseTime:
      type: object
      required:
        - maximumResponseTime
        - afInstanceId
        - referenceId
      properties:
        maximumResponseTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      nullable: true

    PpMaximumLatency:
      type: object
      required:
        - maximumLatency
        - afInstanceId
        - referenceId
      properties:
        maximumLatency:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      nullable: true


(… text not shown for clarity …)
*************************The end of changes*************************
