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* * * First Change * * * *
6.1.4.1	General
This clause specifies the application data model supported by the API.
Table 6.1.4.1-1 specifies the data types defined for the n5g-eir-eic service based interface protocol.
Table 6.1.4.1-1: n5g-eir-eic specific Data Types
	Data type
	Clause defined
	Description

	EirResponseData
	6.1.4.2.2
	

	EquipmentStatus
	6.1.4.3.3
	Equipment status of the PEI, this data type is string.



Table 6.1.6.1-2 specifies data types re-used by the N<NF> service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the N<NF> service based interface. 
Table 6.1.4.1-2: 5g-eir-eic  re-used Data Types
	Data type
	Reference
	Comments

	Pei
	3GPP TS 29.571[6]
	Data type representing the PEI of the UE.

	Supi
	3GPP TS 29.571 [6]
	Data type representing the SUPI of the subscriber.
pattern: See pattern of type Supi in 3GPP TS 29.571 [6]"(imsi-[0-9]{5,15}|nai-.+)"

	ProblemDetails
	3GPP TS 29.571 [6]
	Common data type for error responses

	Gpsi
	3GPP TS 29.571 [6]
	Data type representing the GPSI of the subscriber.



* * * End Of Change * * * *
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