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*** 1st Change ***
[bookmark: _Toc19718277][bookmark: _Toc27377352][bookmark: _Toc27379385]7.1	3GPP specific AVP codes
The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP's vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.
Table 7.1: 3GPP specific AVP codes
	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	100
	3GPP-WLAN-APN-Id
	OctetString
	29.234 [6]

	101
	3GPP-WLAN-QoS-Filter-Rule
	UTF8String
	

	102
	3GPP-WLAN-QoS-Filter-Support
	OctetString
	

	Note: The AVP codes from 1 to 255 are reserved for backwards compatibility with 3GPP RADIUS Vendor Specific Attributes (See 3GPP TS 29.061 [13], 3GPP TS 29.561 [42] and 3GPP TS 29.234 [6])

	Note: The AVP codes from 256 to 299 are reserved for future use.

	300
	Authentication-Method
	Enumerated
	29.234 [6]

	301
	Authentication-Information-SIM
	OctetString
	

	302
	Authorization -Information-SIM
	OctetString
	

	303
	WLAN-User-Data
	Grouped
	

	304
	Charging-Data
	Grouped
	

	305
	WLAN-Access
	Enumerated
	

	306
	WLAN- 3GPP-IP-Access
	Enumerated
	

	307
	APN-Authorized
	Grouped
	

	308
	APN-Id
	
	

	309
	APN-Barring-Type
	Enumerated
	

	310
	WLAN-Direct-IP-Access
	Enumerated
	

	311
	Session-Request-Type
	Enumerated
	

	312
	Routing-Policy
	IPFilterRule
	

	313
	Max-Requested-Bandwidth
	OctetString
	

	314
	Charging-Characteristics
	Integer
	

	315
	Charging-Nodes
	Grouped
	

	316
	Primary-OCS-Charging-Function-Name
	DiameterIdentity
	

	317
	Secondary-OCS-Charging-Function-Name
	DiameterIdentity
	

	318
	3GPP-AAA-Server-Name
	DiameterIdentity
	

	319
	Maximum-Number-Accesses
	Unsigned32
	

	Note 1: The AVP codes from 320 to 399 are reserved for TS 29.234
Note 2: The 3GPP-AAA-Server-Name definition is moved to TS 29.273 starting from Rel-12.

	400
	GBA-UserSecSettings
	OctetString
	29.109 [7]

	401
	Transaction-Identifier
	OctetString
	

	402
	NAF-Hostname
	OctetString
	

	403
	GAA-Service-Identifier
	OctetString
	

	404
	Key-ExpiryTime
	Time
	

	405
	ME-Key-Material
	OctetString
	

	406
	UICC-Key-Material
	OctetString
	

	407
	GBA_U-Awareness-Indicator
	Enumerated
	

	408
	BootstrapInfoCreationTime
	Time
	

	409
	GUSS-Timestamp
	Time
	

	410
	GBA-Type
	Enumerated
	

	411
	UE-Id
	OctetString
	

	412
	UE-Id-Type
	Enumerated
	

	413
	UICC-App-Label
	OctetString
	

	414
	UICC-ME
	Enumerated
	

	415
	Requested-Key-Lifetime
	Time
	

	416
	Private-Identity-Request
	Enumerated
	

	417
	GBA-Push-Info
	OctetString
	

	418
	NAF-SA-Identifier
	OctetString
	

	419
	Security-Feature-Request
	OctetString
	

	420
	Security-Feature-Response
	OctetString
	

	Note: The AVP codes from 421 to 499 are reserved for TS 29.109

	500
	Abort-Cause
	Enumerated
	29.209 [8],
29.211 [17] ,
29.214 [18]

	501
	Access-Network-Charging-Address
	Address
	

	502
	Access-Network-Charging-Identifier
	Grouped
	

	503
	Access-Network-Charging-Identifier-Value
	OctetString
	

	504
	AF-Application-Identifier
	OctetString
	

	505
	AF-Charging-Identifier
	OctetString
	

	506
	Authorization-Token
	OctetString
	

	507
	Flow-Description
	IPFilterRule
	

	508
	Flow-Grouping
	Grouped
	

	509
	Flow-Number
	Unsigned32
	

	510
	Flows
	Grouped
	

	511
	Flow-Status
	Enumerated
	

	512
	Flow-Usage
	Enumerated
	

	513
	Specific-Action
	Enumerated
	

	514
	Max-Requested-Bandwidth
	Unsigned32
	

	515
	Max-Requested-Bandwidth-DL
	Unsigned32
	

	516
	Max-Requested-Bandwidth-UL
	Unsigned32
	

	517
	Media-Component-Description
	Grouped
	

	518
	Media-Component-Number
	Unsigned32
	

	519
	Media-Sub-Component AVP
	Grouped
	

	520
	Media-Type
	Enumerated
	

	521
	RR-Bandwidth
	Unsigned32
	

	522
	RS-Bandwidth
	Unsigned32
	

	523
	SIP-Forking-Indication
	Enumerated
	

	524
	Codec-Data
	OctetString
	

	525
	Service-URN
	OctetString
	

	526
	Acceptable-Service-Info
	Grouped
	

	527
	Service-Info-Status
	Enumerated
	

	528
	MPS-Identifier
	OctetString
	

	529
	AF-Signalling-Protocol
	Enumerated
	

	530
	Sponsored-Connectivity-Data
	Grouped
	

	531
	Sponsor-Identity
	OctetString
	

	532
	Application-Service-Provider-Identity
	OctetString
	

	533
	Rx-Request-Type
	Enumerated
	

	534
	Min-Requested-Bandwidth-DL
	Unsigned32
	

	535
	Min-Requested-Bandwidth-UL
	Unsigned32
	

	536
	Required-Access-Info
	Enumerated
	

	537
	IP-Domain-Id
	OctetString
	

	538
	GCS-Identifier
	OctetString
	

	539
	Sharing-Key-DL
	Unsigned32
	

	540
	Sharing-Key-UL
	Unsigned32
	

	541
	Retry-Interval
	Unsigned32
	

	542
	Sponsoring-Action
	Enumerated
	

	543
	Max-Supported-Bandwidth-DL
	Unsigned32
	

	544
	Max-Supported-Bandwidth-UL
	Unsigned32
	

	545
	Min-Desired-Bandwidth-DL
	Unsigned32
	

	546
	Min-Desired-Bandwidth-UL
	Unsigned32
	

	547
	MCPTT-Identifier
	OctetString
	

	548
	Service-Authorization-Info
	Unsigned32
	

	549
	Media-Component-Status
	Unsigned32
	

	550
	Priority-Sharing-Indicator
	Enumerated
	

	551
	AF-Requested-Data
	Unsigned32
	

	552
	Content-Version
	Unsigned64
	

	553
	Pre-emption-Control-Info
	Unsigned32
	

	554
	Extended-Max-Requested-BW-DL
	Unsigned32
	

	555
	Extended-Max-Requested-BW-UL
	Unsigned32
	

	556
	Extended-Max-Supported-BW-DL
	Unsigned32
	

	557
	Extended-Max-Supported-BW-UL
	Unsigned32
	

	558
	Extended-Min-Desired-BW-DL
	Unsigned32
	

	559
	Extended-Min-Desired-BW-UL
	Unsigned32
	

	560
	Extended-Min-Requested-BW-DL
	Unsigned32
	

	561
	Extended-Min-Requested-BW-UL
	Unsigned32
	

	562
	MCVideo-Identifier
	OctetString
	

	563
	IMS-Content-Identifier
	OctetString
	

	564
	IMS-Content-Type
	Enumerated
	

	565
	Callee-Information
	Grouped
	

	566
	FLUS-Identifier
	OctetString
	

	567
	[bookmark: _GoBack]Desired-Max-Latency
	Float32
	

	568
	Desired-Max-Loss
	Float32
	

	Note: The AVP codes from 5695 to 599 are reserved for TS 29.209, TS 29.211 and TS 29.214

	600
	Visited-Network-Identifier
	OctetString
	29.229 [2]

	601
	Public-Identity
	UTF8String
	

	602
	Server-Name
	UTF8String
	

	603
	Server-Capabilities
	Grouped
	

	604
	Mandatory-Capability
	Unsigned32
	

	605
	Optional-Capability
	Unsigned32
	

	606
	User-Data
	OctetString
	

	607
	SIP-Number-Auth-Items
	Unsigned32
	

	608
	SIP-Authentication-Scheme
	UTF8String
	

	609
	SIP-Authenticate
	OctetString
	

	610
	SIP-Authorization
	OctetString
	

	611
	SIP-Authentication-Context
	OctetString
	

	612
	SIP-Auth-Data-Item
	Grouped
	

	613
	SIP-Item-Number
	Unsigned32
	

	614
	Server-Assignment-Type
	Enumerated
	

	615
	Deregistration-Reason
	Grouped
	

	616
	Reason-Code
	Enumerated
	

	617
	Reason-Info
	UTF8String
	

	618
	Charging-Information
	Grouped
	

	619
	Primary-Event-Charging-Function-Name
	DiameterURI
	

	620
	Secondary-Event-Charging-Function-Name
	DiameterURI
	

	621
	Primary-Charging-Collection-Function-Name
	DiameterURI
	

	622
	Secondary-Charging-Collection-Function-Name
	DiameterURI
	

	623
	User-Authorization-Type
	Enumerated
	

	624
	User-Data-Already-Available
	Enumerated
	

	625
	Confidentiality-Key
	OctetString
	

	626
	Integrity-Key
	OctetString
	

	627
	User-Data-Request-Type
	Enumerated
	

	628
	Supported-Features
	Grouped
	

	629
	Feature-List-ID
	Unsigned32
	

	630
	Feature-List
	Unsigned32
	

	631
	Supported-Applications
	Grouped
	

	632
	Associated-Identities
	Grouped
	

	633
	Originating-Request
	Enumerated
	

	634
	Wildcarded-Public-Identity
	UTF8String
	

	635
	SIP-Digest-Authenticate
	Grouped
	

	636
	Wildcarded-IMPU
	UTF8String
	

	637
	UAR-Flags
	Unsigned32
	

	638
	Loose-Route-Indication
	Enumerated
	

	639
	SCSCF-Restoration-Info
	Grouped
	

	640
	Path
	OctetString
	

	641
	Contact
	OctetString
	

	642
	Subscription-Info
	Grouped
	

	643
	Call-ID-SIP-Header
	OctetString
	

	644
	From-SIP-Header
	OctetString
	

	645
	To-SIP-Header
	OctetString
	

	646
	Record-Route
	OctetString
	

	647
	Associated-Registered-Identities
	Grouped
	

	648
	Multiple-Registration-Indication
	Enumerated
	

	649
	Restoration-Info
	Grouped
	

	650
	Session-Priority
	Enumerated
	

	651
	Identity-with-Emergency-Registration
	Grouped
	

	652
	Priviledged-Sender-Indication
	Enumerated
	

	653
	LIA-Flags
	Unsigned32
	

	654
	Initial-CSeq-Sequence-Number
	Unsigned32
	

	655
	SAR-Flags
	Unsigned32
	

	656
	Allowed-WAF-WWSF-Identities
	Grouped
	

	657
	WebRTC-Authentication-Function-Name
	UTF8String
	

	658
	WebRTC-Web-Server-Function-Name
	UTF8String
	

	659
	RTR-Flags
	Unsigned32
	

	660
	P-CSCF-Subscription-Info
	Grouped
	

	661
	Registration-Time-Out
	Time
	

	Note: The AVP codes from 662 to 699 are reserved for TS 29.229.


(... table rows skipped for clarity ...)


*** End of Changes ***

