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********* First change *********
[bookmark: _Toc24986399]6.2.4.2.2	Operation Definition
This operation shall support the request data structures and response codes specified in tables 6.2.4.2.2-1 and 6.2.4.2.2-2.
Table 6.2.4.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	N32fReformattedReqMsg
	M
	1
	This IE shall contain the reformatted HTTP/2 message comprising the plain text part, encrypted information, meta data and modification chain information. See clause 6.2.5.2.2.



Table 6.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	 N32fReformattedRspMsg
	M
	1
	200 OK
	This represents the successful processing of the reformatted JOSE protected message at the responding SEPP. The responding SEPP shall provide the reformatted and JOSE protected content of the corresponding HTTP/2 response message.

	ProblemDetails
	OM
	0..1
	403 Forbidden
	This represents the case wWhenre the receiving SEPP fails to process the reconstructed message due to PLMN ID verification failure,. tThe "cause" attribute shall be set to "PLMNID_MISMATCH".

	ProblemDetails
	M
	1
	4xx / 5xx
	All the mandatory to support 4xx and 5xx status codes as specified in clause 5.2.7.1 and their corresponding application errors specified in clause 5.2.7.2 of 3GPP TS 29.500 [4] shall be supported.



********* Next change *********
[bookmark: _Toc24986441]6.3.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.3.3.2.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	foreign-fqdn
	string
	O
	0..1
	This parameter shall contain the FQDN of the NF in the foreign network, that needs to be flattened to a telescopic FQDN in the local network (i.e. an FQDN that points to the local SEPP).

	telescopic-label
	string
	O
	0..1
	This parameter shall contain the first label used in a telescopic FQDN (i.e. an FQDN that points to the local SEPP) that needs to be mapped to an NF in the foreign network.

	NOTE:	The parameters "foreign-fqdn" and "telescopic-label" shall not be present simultaneously.



This method shall support the request data structures specified in table 6.3.3.2.3.1-2 and the response data structures and response codes specified in table 6.3.3.2.3.1-3.
Table 6.3.3.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.3.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TelescopicMapping
	M
	1
	200 OK
	Upon success, a response body containing a TelescopicMapping object shall be returned  


	ProblemDetails
	OM
	0..1
	404 Not Found
	The mapping between a foreign FQDN and a telescopic FQDN could not be found.




********* Hey, I am done *********

