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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28013303][bookmark: _Toc28013332][bookmark: _Hlk11243782]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.502: "Procedures for the 5G system".
[3]	3GPP TS 23.501: "System Architecture for the 5G".
[4]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".
[5]	Open API Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[6]	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[7]	3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".
[8]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[9]	3GPP TS 29.521: "5G System; Binding Support Management Service; Stage 3".
[10]	Void.
[11]	3GPP TS 23.222: "Common API Framework for 3GPP Northbound APIs; Stage 2".
[bookmark: _Hlk506360308][12]	3GPP TS 29.222: "Common API Framework for 3GPP Northbound APIs; Stage 3".
[bookmark: _Hlk533400883][13]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[14]	3GPP TS 33.122: "Security Aspects of Common API Framework for 3GPP Northbound APIs".
[15]	Void.
[16]	IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[17]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[18]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[19]	3GPP TS 29.554: "5G System; Background Data Transfer Policy Control Service; Stage 3".
[20]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[21]	3GPP TR 21.900: "Technical Specification Group working methods".
[22]	3GPP TS 29.523: "5G System; Policy Control Event Exposure Service; Stage 3".
[23]	3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Control Data, Application Data and Structured Data for Exposure; Stage 3".
[24]	3GPP TS 29.541: "5G System; Network Exposure FunctionSession Management Services for Non-IP Data Delivery (NIDD); Stage 3".
[25]	3GPP TS 29.5402: "5G System, Session Management Services for Non-IP Data Delivery (NIDD); Stage 3".
[26]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[27]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[28]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G system (5GS)".
[29]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
*** Next Change ***
4.4.12.3	NIDD configuration triggered by the AF and NIDD delivery
The procedures for NIDD configuration triggered by the AF and NIDD delivery are described in subclause 4.4.5 of 3GPP TS 29.122 [4] with the following differences:
-	description of the SCS/AS applies to the AF;
-	description of the SCEF applies to the NEF;
-	description of the MME/SGSN applies to the SMF;
-	for the connection establishment, the interaction between the NEF and the SMF shall use Nnef_SMContext service as specified in 3GPP TS 29.541 [24];
-	for MO NIDD, the interaction between the SMF and the NEF shall use Nnef_SMContextNIDD service as specified in 3GPP TS 29.541 [24]; and
-	for MT NIDD, the interaction between the SMF and the NEF shall use Nsmf_NIDD service as specified in 3GPP TS 29.5402 [25].
*** End of Changes ***

