Page 1



3GPP TSG-CT WG3 Meeting #108-e
C3-201447
E-Meeting, 19th – 28th February 2020                                                (revision of C3-201174)
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.513
	CR
	0116
	rev
	1
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Annex B, IMS Session Termination

	
	

	Source to WG:
	Ericsson, Huawei

	Source to TSG:
	C3

	
	

	Work item code:
	eIMS5G_SBA
	
	Date:
	2020-02-14

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	PCC interactions with SIP/SDP signalling of the IMS are missing in current version of the specification. IMS session termination is not described yet.

	
	

	Summary of change:
	Specification of PCC interactions with SIP/SDP signalling for the IMS session termination.

	
	

	Consequences if not approved:
	Incomplete specification missing PCC interactions with SIP/SDP signalling for the IMS session termination

	
	

	Clauses affected:
	B.4.1, B.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***

B.4.1
Mobile initiated session release / Network initiated session release

Figure B.4.1-1 represents the mobile or network initiated IMS session release without access network information retrieval. The session release may be signalled by a SIP BYE request, or any SIP 3xx redirect response, or any 4xx, 5xx, or 6xx SIP final error response to an initial INVITE request. If any 4xx, 5xx, or 6xx SIP final error response to Re-INVITE or UPDATE request just terminates the transaction, then the session is not released, otherwise if the error response terminates the dialog then the session is released.
Figures B.4.1-2 and B.4.1-3 presents the network initiated and the mobile initiated IMS session release with access network information retrieval, respectively.
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Figure B.4.1-1: IMS session termination without access network information retrieval

1.
SIP BYE request, a SIP 3xx redirect response, or any 4xx, 5xx, or 6xx SIP final error response to an initial INVITE or any 4xx, 5xx, or 6xx SIP final error response to Re-INVITE or UPDATE which terminates the dialog is received by the P-CSCF.

2.
P-CSCF forwards the BYE request, or the SIP 3xx redirect response, or any 4xx, 5xx, or 6xx SIP final error response.

3.
The interactions in Figure 5.2.2.2.2.3-1 are applicable.
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Figure B.4.1-2: network initiated IMS session termination with access network information retrieval

1.
SIP BYE request is received by the P-CSCF.

2.
The P-CSCF forwards the BYE request.

3.
In parallel to step 2, the interactions in Figure 5.2.2.2.2.3-1 take place. Within those interactions, the P-CSCF requests and receives the access network information.

4.
The P-CSCF receives the SIP 200 OK (BYE) response.

5.
The P-CSCF forwards the SIP 200 OK (BYE) response. It includes the access networking information obtained in step 3 as the network provided location information.
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Figure B.4.1-3: mobile initiated IMS session termination with access network information retrieval
1.
SIP BYE request is received by the P-CSCF.

2.
The interactions in Figure 5.2.2.2.2.3-1 are applicable. Within those interactions, the P-CSCF requests and receives the access network information.

3.
The P-CSCF forwards the BYE request. It includes the access network information obtained in step 2 as the network provided location information.

*** 2nd Change ***

B.4.2
QoS Flow Release/Loss

A QoS flow release may affect all IP-Flows within an IMS Session. Flows in Figure 5.2.2.3-1 apply.
*** End of Changes ***
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