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* * * * Begin of Change * * * *
[bookmark: _Toc28012214]5.6.2.3	Type SmPolicyContextData
Table 5.6.2.3-1: Definition of type SmPolicyContextData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accNetChId
	AccNetChId
	O
	0..1
	Indicates the access network charging identifier for default QoS flow or whole PDU session.
	

	chargEntityAddr
	[bookmark: _Hlk530135456]AccNetChargingAddress
	O
	0..1
	Address of the network entity performing charging.
	

	gpsi
	Gpsi
	O
	0..1
	Gpsi shall contain either an External Id or an MSISDN.
	

	supi
	Supi
	C
	0..1
	Subscription Permanent Identifier. It can be omitted for the emergency session.
	

	pduSessionId
	PduSessionId
	M
	1
	PDU session Id.
	

	dnn
	Dnn
	M
	1
	The DNN of the PDU session., a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only.
	

	InterGrpIds
	array(GroupId)
	O
	1..N
	The internal Group Id(s).
	

	notificationUri
	Uri
	M
	1
	Identifies the recipient of SM policies update notifications sent by the PCF.
	

	pduSessionType
	PduSessionType
	M
	1
	Indicates the type of a PDU session.
	

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	servingNetwork
	PlmnIdNid
	O
	0..1
	The serving network where the served UE is camping. For an SNPN the NID together with the PLMN ID identifies the SNPN.
	

	userLocationInfo
	UserLocation
	O
	0..1
	The location of the served UE is camping.
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	pei
	Pei
	O
	0..1
	The Permanent Equipment Identifier of the served UE.
	

	ipv4Address
	Ipv4Addr
	O
	0..1
	The IPv4 Address of the served UE.
	

	ipv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	The Ipv6 Address Prefix of the served UE.
	

	ipDomain
	string
	O
	0..1
	IPv4 address domain identifier.
(NOTE)
	

	subsSessAmbr
	Ambr
	O
	0..1
	UDM subscribed or DN-AAA authorized Session-AMBR.
	

	authProfIndex
	string
	O
	0..1
	DN-AAA authorization profile index.
	DN-Authorization

	subsDefQos
	SubscribedDefaultQos
	O
	0..1
	Subscribed Default QoS Information.
	

	numOfPackFilter
	integer
	O
	0..1
	Contains the number of supported packet filter for signalled QoS rules.
	

	online
	boolean
	O
	0..1
	If it is included and set to true, the online charging is applied to the PDU session.
	

	offline
	boolean
	O
	0..1
	If it is included and set to true, the offline charging is applied to the PDU session.
	

	chargingCharacteristics
	string
	O
	0..1
	Contains the Charging Characteristics applied to the PDU session. Functional requirements for the Charging Characteristics are defined in 3GPP TS 32.255 [35] Annex A.
The charging characteristics are encoded as specified in 3GPP TS 29.503 [34].
	

	3gppPsDataOffStatus
	boolean
	O
	0..1
	If it is included and set to true, the 3GPP PS Data Off is activated by the UE.
	

	refQosIndication
	boolean
	O
	0..1
	If it is included and set to true, the reflective QoS is supported by the UE.
	

	sliceInfo
	Snssai
	M
	1
	Identifies the S-NSSAI.
	

	qosFlowUsage
	QosFlowUsage
	O
	0..1
	Indicates the required usage for default QoS flow.
	

	servNfId
	ServingNfIdentity
	O
	0..1
	Contains the serving network function identity.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in subclause 5.8.
This parameter shall be supplied by the NF service consumer in the POST request that requested the creation of an individual SM policy resource.
	

	traceReq
	TraceData
	O
	0..1
	Trace control and configuration parameters information defined in 3GPP TS 32.422 [24].
	

	smfId
	NfInstanceId
	O
	0..1
	SMF instance identifier.
	

	recoveryTime
	DateTime
	O
	0..1
	It includes the recovery time of the SMF.
	

	NOTE:	The value provided in this attribute is implementation specific. The only constraint is that the SMF shall supply a different identifier for each overlapping address domain (e.g. the SMF NF instance identifier).



Editor's note:	It is FFS whether a new attribute to include a MA PDU request indication is needed.
* * * * End of Change * * * *

