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*** 1st Change ***

5.6.2.26
Type MediaComponentRm

This data type is defined in the same way as the "MediaComponent" data type, but:

-
with the OpenAPI "nullable: true" property; and

-
the removable attributes "afRoutReq", "maxPacketLossRateDl" and "maxPacketLossRateUl" are defined with the removable data type "PacketLossRateRm"; "medSubComps", "preemptCap", "preemptVuln", "marBwDl", "marBwUl", "mirBwDl", "rrBw", "rsBw", "mirBwUl", "sharingKeyDl" and "sharingKeyUl" are defined with the removable data types "AfRoutingRequirementRm", "MediaSubComponentRm", "PreemptionCapabilityRm", "PreemptionVulnerabilityRm", "BitRateRm" and "Uint32Rm".

Table 5.6.2.26-1: Definition of type MediaComponentRm

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afAppId
	AfAppId
	O
	0..1
	Contains information that identifies the particular service the AF session belongs to.
	

	afRoutReq
	AfRoutingRequirementRm
	O
	0..1
	Indicates the AF traffic routing requirements.
	InfluenceOnTrafficRouting

	contVer
	ContentVersion
	O
	0..1
	Represents the content version of a media component.
	MediaComponentVersioning

	maxPacketLossRateDl
	PacketLossRateRm
	O
	0..1
	Indicates the downlink maximum rate for lost packets that can be tolerated for the service data flow.
	CHEM

	maxPacketLossRateUl
	PacketLossRateRm
	O
	0..1
	Indicates the uplink maximum rate for lost packets that can be tolerated for the service data flow.
	CHEM

	medCompN
	integer
	M
	1
	Identifies the media component number, and it contains the ordinal number of the media component.
	

	medSubComps
	map(MediaSubComponentRm)
	O
	1..N
	Contains the requested bitrate and filters for the set of service data flows identified by their common flow identifier. The key of the map is the attribute "fNum".
	

	medType
	MediaType
	O
	0..1
	Indicates the media type of the service.
	

	marBwUl
	BitRateRm
	O
	0..1
	Maximum requested bandwidth for the Uplink.
	

	marBwDl
	BitRateRm
	O
	0..1
	Maximum requested bandwidth for the Downlink.
	

	maxSuppBwDl
	BitRateRm
	O
	0..1
	Maximum supported bandwidth for the Downlink.
	IMS_SBI

	maxSuppBwUl
	BitRateRm
	O
	0..1
	Maximum supported bandwidth for the Uplink.
	IMS_SBI

	minDesBwDl
	BitRateRm
	O
	0..1
	Minimum desired bandwidth for the Downlink.
	IMS_SBI

	minDesBwUl
	BitRateRm
	O
	0..1
	Minimum desired bandwidth for the Uplink.
	IMS_SBI

	mirBwUl
	BitRateRm
	O
	0..1
	Minimum requested bandwidth for the Uplink.
	

	mirBwDl
	BitRateRm
	O
	0..1
	Minimum requested bandwidth for the Downlink.
	

	fStatus
	FlowStatus
	O
	0..1
	Indicates whether the status of the service data flows is enabled, or disabled.
	

	preemptCap
	PreemptionCapabilityRm
	O
	0..1
	Defines whether the media flow may get resources that were already assigned to another media flow with a lower priority level.
	MCPTT-Preemption

	preemptVuln
	PreemptionVulnerabilityRm
	O
	0..1
	Defines whether the media flow may lose the resources assigned to it in order to admit a media flow with higher priority level.
	MCPTT-Preemption

	prioSharingInd
	PrioritySharingIndicator
	O
	0..1
	Indicates that the media flow is allowed to use the same ARP as media flows belonging to other "Individual Application Session Context" resources bound to the same PDU session.
	PrioritySharing

	resPrio
	ReservPriority
	O
	0..1
	Indicates the reservation priority.
	

	rrBw
	BitRateRm
	O
	0..1
	Indicates the maximum required bandwidth in bits per second for RTCP receiver reports within the session component as specified in IETF RFC 3556 [37]. The bandwidth contains all the overhead coming from the IP-layer and the layers above, i.e. IP, UDP and RTCP.
	IMS_SBI

	rsBw
	BitRateRm
	O
	0..1
	Indicates the maximum required bandwidth in bits per second for RTCP sender reports within the session component as specified in IETF RFC 3556 [37]. The bandwidth contains all the overhead coming from the IP-layer and the layers above, i.e. IP, UDP and RTCP.
	IMS_SBI

	codecs
	array(CodecData)
	O
	1..2
	Indicates the codec data.
	

	sharingKeyDl
	Uint32Rm
	O
	0..1
	Identifies which media components share resources in the downlink direction.

If resource sharing applies between media components across "Individual Application Session Context" resources for the same PDU session, the same value of the "sharingKeyDl" attribute shall be used. If resource sharing does not apply among media components across "Individual Application Session Context" resources for the same PDU session, a different value for the "sharingKeyDl" attribute shall be used.

If resource sharing does no longer apply for this media component, the "sharingKeyDl" attribute shall be set to "null".
	ResourceSharing

	sharingKeyUl
	Uint32Rm
	O
	0..1
	Identifies which media components share resources in the uplink direction.

If resource sharing applies between media components across "Individual Application Session Context" resources for the same PDU session, the same value of the "sharingKeyUl" attribute shall be used. If resource sharing does not apply among media components across "Individual Application Session Context" resources for the same PDU session, a different value for the "sharingKeyUl" attribute shall be used.

If resource sharing does no longer apply for this media component, the "sharingKeyUl" attribute shall be set to "null".
	ResourceSharing
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