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	Reason for change:
	There are attributes in Namf API encoding NAS and GTP IE in as binary contents, but it is not clear whether the IEI and length shall be encoded or not.

This CR propose to encode NAS/GTP IEs including IEI/IE Type and Length (TLV).

This CR also fix some wrong references to TS 24.501 v16.x.


	
	

	Summary of change:
	1/ Clarity the encoding of simple data types carrying NAS IEs in 6.1.6.3.2, also correct some wrong references.


	
	

	Consequences if not approved:
	Unclear encoding for NAS/GTP IEs, potential lead to incompatibility issue between NFs from different vendors.
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc36461391][bookmark: _Toc34124719][bookmark: _Toc25156415][bookmark: _Toc27590720][bookmark: _Toc25157181]6.1.6.3.2	Simple data types
The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	EpsBearerId
	integer
	Integer identifying an EPS bearer, within the range 0 to 15, as specified in clause 11.2.3.1.5, bits 5 to 8, of 3GPP TS 24.007 [15].

	Ppi
	integer
	This represents the Paging Policy Indicator. The value is within the range 0 – 7.

	NasCount
	Uinteger
	Unsigned integer identifying the NAS COUNT as specified in 3GPP TS 33.501 [27]

	5GMmCapability
	Bytes
	String with format "byte" as defined in OpenAPI Specification [23], i.e. base64-encoded characters, encoding the "5GMM capability" IE as specified in clause 9.8.3.1 of 3GPP TS 24.501 [11] (starting from octet 1).

	UeSecurityCapability
	Bytes
	String with format "byte" as defined in OpenAPI Specification [23], i.e. base64-encoded characters, encoding the " UE security capability" IE as specified in clause 9.8.3.55 of 3GPP TS 24.501 [11] (starting from octet 1).

	S1UeNetworkCapability
	Bytes
	String with format "byte" as defined in OpenAPI Specification [23], i.e. base64-encoded characters, encoding the " S1 UE network capability" IE as specified in clause 9.8.3.44 of 3GPP TS 24.501 [11] (starting from octet 1).

	DrxParameter
	Bytes
	String with format "byte" as defined in OpenAPI Specification [23], i.e. base64-encoded characters, encoding the "DRX Parameters" IE as specified in clause 10.5.5.6 of 3GPP TS 24.008 [22] (starting from octet 1).

	OmcIdentifier
	String
minLength: 1
maxLength: 20
	The OMC Identifier indicates the identity of an Operation and Maintenance Centre to which Trace Records shall be sent.
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