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[bookmark: _Toc25156382][bookmark: _Toc34124684][bookmark: _Toc25156391][bookmark: _Toc27591231]BEGIN OF CHANGE
[bookmark: _Toc25226449][bookmark: _Toc27592255]5.2.2.2.2	Registration procedure using Activate service operation
The NF Service Consumer (e.g. AMF) shall activate SMS service for a given service user by using the HTTP PUT method as shown in Figure 5.2.2.2.2-1.  


Figure 5.2.2.2.2-1: Activation of SMS service
1.	The NF Service Consumer (e.g. AMF) shall send a PUT request to the resource representing the UE Context for SMS (i.e. …/ue-contexts/{supi}) in the SMSF to activate SMS service for a given service user. The payload body of the PUT request shall contain a representation of the individual UE Context resource to be created or updated.
Depending on whether the target UE Context for SMS has already been created, the SMSF performs 2a or 2b:
2a.	If the target UE Context for SMS is not created in SMSF, the SMSF retrieves subscription data from the UDM, performs service authorization for the given UE, and create UE Context for SMS for this UE;
If successful, "201 Created" shall be returned, the payload body of the POSTPUT response shall contain the representation of the created resource and the "Location" header shall contain the URI of the created resource.
2b.	If the target UE Context for SMS has already been created, the SMSF updates the UE Context for SMS with the NF Service Consumer (e.g. AMF) provided parameters.
If successful, "204 No Content" shall be returned. 
2c.	On failure, the appropriate HTTP status code (e.g. "403 Forbidden") indicating the error shall be returned.
	A ProblemDetails IE shall be included in the payload body of PUT response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.1.7.3-1.
NEXT CHANGE
[bookmark: _Toc25226468][bookmark: _Toc27592274]6.1.3.1	Overview
The figure 6.1.3.1-1 describes the resource URI structure of the Nsmsf-sms API.





Figure 6.1.3.1-1: Resource URI structure of the nsmsf-sms API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	UEContexts 
(Store)
	{apiRoot}/nsmsf-sms/<apiVersion>/ue-contexts
	N/A
	No HTTP method has been defined for this resource.

	UEContext
(Document)
	{apiRoot}/nsmsf-sms/<apiVersion>/ue-contexts/{supi}
	PUT
	It is used for the Activate service operation, for the purpose of:
- Activate SMS service for a given UE, which results in creating an individual UE Context resource in SMSF.
- Update SMS service parameters for a given UE, which results in updating an existing individual UE Context resource in SMSF.

	
	
	DELETE
	It is used for the Deactivate service operation, for the purpose of: 
- Deactivate SMS service for a given UE, which results in deleting an existing individual UE Context resource in SMSF.

	
	{apiRoot}/nsmsf-sms/<apiVersion>/ue-contexts/{supi}/sendsms
	sendsms
(POST)
	It is used for the UplinkSMS service operation, to allow NF Service Consumer to send SMS payload in uplink direction.
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