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* * * First Change * * * *

[bookmark: _Toc21950978][bookmark: _Toc24973355][bookmark: _Toc33835529][bookmark: _Toc34748323][bookmark: _Toc34749519][bookmark: _Toc35940559]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows".
[7]	3GPP TS 29.335: "User Data Convergence (UDC); User Data Repository Access Protocol over the Ud interface".
[8]	3GPP TS 23.632: "User Data Interworking, Coexistence and Migration".
[9]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[10]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md
[11]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[12]	IETF RFC 7807: "Problem Details for HTTP APIs".
[13]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[14]	3GPP TR 21.900: "Technical Specification Group working methods".
[15]	3GPP TS 23.003: "Numbering, addressing and identification".
[x]	3GPP TS 29.303: "Domain Name System Procedures; Stage 3".


* * * Next Change * * * *


[bookmark: _Toc11338134][bookmark: _Toc21951060][bookmark: _Toc24973444][bookmark: _Toc33835634][bookmark: _Toc34748428][bookmark: _Toc34749624][bookmark: _Toc35940664]6.2.6.2.2	Type: UeContextInPgwData
Table 6.2.6.2.2-1: Definition of type UeContextInPgwData
	Attribute name
	Data type
	P
	Cardinality
	Description

	pgwInfo
	array(PgwInfo)
	O
	1..N
	Information about the APNs and PGW-C+SMF FQDNs used in interworking with UDM

	emergencyFqdn
	string
	O
	0..1
	PGW-C+SMF FQDN for emergency session

	Note: At least one of pgwInfo and emergencyFqdn shall be present. The format of PGW-C+SMF FQDN is specified in clause 5.12.3.2, TS 29.303 [x].



* * * Next Change * * * *

[bookmark: _Toc21951072][bookmark: _Toc24973486][bookmark: _Toc33835681][bookmark: _Toc34748475][bookmark: _Toc34749671][bookmark: _Toc35940711]A.3	Nhss_SubscriberDataManagement API

<..skip..>

# COMPLEX TYPES:

    UeContextInPgwData:
      type: object
      properties:
        pgwInfo:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/PgwInfo'
          minItems: 1
        emergencyFqdn:
          type: string

    SubscriptionData:
      type: object
      # FFS

# SIMPLE TYPES:


# ENUMS:


* * * End of Change * * * *

