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	Reason for change:
	An AF may require the SMF to obtain UE IP address from DN-AAA server, by providing the DN-AAA server address in 5G VN group data, as specified in clause 5.2.9.2 of TS23.502:

-	5G VN group data. The 5G VN group data may include the following parameters: PDU session type, DNN, S-NSSAI and Application descriptor, Information related with secondary authentication / authorization (e.g. to enable IP address assignment by the DN-AAA).
The Information related with secondary authentication / authorization corresponds to the procedures described in clause 5.6.6; it allows e.g. the AF to provide DN-AAA server addressing information and possibly to request the SMF to get the UE IP address from the DN-AAA server. 
To support this, the address information of DN-AAA server needs to be provided in 5GVnGroupData.

	
	

	Summary of change:
	Following changes are proposed:
- Add attribute dnAaaAddress to 5GVnGroupData data structure;
- Update the OpenAPI file accordingly.

	
	

	Consequences if not approved:
	No support for the AF to request the SMF to obtain UE IP address from DN-AAA server.
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	Other comments:
	This CR introduces backward compatible changes to to the OpenAPI file TS29503_Nudm_PP.
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BEGIN OF CHANGE
[bookmark: _Toc27585548][bookmark: _Toc19717509][bookmark: _Toc27491049][bookmark: _Toc27557342][bookmark: _Toc27724259]6.5.6.2.7	Type: 5GVnGroupData
Table 6.5.6.2.7-1: Definition of type 5GVnGroupData
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	M
	1
	DNN of the 5G VN group, shall contain the Network Identifier only.

	sNssai
	Snssai
	M
	1
	S-NSSAI of the 5G VN group's communication session

	pduSessionTypes
	array(PduSessionType)
	O
	1..N
	List of PDU Session Types allowed for 5G VN group's communication session

	appDescriptors
	array(AppDescriptor)
	O
	1..N
	List of Application Descriptors allowed for  5G VN group's communication session

	secondaryAuth
	boolean
	O
	0..1
	Indicates whether secondary authentication and authorization is needed.
true: secondary authentication and authorization is needed.
false (default): secondary authentication and authorization is not needed.

	dnAaaAddress
	IpAddress
	O
	0..1
	The address information of DN-AAA server, used for secondary authentication and authorization.



NEXT CHANGE
[bookmark: _Toc11338882][bookmark: _Toc27585643]A.6	Nudm_PP API
********TEXT SKIPPED********
    5GVnGroupConfiguration:
      type: object
      properties:
        5gVnGroupData:
          $ref: '#/components/schemas/5GVnGroupData'
        members:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        afInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        internalGroupIdentifier:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'

    5GVnGroupData:
      type: object
      required:
        - dnn
        - sNssai
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        pduSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1
        appDescriptors:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AppDescriptor'
          minItems: 1
        secondaryAuth:
          type: boolean
          default: false
        dnAaaAddress:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/IpAddress'

********TEXT SKIPPED********
END OF CHANGE

