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* * * 1st Change * * *
[bookmark: _Toc25156274][bookmark: _Toc34124574][bookmark: _Toc36461236]6.1.3.2.3.1	PUT
This ueContextId identifies the individual ueContext resource is composed by UE's SUPI or PEI, See table 6.1.3.2.2-1.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UeContextCreateData

	M
	1
	Defines the UE Context to be created.



Table 6.1.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UeContextCreatedData

	M
	1
	201 Created
	This case represents the successful creation of a new UE Context.
Upon success, a response body is returned containing the newly created UE Context.

	UeContextCreateError
	O
	1
	403 Forbidden
	This case represents the creation of a new UE Context is not successful.

The "cause" attribute may be used to indicate one of the following application errors:
-	HANDOVER_FAILURE



Table 6.1.3.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-comm/<apiVersion>/ue-contexts/{ueContextId}




* * * 2nd Change * * *
[bookmark: _Toc25156284][bookmark: _Toc34124585][bookmark: _Toc36461255]6.1.3.3.3.1	POST
This method creates an individual N1/N2 information subscription resource for UE related N1/N2 information. This method is used by NF Service Consumers (e.g. LMF) to subscribe for notifications about UE related N1/N2 Information.
This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UeN1N2InfoSubscriptionCreateData
	C
	0..1
	Representation of the subscription for N1 and/or N2 information notification. It shall contain the information regarding N1 and/or N2 information to be notified and the callback URI for the respective notifications.



Table 6.1.3.3.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UeN1N2InfoSubscriptionCreatedData
	C
	0..1
	201 Created
	This case represents the successful creation of the subscription for N1 and/or N2 information notification.

Upon success, a response body is returned containing the representation describing the status of the request.

The Location header shall contain the location (URI) of the created subscription resource.



Table 6.1.3.3.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-comm/<apiVersion>/{ueContextId}/ue-contexts/n1-n2-messages/subscriptions/{subscriptionId}




* * * 3rd Change * * *
[bookmark: _Toc25156295][bookmark: _Toc34124597][bookmark: _Toc36461267]6.1.3.5.3.1	POST
This method initiates a N1 message and/or N2 message transfer at the AMF and may create a resource to store the N1 message if the UE is not reachable or if the UE is paged.
This method shall support the request data structures specified in table 6.1.3.5.3.1-21 and the response data structures and response codes specified in table 6.1.3.5.3.1-23.
Table 6.1.3.5.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N1N2MessageTransferReqData
	M
	1
	This contains:
-	N1 message, if the NF Service Consumer requests to transfer an N1 message to the UE or;
-	N2 information, if the NF Service Consumer requests to transfer an N2 information to the 5G-AN or;
-	both, if the NF Service Consumer requests to transfer both an N1 message to the UE and an N2 information to the 5G-AN.



Table 6.1.3.5.3.1-23: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	N1N2MessageTransferRspData

	M
	1
	202 Accepted
	This case represents the successful storage of the N1/N2 information at the AMF when asynchronous communication is invoked or when the AMF pages the UE. If the AMF pages the UE, it shall store the N1/N2 message information until the UE responds to paging.

The cause included in the response body shall be set to one of the following values:
-	WAITING_FOR_ASYNCHRONOUS_TRANSFER
-	ATTEMPTING_TO_REACH_UE

The HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	N1N2MessageTransferRspData
	M
	1
	200 OK
	This represents the case where the AMF is able to successfully transfer the N1/N2 message to the UE and/or the AN. The cause included in the response body shall be to one of the following values:
-	N1_N2_TRANSFER_INITIATED
-	N1_MSG_NOT_TRANSFERRED


	ProblemDetails
	O
	1
	307 Temporary Redirect
	When the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case), the "cause" attribute shall be set to:
-	NF_CONSUMER_REDIRECT_ONE_TXN

See table 6.1.7.3-1 for the description of these errors
The Location header of the response shall be set to URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	ProblemDetails
	O
	1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
-	UE_IN_NON_ALLOWED_AREA
-	UE_WITHOUT_N1_LPP_SUPPORT
-	UNSPECIFIED
-	SM_CONTEXT_RELOCATION_REQUIRED


See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	1
	404 Not Found
	When the related UE is not found in the NF Service Consumer (e.g. AMF), the "cause" attribute shall be set to:
-	CONTEXT_NOT_FOUND

See table 6.1.7.3-1 for the description of these errors.

	N1N2MessageTransferError

	M
	1
	409 Conflict
	This represents the case where the AMF rejects the N1N2MessageTransfer request due to one of the following reasons. The cause attribute of the ProblemDetails structure shall be set to:
-	HIGHER_PRIORITY_REQUEST_ONGOING, if there is already an ongoing paging procedure with higher or same priority;
-	TEMPORARY_REJECT_REGISTRATION_ONGOING, if there is an ongoing registration procedure (see clause 4.2.3.3 of 3GPP TS 23.502 [3]);
-	TEMPORARY_REJECT_HANDOVER_ONGOING, if there is an ongoing Xn or N2 handover procedure (see clause 4.9.1.2.1 and 4.9.1.3.1 of 3GPP TS 23.502 [3]).
-	UE_IN_CM_IDLE_STATE, if this is a request to transfer a N2 PDU Session Resource Release Command to a 5G-AN and if the UE is in CM-IDLE state at the AMF for the Access Network Type associated to the PDU session.

See table 6.1.7.3-1 for the description of these errors.

	N1N2MessageTransferError 
	M
	1
	504 Gateway Timeout
	This represents the case where the UE is not reachable at the AMF and the AMF is unable to page the UE. The cause attribute of the ProblemDetails structure shall be set to:
-	UE_NOT_REACHABLE, if the UE is not reachable for paging;

See table 6.1.7.3-1 for the description of these errors.




Table 6.1.3.5.3.1-3: Headers supported by the 202 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI of the resource located on the AMF to which the status of the N1N2 message transfer is held



Table 6.1.3.5.3.1-4: Headers supported by the 307 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected




* * * 4th Change * * *
[bookmark: _Toc25156300][bookmark: _Toc34124602][bookmark: _Toc36461272]6.1.3.6.3.1	POST
This method creates a new subscription. This method shall support the URI query parameters specified in table 6.1.3.6.3.1-1.
Table 6.1.3.6.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.6.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.6.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SubscriptionData
	M
	1
	The request body contains the input parameters for the subscription. These parameters include, e.g.:
- GUAMI(s)
- amfStatusUri



Table 6.1.3.6.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SubscriptionData

	M
	1
	201 Created
	This case represents the successful creation of a subscription.

Upon success, the HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	ProblemDetails
	O
	1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- UNSPECIFIED

See table 6.1.7.3-1 for the description of this error.



Table 6.1.3.6.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-comm/<apiVersion>/subscriptions/{subscriptionId}



* * * 5th Change * * *
[bookmark: _Toc25156318][bookmark: _Toc34124620][bookmark: _Toc36461292]6.1.3.9.3.1	POST
This method creates an individual N2 information subscription resource for non UE related N2 information. This method is used by NF Service Consumers (e.g. LMF, CBCF/PWS-IWF) to subscribe for notifications about non UE related N2 Information from a specific 5G-AN node, or from any 5G-AN node.
This method shall support the request data structures specified in table 6.1.3.9.3.1-2 and the response data structures and response codes specified in table 6.1.3.9.3.1-3.
Table 6.1.3.9.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NonUeN2InfoSubscriptionCreateData
	M
	1
	Representation of the subscription for N2 information notification.



Table 6.1.3.9.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NonUeN2InfoSubscriptionCreatedData
	M
	1
	201 Created
	This case represents the successful creation of the subscription for N2 information notification.

Upon success, a response body is returned containing the representation describing the status of the request. The Location header shall carry the location (URI) of the created subscription resource.

	ProblemDetails
	O
	1
	403 Forbidden
	If the NF Service Consumer is not authorized to subscribe for non UE N2 message notifications, the AMF shall return this status code with the ProblemDetails



Table 6.1.3.9.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-comm/<apiVersion>/non-ue-n2-messages/subscriptions/{n2NotifySubscriptionId}




* * * 6th Change * * *
[bookmark: _Toc25156463][bookmark: _Toc34124767][bookmark: _Toc36461439]6.2.3.2.3.1	POST
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AmfCreateEventSubscription
	M
	1
	Describes of an AMF Event Subscription to be created



Table 6.2.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AmfCreatedEventSubscription 
	M
	1
	201 Created
	Represents successful creation of an AMF Event Subscription

	ProblemDetails
	M
	1
	403 Forbidden
	Indicates the creation of subscription has failed due to application error.

The "cause" attribute shall be set to:
-	UE_NOT_SERVED_BY_AMF



Table 6.2.3.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-evts/<apiVersion>/subscriptions/{subscriptionId}




* * * 7th Change * * *
[bookmark: _Toc25156535][bookmark: _Toc34124840][bookmark: _Toc36461512]6.3.3.2.3.1	PUT
This method shall support the URI query parameters specified in table 6.3.3.2.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.2.3.1-2 and the response data structures and response codes specified in table 6.3.3.2.3.1-3.
Table 6.3.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EnableUeReachabilityReqData

	M
	1
	Contain the State of the UE, the value shall be set to UE Reachable.



Table 6.3.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EnableUeReachabilityRspData
	M
	1
	200 OK
	Indicate the ueReachInd is updated to UE Reachable.

	ProblemDetails
	O
	1
	307 Temporary Redirect
	When the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case) the "cause" attribute shall be set to the following application error:
-	NF_CONSUMER_REDIRECT_ONE_TXN

See table 6.3.7.3-1 for the description of these errors
The Location header of the response shall be set to the URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	ProblemDetailsEnableUeReachability
	O
	1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
-	UNABLE_TO_PAGE_UE
-	UNSPECIFIED
-	UE_IN_NON_ALLOWED_AREA


See table 6.3.7.3-1 for the description of this error.

	ProblemDetails
	O
	1
	404 Not Found
	When the related UE is not found in the NF Service Consumer (e.g. AMF) the "cause" attribute shall be set to:
-	CONTEXT_NOT_FOUND

See table 6.3.7.3-1 for the description of these errors

	ProblemDetails
	O
	1
	503 Service Unavailable
	The "cause" attribute may be used to indicate one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

The HTTP header field "Retry-After" shall not be included in this scenario.

	ProblemDetailsEnableUeReachability
	O
	1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate one of the following application errors:
-	UE_NOT_RESPONDING

See table 6.3.7.3-1 for the description of this error.



Table 6.3.3.2.3.1-4: Headers supported by the 307 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected




* * * 8th Change * * *
[bookmark: _Toc25156541][bookmark: _Toc34124846][bookmark: _Toc36461518]6.3.3.3.3.1	GET
This method shall support the URI query parameters specified in table 6.3.3.3.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Info-class
	UeContextInfoClass
	M
	1
	Indicates the class of the UE Context information elements to be fetched.

	Supported-features
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.3.8 is supported. 

	old-guami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



This method shall support the request data structures specified in table 6.3.3.3.3.1-2 and the response data structures and response codes specified in table 6.3.3.3.3.1-3.
Table 6.3.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a

	
	
	



Table 6.3.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UeContextInfo
	M
	1
	200 OK
	This represents the operation is successful and request UE Context information is returned.

	ProblemDetails
	O
	1
	307 Temporary Redirect
	When the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case) the "cause" attribute shall be set to:
-	NF_CONSUMER_REDIRECT_ONE_TXN
See table 6.3.7.3-1 for the description of these errors
The Location header of the response shall be set to the URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	ProblemDetails
	O
	1
	403 Forbidden
	Indicates the operation has failed due to application error.

The "cause" attribute may be used to indicate one of the following application errors:
-	UNABLE_TO_PAGE_UE

See table 6.3.7.3-1 for the description of these errors.

	ProblemDetails
	O
	1
	404 Not Found
	Indicates the operation has failed due to application error.
The "cause" attribute may be used to indicate one of the following application errors:
-	CONTEXT_NOT_FOUND

See table 6.3.7.3-1 for the description of these errors



Table 6.3.3.3.3.1-4: Headers supported by the 307 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected




* * * End of Changes * * *
