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	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	2118
	-
	Rel-16
	Fixing a reference in the service request procedure
	F
	16.4.1
	C1-202342
	Samsung
	5GProtoc16
	5.6.1.1
	 

	24.501
	2120
	1
	Rel-16
	Add MFBR as mandatory parameter in GBR QoS flow
	F
	16.4.1
	C1-202698
	Huawei, HiSilicon
	5GProtoc16
	9.11.4.12
	 

	24.501
	2121
	2
	Rel-16
	Initial registration for initiating emergency PDU session
	F
	16.4.1
	C1-202893
	Huawei, HiSilicon, Ericsson
	5GProtoc16
	5.2.2.3.3, 5.5.1.2.7
	 

	24.501
	2122
	3
	Rel-16
	Missing QoS flow description parameters for GBR QoS flows in 5GSM and ESM coordination
	F
	16.4.1
	C1-203631
	Huawei, HiSilicon
	5GProtoc16
	6.1.4.1
	 

	24.501
	2140
	2
	Rel-16
	Initiation of ESFB by a UE in the state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE
	F
	16.4.1
	C1-204061
	Nokia, Nokia Shanghai Bell, Ericsson
	5GProtoc16
	5.5.1.3.5, 5.5.1.3.7, 5.6.1.5
	 

	24.501
	2141
	-
	Rel-16
	No emergency session transfer after ESFB
	F
	16.4.1
	C1-202381
	Nokia, Nokia Shanghai Bell
	5GProtoc16
	6.4.1.2
	 

	24.501
	2142
	2
	Rel-16
	Indication that the emergency services fallback attempt failed
	F
	16.4.1
	C1-203231
	Nokia, Nokia Shanghai Bell
	5GProtoc16
	5.6.1.7
	 

	24.501
	2154
	1
	Rel-16
	Corrections on MICO
	D
	16.4.1
	C1-202852
	Nokia, Nokia Shanghai Bell
	5GProtoc16
	5.3.6, 9.11.3.31
	 

	24.501
	2161
	1
	Rel-16
	Correction to conditions for including the S-NSSAI(s) from default NSSAI in the requested NSSAI
	F
	16.4.1
	C1-203487
	Qualcomm Incorporated
	5GProtoc16
	5.5.1.3.2
	 

	24.501
	2182
	1
	Rel-16
	Single-registration mode without N26
	F
	16.4.1
	C1-202802
	Huawei, HiSilicon
	5GProtoc16
	4.4.2.1, 4.4.2.2, 4.4.2.4, 5.5.1.3.7, 6.2.11, 6.4.2.1, 6.4.2.2, 6.4.2.4.2, 8.3.7.2, 8.3.7.4, 8.3.7.5, 8.3.7.6
	 

	24.501
	2183
	1
	Rel-16
	Handling of unallowed SSC mode
	F
	16.4.1
	C1-202706
	OPPO
	5GProtoc16
	6.4.1.4.3
	TS 24.526 CR 0075

	24.501
	2184
	1
	Rel-16
	UAC exception for emergency
	F
	16.4.1
	C1-202680
	MediaTek Inc.
	5GProtoc16
	4.5.4.1
	 

	24.501
	2185
	3
	Rel-16
	MRU after SR for ESFB aborted
	F
	16.4.1
	C1-204161
	MediaTek Inc.
	5GProtoc16
	5.5.1.3.2, 5.5.1.3.4, 5.6.1.2.1
	 

	24.501
	2187
	1
	Rel-16
	Correction to criteria to enter 5GMM-REGISTERED.UPDATE-NEEDED substate after resumption failure
	F
	16.4.1
	C1-202683
	MediaTek Inc.
	5GProtoc16
	5.1.3.2.1.4.8
	 

	24.501
	2192
	-
	Rel-16
	Correcting that 5G NAS integrity key is one of the input parameters for integrity protection algorithm
	F
	16.4.1
	C1-202510
	MediaTek Inc.
	5GProtoc16
	4.4.3.3
	 

	24.501
	2193
	2
	Rel-16
	Correction to Handling of T3521 timer
	F
	16.4.1
	C1-203592
	MediaTek Inc.
	5GProtoc16
	5.5.2.2.6
	 

	24.501
	2194
	-
	Rel-16
	Correction to Handling of #31
	F
	16.4.1
	C1-202518
	Mediatek Inc.
	5GProtoc16
	5.5.1.2.5
	 

	24.501
	2197
	-
	Rel-16
	De-registration before initial registration for Emergency Services
	F
	16.4.1
	C1-202523
	Mediatek Inc.
	5GProtoc16
	5.2.3.2.4, 5.2.3.2.5
	 

	24.501
	2198
	2
	Rel-16
	Handling of allowed NSSAI when the RA includes the TAI belonging to EPLMN
	F
	16.4.1
	C1-203787
	SHARP
	5GProtoc16
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	2200
	 
	Rel-16
	Corrections on NSSAI storage
	F
	16.4.1
	C1-202526
	Huawei, HiSilicon
	5GProtoc16
	4.6.2.2
	 

	24.501
	2202
	1
	Rel-16
	UE behaviour when the UE receives the rejected NSSAI for the current RA and does not have a valid RA
	F
	16.4.1
	C1-202696
	SHARP , Samsung
	5GProtoc16
	4.6.1.
	 

	24.501
	2204
	-
	Rel-16
	Indicate support of ePCO length of two octets parameter when establishing the PDU session - Alt#2
	F
	16.4.0
	C1-202535
	MediaTek Inc.
	5GProtoc16
	6.4.1.2
	 

	24.501
	2205
	2
	Rel-16
	Addition of 5GSM cause #59
	F
	16.4.1
	C1-203353
	MediaTek Inc., Ericsson
	5GProtoc16, SINE_5G
	6.4.2.4.1, 6.4.2.4.3, 9.11.4.2, B.1
	 

	24.501
	2214
	1
	Rel-16
	Handling of mapped EPS bearer contexts
	F
	16.4.1
	C1-202806
	Huawei, HiSilicon
	5GProtoc16
	6.1.4.1, 6.3.2.3
	 

	24.501
	2215
	1
	Rel-16
	Integrity check interworking in 5GMM-CONNECTED mode
	F
	16.4.1
	C1-202807
	Huawei, HiSilicon
	5GProtoc16
	5.5.1.3.4
	 

	24.501
	2216
	1
	Rel-16
	Correction on LADN DNN based congestion control
	F
	16.4.1
	C1-202808
	Huawei, HiSilicon
	5GProtoc16
	5.5.2.3.2, 6.2.7
	 



