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* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc20215681][bookmark: _Toc27496174][bookmark: _Toc36107915][bookmark: _Toc20155854][bookmark: _Toc27501011][bookmark: _Toc36049137]10.2.5.4.4	Terminating controlling MCData function procedures
In the procedures in this subclause:
1)	MCData ID in an incoming SIP INVITE request refers to the MCData ID of the originating user from the <mcdata-calling-user-id> element of the application/vnd.3gpp.mcdata-info+xml MIME body of the incoming SIP INVITE request;
2)	group identity in an incoming SIP INVITE request refers to the group identity from the <mcdata-request-uri> element of the application/vnd.3gpp.mcdata-info+xml MIME body of the incoming SIP INVITE request; and
3)	MCData ID in an outgoing SIP INVITE request refers to the MCData ID of the called user in the <mcdata-request-uri> element of the application/vnd.3gpp.mcdata-info+xml MIME body of the outgoing SIP INVITE request;
The procedures in this subclause are executed upon:
-	receipt of a "SIP INVITE request for controlling MCData function for file distribution"; or
-	a decision to now process a previously received "SIP INVITE request for controlling MCData function for file distribution" that had been queued for later transmission;
NOTE 1:	The controlling MCData function may postpone the continuation of an FD using media plane procedure by queuing the received "SIP INVITE request for controlling MCData function for file distribution". The management of the queue is specified in Annex B of 3GPP TS 23.282 [2].
the controlling MCData function:
1)	if unable to process the request due to a lack of resources or a risk of congestion exists, may reject the SIP INVITE request with a SIP 500 (Server Internal Error) response or queue the received SIP INVITE. The controlling MCData function may include a Retry-After header field to the SIP 500 (Server Internal Error) response as specified in IETF RFC 3261 [4];
2)	if the received SIP INVITE request has been queued for later transmission, shall include warning text set to "215 request to transmit is queued by the server" in a Warning header field as specified in subclause 4.9, in the SIP 100 (Trying) response, and shall send the SIP 100 (TRYING) response towards the originating participating MCData function according to 3GPP TS 24.229 [5] and not continue with the remaining steps in this subclause. Otherwise, continue with the rest of the steps;
3)	shall determine if the media parameters are acceptable and the MSRP URI is offered in the SDP offer and if not reject the request with a SIP 488 (Not Acceptable Here) response and skip the rest of the steps;
4)	if the incoming SIP INVITE request does not contain an application/vnd.3gpp.mcdata-signalling MIME body with the FD SIGNALLING PAYLOAD as described in subclause 6.2.2.3, shall reject the SIP INVITE request with appropriate reject code;
5)	shall reject the SIP request with a SIP 403 (Forbidden) response and not process the remaining steps if:
a)	an Accept-Contact header field does not include the g.3gpp.mcdata.fd media feature tag; or
b)	an Accept-Contact header field does not include the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcdata.fd";
6)	shall cache SIP feature tags, if received in the Contact header field and if the specific feature tags are supported;
7)	shall start the SIP Session timer according to rules and procedures of IETF RFC 4028 [38];
8)	if the <request-type> element in the application/vnd.3gpp.mcdata-info+xml MIME body of the SIP INVITE request is set to a value of "one-to-one-fd" and:
a)	the conditions in subclause 11.1 indicate that the MCData user is not allowed to initiate FD communications due to file size exceeding allowed limits as determined by step 4) of subclause 11.1, shall reject the SIP  INVITE request with a SIP 403 (Forbidden) response to the SIP INVITE request, with warning text set to "220 user not authorised for FD communications due to file size" in a Warning header field as specified in subclause 4.9, and shall not continue with the rest of the steps in this subclause; and
NOTE 2:	The size of the file intended for transfer over the media plane is obtained from the 'size' selector of the file-selector attribute in the received SDP offer.
b)	the SIP INVITE request:
i)	does not contain an application/resource-lists MIME body or contains an application/resource-lists MIME body with more than one <entry> element, shall return a SIP 403 (Forbidden) response with the warning text set to "205 unable to determine targeted user for one-to-one FD " in a Warning header field as specified in subclause 4.9, and skip the rest of the steps below;
ii)	contains an application/resource-lists MIME body with exactly one <entry> element, shall invite the MCData user identified by the <entry> element of the MIME body, as specified in subclause 10.2.5.4.3; and
shall interact with the media plane as specified in 3GPP TS 24.582 [15] subclause 7.3;
9)	if the <request-type> element in the application/vnd.3gpp.mcdata-info+xml MIME body of the SIP INVITE request is set to a value of "group-fd":
a)	shall retrieve the necessary group document(s) from the group management server for the group identity contained in the SIP INVITE request and carry out initial processing as specified in subclause 6.3.3, and shall continue with the remaining steps if the procedures in subclause 6.3.3 were successful;
b)	if the <on-network-disabled> element is present in the group document, shall send a SIP 403 (Forbidden) response with the warning text set to "115 group is disabled" in a Warning header field as specified in subclause 4.9 and shall not continue with the rest of the steps;
c)	if the <entry> element of the <list> element of the <list-service> element in the group document does not contain an <mcdata-mcdata-id> element with a "uri" attribute matching the MCData ID of the originating user contained in the <mcdata-calling-user-identity> element of the application/vnd.3gpp.mcdata-info+xml MIME body in the SIP INVITE request, shall send a SIP 403 (Forbidden) response with the warning text set to "116 user is not part of the MCData group" in a Warning header field as specified in subclause 4.9 and shall not continue with the rest of the steps;
d)	if the <list-service> element contains a <mcdata-allow-file-distribution> element in the group document set to a value of "false", shall send a SIP 403 (Forbidden) response with the warning text set to "213 file distribution not allowed for this group" in a Warning header field as specified in subclause 4.x and shall not continue with the rest of the steps;
e)	if the <supported-services> element is not present in the group document or is present and contains a <service> element containing an "enabler" attribute which is not set to the value "urn:urn-7:3gpp-service.ims.icsi.mcdata.fd", shall send a SIP 488 (Not Acceptable) response with the warning text set to "214 FD services not supported for this group" in a Warning header field as specified in subclause 4.9 and shall not continue with the rest of the steps;
f)	if the user identified by the MCData ID:
i)	is not allowed to initiate group MCData communications on this group identity as determined by step 2) of subclause 11.1, shall reject the SIP INVITE request with a SIP 403 (Forbidden) response, with warning text set to "201 user not authorised to transmit data on this group identity" in a Warning header field as specified in subclause 4.9, and shall not continue with the rest of the steps in this subclause;
ii)	is not allowed to initiate group MCData communications on this group identity due to exceeding the maximum amount of data that can be sent in a single request as determined by step 8) of subclause 11.1, shall reject the SIP INVITE request with a SIP 403 (Forbidden) response to the SIP INVITE request, with warning text set to "208 user not authorised for MCData communications on this group identity due exceeding the maximum amount of data that can be sent in a single request" in a Warning header field as specified in subclause 4.9, and shall not continue with the rest of the steps in this subclause; and
iii)	is not allowed to initiate FD communications on this group identity due to file size exceeding the allowed limits as determined by step 6) of subclause 11.1, shall reject the SIP INVITE request with a SIP 403 (Forbidden) response to the SIP INVITE request, with warning text set to "219 user not authorised for FD communications on this group identity due to file size" in a Warning header field as specified in subclause 4.9, and shall not continue with the rest of the steps in this subclause.
NOTE 3:	The size of the file intended for transfer over the media plane is obtained from the 'size' selector of the file-selector attribute in the received SDP offer.
g)	if the originating user identified by the MCData ID is not affiliated to the group identity contained in the SIP INVITE request, as specified in subclause 6.3.5, shall return a SIP 403 (Forbidden) response with the warning text set to "120 user is not affiliated to this group" in a Warning header field as specified in subclause 4.9, and skip the rest of the steps below;
h)	shall determine targeted group members for MCData communications by following the procedures in subclause 6.3.4;
j)	if the procedures in subclause 6.3.4 result in no affiliated members found in the selected MCData group, shall return a SIP 403 (Forbidden) response with the warning text set to "198 no users are affiliated to this group" in a Warning header field as specified in subclause 4.9, and skip the rest of the steps below; and
k)	shall invite each group member determined in step h) above, to the group session, as specified in subclause 10.2.5.4.3; and
l)	shall interact with the media plane as specified in 3GPP TS 24.582 [15] subclause 7.3.
Upon receiving a SIP 200 (OK) response for a SIP INVITE request as specified in subclause 10.2.5.4.3 and if the MCData ID in the SIP 200 (OK) response matches to the MCData ID in the corresponding SIP INVITE request the controlling MCData function:
1)	shall generate SIP 200 (OK) response to the SIP INVITE request according to 3GPP TS 24.229 [5];
2)	shall include the option tag "timer" in a Require header field;
3)	shall include the Session-Expires header field and start supervising the SIP session according to rules and procedures of IETF RFC 4028 [38], "UAS Behavior". The "refresher" parameter in the Session-Expires header field shall be set to "uac";
4)	shall include a P-Asserted-Identity header field with the public service identity of the controlling MCData function;
5)	shall include a SIP URI for the MCData session identity in the Contact header field identifying the MCData session at the controlling MCData function;
6) shall include the following in the Contact header field:
a)	the g.3gpp.mcdata.fd media feature tag;
b)	the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcdata.fd"; and
c)	the isfocus media feature tag;
7)	shall include Warning header field(s) received in incoming responses to the SIP INVITE request; 
8)	shall include in the SIP 200 (OK) response an SDP answer to the SDP offer in the incoming SIP INVITE request as specified in the subclause 10.2.5.4.2;
9)	shall interact with the media plane as specified in 3GPP TS 24.582 [15] subclause 7.3; and 
10)	shall send a SIP 200 (OK) response to the inviting MCData client according to 3GPP TS 24.229 [5].
* * * * * NEXT CHANGE * * * * *
[bookmark: _Toc20155855][bookmark: _Toc27501012][bookmark: _Toc36049138]
* * * * * NEXT CHANGE * * * * *
[bookmark: _Toc20155857][bookmark: _Toc27501014][bookmark: _Toc36049140]
* * * * * NEXT CHANGE * * * * *

* * * * * END CHANGES * * * * *


