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	Text is added to indicate that the following steps are performed by the controlling MCData function.
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* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc20215721][bookmark: _Toc27496214][bookmark: _Toc36107955][bookmark: _Toc20155854][bookmark: _Toc27501011][bookmark: _Toc36049137]13.2.1.1	Server generating message for release of communication over HTTP towards participating MCData function
This procedure is only referenced from other procedures. In order to generate a SIP MESSAGE towards the participating MCData function, the MCData server:
1)	shall generate SIP MESSAGE accordance with 3GPP TS 24.229 [5] and IETF RFC 3428 [6];
2)	shall include an Accept-Contact header field with the media feature tag g.3gpp.icsi-ref with the value of "urn:urn-7:3gpp-service.ims.icsi.mcdata.fd" along with parameters "require" and "explicit" according to IETF RFC 3841 [8] in the outgoing SIP MESSAGE request;
3)	shall include a P-Asserted-Service header field with the value "urn:urn-7:3gpp-service.ims.icsi.mcdata.fd";
4)	shall set the Request-URI of the outgoing SIP MESSAGE request to the public service identity of the participating MCData function associated to the originating MCData ID user; and
5)	shall include an application/vnd.3gpp.mcdata-info+xml MIME body in the SIP MESSAGE request, following the rules specified in subclause 6.4 for the handling of MIME bodies in a SIP message:
a)	fill <mcdata-request-uri> element with the MCData ID of the target user.
6)	shall include FD HTTP TERMINATION in application/vnd.3gpp.mcdata-signalling.
While generating an FD HTTP TERMINATION message as specified in subclause 15.1.131, the MCData clientserver:
1)	shall set the Conversation ID IE to a value identifying the conversation, as specified in subclause 15.2.9;
2)	shall set the Message ID IE to a value identifying the message as specified in subclause 15.2.10;
3)	may set:
i)	the Application ID IE to the stored value if applicable; or
ii)	the Extended application ID IE to the stored value if applicable; and
4)	shall include a Payload IE with: 
a)	the Payload content type set to "FILEURL" as specified in subclause 15.2.13; and
b)	Shall set the URL of the file same as of FD transmission.
* * * * * END CHANGES * * * * *


