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To be compliant with the procedures in the present document, an MCData client shall:
-	act as the user agent for all MCData application transactions (e.g. initiation of a group standalone SDS message); and
-	support handling of the MCData client ID as described in subclause 4.8.
To be compliant with the on-network procedures in the present document, an MCData client shall:
-	support the MCData client on-network procedures defined in 3GPP TS 23.282 [2];
-	support the GCS UE procedures defined in 3GPP TS 23.468 [56] for unicast delivery, MBMS delivery and service continuity;
-	support the on-network MCData message formats specified in clause 15 for the short data service (SDS) and the file distribution service (FD);
-	act as a SIP UA as defined in 3GPP TS 24.229 [5];
-	generate SDP offer and SDP answer in accordance with 3GPP TS 24.229 [5] and:
a)	subclause 9.2.3 and subclause 9.2.4 for short data service; and
b)	subclause 10.2.5 for file distribution.
-	for registration and service authorisation, implement the procedures specified in subclause 7.2;
-	for affiliation, implement the procedures specified in subclause 9.2;
-	for short data service (SDS) functionality implement the MCData client procedures specified in:
a)	subclause 9.2; and
b)	clause 6 of 3GPP TS 24.582 [15];
-	for file distribution (FD) functionality implement the MCData client procedures specified in:
a)	subclause 10.2; and
b)	clause 7 of 3GPP TS 24.582 [15];
-	for transmission and reception control functionality implement the MCData client procedures specified in clause 11; 
-	for disposition notification functionality implement the MCData client procedures specified in clause 12.2; and
-	for communication release functionality implement the MCData client procedures specified in clause 13.2; and
-	for functional alias management, implement the procedures specified in subclause 22.2.1.
To be compliant with the off-network procedures in the present document, an MCData client shall:
-	support the off-network procedures defined in 3GPP TS 23.282 [2];
-	support the off-network MCData message formats specified in clause 15;
-	implement the procedures for ProSe direct discovery for public safety use as specified in 3GPP TS 24.334 [25];
-	implement the procedures for one-to-one ProSe direct communication for Public Safety use as specified in 3GPP TS 24.334 [25]; and
-	for short data service (SDS) functionality implement the MCData client procedures specified in subclause 9.3.
To be compliant with the on-network and off-network procedures in the present document requiring end-to-end security key distribution, an MCData client shall support the procedures specified in 3GPP TS 33.180 [26].
To be compliant with the procedures for confidentiality protection of XML elements in the present document, the MCData client shall implement the procedures specified in subclause 6.5.2.
To be compliant with the procedures for integrity protection of XML MIME bodies in the present document, the MCData client shall implement the procedures specified in subclause 6.5.3.
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