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* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc36108239][bookmark: _Toc20155854][bookmark: _Toc27501011][bookmark: _Toc36049137]20.2.2	MCData client terminating procedures
Upon receipt of an initial SIP INVITE request, the MCData client shall follow the procedures for termination of multimedia sessions in the IM CN subsystem as specified in 3GPP TS 24.229 [5] with the clarifications below.
The MCData client:
1)	may reject the SIP INVITE request if either of the following conditions are met:
a)	MCData client does not have enough resources to handle the IP Connectivity session; or
b)	any other reason outside the scope of this specification;
and skip the rest of the steps after step 2;
2)	if the SIP INVITE request is rejected in step 1), shall respond toward participating MCData function either with appropriate reject code as specified in 3GPP TS 24.229 [5] and warning texts as specified in subclause 4.9 or with SIP 480 (Temporarily unavailable) response not including warning texts if the user is authorised to restrict the reason for failure and skip the rest of the steps of this subclause;
3)	shall interact with the MCData user or user application providing the MCData ID of the inviting MCData user;
3A)	may display to the MCData user the functional alias of the inviting MCData user, if provided;
4)	shall accept the SIP INVITE request and generate a SIP 200 (OK) response according to rules and procedures of 3GPP TS 24.229 [5];
5)	shall include the option tag "timer" in a Require header field of the SIP 200 (OK) response;
6)	shall include the Session-Expires header field in the SIP 200 (OK) response and start the SIP session timer according to IETF RFC 4028 [38]. The "refresher" parameter in the Session-Expires header field shall be set to "uas";
7)	shall include the g.3gpp.mcdata.ipconn media feature tag in the Contact header field of the SIP 200 (OK) response;
8)	shall include the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcdata.ipconn" in the Contact header field of the SIP 200 (OK) response;
9)	shall include an SDP answer in the SIP 200 (OK) response to the SDP offer in the incoming SIP INVITE request according to 3GPP TS 24.229 [5] with the clarifications given in subclause 20.1.1; and
10)	shall send the SIP 200 (OK) response towards the MCData server according to rules and procedures of 3GPP TS 24.229 [5].
On receipt of an SIP ACK message to the sent SIP 200 (OK) message, the MCData client shall:
1)	shall interact with MC Data user or user application.
* * * * * END CHANGES * * * * *


