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	Reason for change:
	The terminating client can choose to display the calling functional alias to the user. This must be supported in subclause 9.2.1.2.
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	Subclause 9.2.1.2 is updated to indicate that the terminating client can choose to display the functional alias of the caller to the user.
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* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc20215576][bookmark: _Toc27496043][bookmark: _Toc36107784][bookmark: _Toc20155854][bookmark: _Toc27501011][bookmark: _Toc36049137]9.2.1.2	Handling of received SDS messages with or without disposition requests
When a MCData client has received a SIP request containing:
-	an application/vnd.3gpp.mcdata-signalling MIME body as specified in subclause E.1; and
-	an application/vnd.3gpp.mcdata-payload MIME body as specified in subclause E.2;
the MCData Client:
1)	shall decode the contents of the application/vnd.3gpp.mcdata-signalling MIME body;
2)	shall decode the contents of the application/vnd.3gpp.mcdata-payload MIME body;
3)	if the SDS SIGNALLING PAYLOAD message contains a new Conversation ID, shall instantiate a new conversation with the Message ID in the SDS SIGNALLING PAYLOAD identifying the first message in the conversation thread;
4)	if the SDS SIGNALLING PAYLOAD message contains an existing Conversation ID and:
a)	if the SDS SIGNALLING PAYLOAD message does not contain an InReplyTo message ID, shall use the Message ID in the SDS SIGNALLING PAYLOAD to identify a new message in the existing conversation thread; and
b)	if the SDS SIGNALLING PAYLOAD message contains an InReplyTo message ID, shall associate the message to an existing message in the conversation thread as identified by the InReplyTo message ID in the SDS SIGNALLING PAYLOAD, and use the Message ID in the SDS SIGNALLING PAYLOAD to identify the new message;
5)	shall identify the number of Payload IEs in the DATA PAYLOAD message from the Number of payloads IE in the DATA PAYLOAD message;
6)	if the SDS SIGNALLING PAYLOAD message does not contain an Application ID IE and does not contain an Extended application ID IE:
a)	shall determine that the payload contained in the DATA PAYLOAD message is for user consumption 
b)	may notify the MCData user; and
c)	may display to the MCData user the functional alias of the originating MCData user, if provided; and
dc)	shall render the contents of the Payload IE(s) to the MCData user;
7)	if the SDS SIGNALLING PAYLOAD message contains an Application ID IE:
a)	shall determine that the payload contained in the DATA PAYLOAD message is not for user consumption,
b)	shall not notify the MCData user;
c)	if the Application ID value is unknown, shall discard the SDS message; and
d)	if the Application ID value is known, shall deliver the contents of the Payload IE(s) to the identified application;
NOTE 1:	If required, the MCData client decrypts the Payload IEs before rendering the SDS message to the user or delivering the SDS message to the application.
NOTE 2:	The actions taken when the payload contains application data not meant for user consumption or command instructions are based upon the contents of the payload. If the payload content is addressed to a non-MCData application that is not running, the MCData client starts the local non-MCData application and delivers the payload to that application.
NOTE 3:	User consent is not required before accepting the data.
8)	if the SDS SIGNALLING PAYLOAD message contains an Extended application ID IE:
a)	shall determine that the payload contained in the DATA PAYLOAD message is not for user consumption;
b)	shall not notify the MCData user;
c)	if the Extended application ID value is unknown, shall discard the SDS message; and
d)	if the Extended application ID value is known, shall deliver the contents of the Payload IE(s) to the identified application;
NOTE 4:	If required, the MCData client decrypts the Payload IEs before rendering the SDS message to the user or delivering the SDS message to the application.
NOTE 5:	The actions taken when the payload contains application data not meant for user consumption or command instructions are based upon the contents of the payload. If the payload content is addressed to a non-MCData application that is not running, the MCData client starts the local non-MCData application and delivers the payload to that application.
NOTE 6:	User consent is not required before accepting the data.
9)	may store the message payload in local storage along with the Conversation ID, Message ID, InReplyTo message ID and Date and time; and
10)	if the received SDS SIGNALLING PAYLOAD message contains an SDS disposition request type IE shall follow the procedures in subclause 9.2.1.3.
* * * * * END CHANGES * * * * *


