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	Reason for change:
	As per current specification, section 5.1.3.2.3.4,
[bookmark: _Toc20217813][bookmark: _Toc27743697][bookmark: _Toc35959268]5.1.3.2.3.4	EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH
The substate EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH is chosen in the UE if the attach or combined attach procedure failed due to a missing response from the network or due to the circumstances described in subclauses 5.5.1.2.5, 5.5.1.2.6 and 5.5.1.3.5.

In section 5.1.3.2.3.4, the reasons why UE can enter EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH state are mentioned. However
one condition when UE enters same state which has been defined in subclause 5.5.2.3.4 which is missing and same need to be clarified.

As per subclause 5.5.2.3.4:
[bookmark: _Toc20217967][bookmark: _Toc27743852][bookmark: _Toc35959423]5.5.2.3	Network initiated detach procedure
[bookmark: _Toc20217971][bookmark: _Toc27743856][bookmark: _Toc35959427]5.5.2.3.4	Abnormal cases in the UE
b)	DETACH REQUEST, other EMM cause values than those treated in subclause 5.5.2.3.2 or no EMM cause IE is included, and the Detach type IE indicates "re-attach not required"
	The UE shall delete any GUTI, TAI list, last visited registered TAI, list of equivalent PLMNs, KSI, shall set the update status to EU2 NOT UPDATED and shall start timer T3402.
	A UE operating in CS/PS mode 1 or CS/PS mode 2 of operation which is IMSI attached for non-EPS services is still IMSI attached for non-EPS services and shall set the update status to U2 NOT UPDATED.
-	A UE not supporting A/Gb mode or Iu mode, or operating in PS mode of operation may enter the state EMM-DEREGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6]; otherwise the UE shall enter the state EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH.
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*** change ***
5.1.3.2.3.4	EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH
The substate EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH is chosen in the UE if the attach or combined attach procedure failed due to a missing response from the network or due to the circumstances described in subclauses 5.5.1.2.5, 5.5.1.2.6, and 5.5.1.3.5 and 5.5.2.3.4.
*** end of change ***

