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The MIME type for VAL user profile configuration shall be set to "vnd.3gpp.seal-group-doc+xml".
This editor’s note could be safely removed.
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* * * First Change * * * *
[bookmark: _Toc34303607][bookmark: _Toc34403889]7.6	MIME types
Editor’s note:	This clause will describe the MIME types.
The MIME type for the LocationInfo document shall be "application/vnd.3gpp.seal-location-info+xml MIME".
* * * Next Change * * * *
[bookmark: _Toc34303590][bookmark: _Toc34403872]6.2.6.2.2	HTTP based procedure
Upon receiving an HTTP POST request containing:
a)	an Accept header field set to "application/vnd.3gpp.seal-location-info+xml";
b)	a Content-Type header field set to "application/vnd.3gpp.seal-location-info+xml";
c)	an application/vnd.3gpp.seal-location-info+xml MIME body with a <subscription> element included in the <location-info> root element;
the SLM-S:
a)	shall determine the identity of the sender of the received HTTP POST request as specified in clause 6.2.1.1; and
1)	if the identity of the sender of the received HTTP POST request is not authorized to subscribe location information of another VAL user or VAL UE, shall respond with a HTTP 403 (Forbidden) response to the HTTP POST request and shall skip rest of the steps; and
b2)	shall support handling an HTTP POST request from a SLM-C according to procedures specified in IETF RFC 4825 [9] "POST Handling";
cb)	shall generate an HTTP 200 (OK) response according to IETF RFC 2616 [7].
* * * End of Change * * * *


