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Editor’s note: The SIP based subscription procedure is FFS.
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6.2.2.1.1.1	General
The VAL service will use the same identity which has been authenticated by VAL service with SIP core using SIP based REGISTER message. If VAL service do not support SIP protocol, then HTTP based method needs to be used.
The SCM-C shall use mechanism provided by VAL service to add access-token in SIP messages. The SCM-S shall identify the originating VAL user ID from the access-token received from SCM-C using the mechanism defined in VAL service specification.
***** Next change *****

6.2.2.1.1.2	Create subscription
6.2.2.1.1.2.1	Client procedure
In order to subscribe to notification of changes of one or more group documents of VAL groups identified by VAL group IDs, a SCM-C shall send an initial SIP SUBSCRIBE request to the network according to the UE originating procedures specified in 3GPP TS 24.229 [r24229] and IETF RFC 5875 [r5875]. In the initial SIP SUBSCRIBE request, the SCM-C:
a)	shall set the Request-URI to the configured public service identity for performing subscription proxy function of the SCM-S;
b)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.seal" (coded as specified in 3GPP TS 24.229 [r24229]), in a P-Preferred-Service header field according to IETF RFC 6050 [r6050];
c)	shall include the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.seal" in the Contact header field;
d)	shall include an application/resource-lists+xml MIME body. In the application/resource-lists+xml MIME body, the SCM-C shall include one <entry> element for each configuration document to be subscribed to, such that the "uri" attribute of the <entry> element contains a relative path reference to XCAP URI identifying an XML document to be subscribed to;
e)	if the VAL server wants to fetch the current state only, shall set the Expires header field according to IETF RFC 6665 [r6665], to zero. Otherwise, shall set the Expires header field to the duration for which VAL user has requested for subscription; 
6.2.2.1.1.2.2	Server procedure
Upon reception of an initial SIP SUBSCRIBE request:
a)	with the Event header field set to xcap-diff;
b)	with the Request-URI set to own public service identity for performing subscription proxy function of the SCM-S;
c)	with an application/resource-lists+xml MIME body; and
d)	with the ICSI value "urn:urn-7:3gpp-service.ims.icsi.seal" (coded as specified in 3GPP TS 24 229 [r24229]), in a P-Asserted-Service header field according to IETF RFC 6050 [r6050];
the SCM-S:
d)	shall identify the originating VAL user ID and shall use the originating VAL user ID as an authenticated identity when performing the authorization;
b)	if the authenticated identity is not authorized to subscribe to notification of changes of any resource in the application/resource-lists+xml MIME body, shall reject the request with a SIP 403 (Forbidden) response and shall not continue with rest of the steps;
e)	act as a notifier according to IETF RFC 5875 [r5875].
***** Next change *****

6.2.2.1.1.3	Modify subscription
6.2.2.1.1.3.1	Client procedure
In order to modify or refresh subscription, the SCM-C shall send SIP re-SUBSCRIBE request on the same dialog as the existing subscription, and with the same "Event" header. The SCM-C shall follow the steps specified in clause 6.2.2.1.1.2.1 to create SIP SUBSCRIBE request.
6.2.2.1.1.3.2	Server procedure
Upon reception of a SIP re-SUBSCRIBE request:
a)	with the Event header field set to xcap-diff; and
b)	with an application/resource-lists+xml MIME body;
the SCM-S:
a)	act as a notifier according to IETF RFC 5875 [r5875].
***** Next change *****

6.2.2.1.1.3	Delete subscription
6.2.2.1.1.3.1	Client procedure
In order to delete the subscription, the SCM-C shall send SIP re-SUBSCRIBE request on the same dialog as the existing subscription, and with the same "Event" header. The SCM-C shall follow the steps specified in clause 6.2.2.1.1.2.1 to create SIP SUBSCRIBE request with following clarification:
a)	shall set the Expires header field to zero.
6.2.2.1.1.3.2	Server procedure
Upon reception of a SIP re-SUBSCRIBE request:
a)	with the Event header field set to xcap-diff; and
b)	with Expires header field set to zero;
the SCM-S:
a)	act as a notifier according to IETF RFC 5875 [r5875].
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Editor’s note: The SIP based notification procedure is FFS.
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6.2.2.2.1.1	Client procedure
Upon receiving a SIP NOTIFY request associated with a subscription created as result of the sent initial SIP SUBSCRIBE request, the SCM-S:
a)	shall handle the SIP NOTIFY request according to IETF RFC 5875 [r5875].
6.2.2.2.1.2	Server procedure
In order to send notification of group document update event, the SCM-S shall send SIP NOTIFY to SCM-C according to IETF RFC 5875 [r5875].
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