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First Change

[bookmark: _Toc20232898][bookmark: _Toc27747002][bookmark: _Toc36213186][bookmark: _Toc36657363]8.2.6	Registration request
[bookmark: _Toc20232899][bookmark: _Toc27747003][bookmark: _Toc36213187][bookmark: _Toc36657364]8.2.6.1	Message definition
The REGISTRATION REQUEST message is sent by the UE to the AMF. See table 8.2.6.1.1.
Message type:	REGISTRATION REQUEST
Significance:	dual
Direction:		UE to network
Table 8.2.6.1.1: REGISTRATION REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended Protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Registration request message identity
	Message type
9.7
	M
	V
	1

	
	5GS registration type
	5GS registration type
9.11.3.7
	M
	V
	1/2

	
	ngKSI
	NAS key set identifier
9.11.3.32
	M
	V
	1/2

	
	5GS mobile identity
	5GS mobile identity
9.11.3.4
	M
	LV-E
	6-n

	C-
	Non-current native NAS key set identifier
	NAS key set identifier
9.11.3.32
	O
	TV
	1

	10
	5GMM capability
	5GMM capability
9.11.3.1
	O
	TLV
	3-15

	2E
	UE security capability
	UE security capability
9.11.3.54
	O
	TLV
	4-10

	2F
	Requested NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-74

	52
	Last visited registered TAI
	5GS tracking area identity
9.11.3.8
	O
	TV
	7

	17
	S1 UE network capability
	S1 UE network capability
9.11.3.48
	O
	TLV
	4-15

	40
	Uplink data status
	Uplink data status
9.11.3.57
	O
	TLV
	4-34

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	B-
	MICO indication
	MICO indication
9.11.3.31
	O
	TV
	1

	2B
	UE status
	UE status
9.11.3.56
	O
	TLV
	3

	77
	Additional GUTI
	5GS mobile identity
9.11.3.4
	O
	TLV-E
	14

	25
	Allowed PDU session status
	Allowed PDU session status
9.11.3.13
	O
	TLV
	4-34

	18
	UE's usage setting
	UE's usage setting
9.11.3.55
	O
	TLV
	3

	51
	Requested DRX parameters
	5GS DRX parameters
9.11.3.2A
	O
	TLV
	3

	70
	[bookmark: _Hlk533149144]EPS NAS message container
	EPS NAS message container
9.11.3.24
	O
	TLV-E
	4-n

	74
	LADN indication
	LADN indication
9.11.3.29
	O
	TLV-E
	3-811

	8-
	Payload container type
	Payload container type
9.11.3.40
	O
	TV
	1

	7B
	Payload container
	Payload container
9.11.3.39
	O
	TLV-E
	4-65538

	9-
	Network slicing indication
	Network slicing indication
9.11.3.36
	O
	TV
	1

	53
	5GS update type
	5GS update type
9.11.3.9A
	O
	TLV
	3

	41
	Mobile station classmark 2
	Mobile station classmark 2
9.11.3.31C
	O
	TLV
	5

	42
	Supported codecs
	Supported codec list
9.11.3.51A
	O
	TLV
	5-n

	71
	NAS message container
	NAS message container
9.11.3.33
	O
	TLV-E
	4-n

	60
	EPS bearer context status
	EPS bearer context status
9.11.3.23A
	O
	TLV
	4

	6E
	Requested extended DRX parameters
	Extended DRX parameters
9.11.3.26A
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 3
9.11.2.5
	O
	TLV
	3

	67
	UE radio capability ID
	UE radio capability ID
9.11.3.68
	O
	TLV
	3-n

	35
	Requested mapped NSSAI
	Mapped NSSAI
9.11.3.31B
	O
	TLV
	3-42

	48
	Additional information requested
	Additional information requested
9.11.3.12A
	O
	TLV
	3

	1A
	Requested WUS assistance information
	WUS assistance information
9.11.3.71
	O
	TLV
	3-n

	A1XX
	N5GC indication
	N5GC indication
9.11.3.72
	O
	T
	1



Next Change


[bookmark: _Toc20232970][bookmark: _Toc27747078][bookmark: _Toc36213267][bookmark: _Toc36657444]8.2.10	UL NAS transport
[bookmark: _Toc20232971][bookmark: _Toc27747079][bookmark: _Toc36213268][bookmark: _Toc36657445]8.2.10.1	Message definition
The UL NAS TRANSPORT message transports message payload and associated information to the AMF. See table 8.2.10.1.1.
Message type:	UL NAS TRANSPORT
Significance:	dual
Direction:		UE to network
Table 8.2.10.1.1: UL NAS TRANSPORT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	UL NAS TRANSPORT message identity
	Message type
9.7
	M
	V
	1

	
	Payload container type
	Payload container type
9.11.3.40
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Payload container
	Payload container
9.11.3.39
	M
	LV-E
	3-65537

	12
	PDU session ID
	PDU session identity 2
9.11.3.41
	C
	TV
	2

	59
	Old PDU session ID
	PDU session identity 2
9.11.3.41
	O
	TV
	2

	8-
	Request type
	Request type
9.11.3.47
	O
	TV
	1

	22
	S-NSSAI
	S-NSSAI
9.11.2.8
	O
	TLV
	3-10

	25
	DNN
	DNN
9.11.2.1B
	O
	TLV
	3-102

	24
	Additional information
	Additional information
9.11.2.1
	O
	TLV
	3-n

	A-
	MA PDU session information
	MA PDU session information
9.11.3.31A
	O
	TV
	1

	F-
	Release assistance indication
	Release assistance indication
9.11.3.46A
	O
	TV
	1
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[bookmark: _Toc20233014][bookmark: _Toc27747123][bookmark: _Toc36213313][bookmark: _Toc36657490]8.2.19	Configuration update command
[bookmark: _Toc20233015][bookmark: _Toc27747124][bookmark: _Toc36213314][bookmark: _Toc36657491]8.2.19.1	Message definition
The CONFIGURATION UPDATE COMMAND message is sent by the AMF to the UE. See table 8.2.19.1.1.
Message type:	CONFIGURATION UPDATE COMMAND
Significance:	dual
Direction:		network to UE
Table 8.2.19.1.1: CONFIGURATION UPDATE COMMAND message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Configuration update command message identity
	Message type
9.7
	M
	V
	1

	D-
	Configuration update indication
	Configuration update indication
9.11.3.18
	O
	TV
	1

	77
	5G-GUTI
	5GS mobile identity
9.11.3.4
	O
	TLV-E
	14

	54
	TAI list
	5GS tracking area identity list
9.11.3.9
	O
	TLV
	9-114

	15
	Allowed NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-74

	27
	Service area list
	Service area list
9.11.3.49
	O
	TLV
	6-114

	43
	Full name for network
	Network name
9.11.3.35
	O
	TLV
	3-n

	45
	Short name for network
	Network name
9.11.3.35
	O
	TLV
	3-n

	46
	Local time zone
	Time zone
9.11.3.52
	O
	TV
	2

	47
	Universal time and local time zone
	Time zone and time
9.11.3.53
	O
	TV
	8

	49
	Network daylight saving time
	Daylight saving time
9.11.3.19
	O
	TLV
	3

	79
	LADN information
	LADN information
9.11.3.30
	O
	TLV-E
	3-1715

	B-
	MICO indication
	MICO indication
9.11.3.31
	O
	TV
	1

	9-
	Network slicing indication
	Network slicing indication
9.11.3.36
	O
	TV
	1

	31
	Configured NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-146

	11
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	76
	Operator-defined access category definitions
	Operator-defined access category definitions
9.11.3.38
	O
	TLV-E
	3-n

	F-
	SMS indication
	SMS indication
9.11.3.50A
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3
9.11.2.5
	O
	TLV
	3

	75
	CAG information list
	CAG information list
9.11.3.18A
	O
	TLV-E
	3-n

	67
	UE radio capability ID
	UE radio capability ID
9.11.3.68
	O
	TLV
	3-n

	68XX
	UE radio capability ID deletion indication
	UE radio capability ID deletion indication
9.11.3.69
	O
	TV
	1

	44
	5GS registration result
	5GS registration result
9.11.3.6
	O
	TLV
	3

	1B
	Truncated 5G-S-TMSI configuration
	Truncated 5G-S-TMSI configuration
9.11.3.70
	O
	TLV
	3
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