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	Reason for change:
	Currently, in 3GPP specifications, NG eCall is only supported in EPS or over E-UTRA connected to the 5GC. There is no support for NG eCall over NR connected to the 5GC yet.

SA sent LS (SP-200287) to SA2, RAN2 and CT1 to identify specification changes needed to support NG eCall over NR (with 5G Core) and, if no problems are found, implement the required CRs starting from Rel-16.


	
	

	Summary of change:
	Update the NG eCall requirements in Annex U.2.2.6.2 to reflect the request from SA in LS SP-200287. 
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	NG eCall over NR connected to the 5GC will not be supported.
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*** 1st Change ***
[bookmark: _Toc20149135][bookmark: _Toc27491011][bookmark: _Toc27493017]U.2.2.6.2	eCall type of emergency service
If: 
-	the IP-CAN indicates the eCall support indication or the CS domain is not available to the UE,; and
-	the UE is camped on E-UTRA connected to 5GCN
 the UE can send an INVITE request with Request-URI set to "urn:service:sos.ecall.manual" or "urn:service:sos.ecall.automatic".
If: 
-	the IP-CAN does not indicate the eCall support indication and the CS domain is available to the UE,;
-	the UE is camped on NR connected to 5GCN
 the UE shall not send an INVITE request with Request-URI set to "urn:service:sos.ecall.manual" or "urn:service:sos.ecall.automatic".

*** End of Change ***

