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***** Start of change *****
7.5.2
Network Rejection event

7.5.2.1
Procedure

If the Network Rejection event is part of the current event list (as set up by the last SET UP EVENT LIST command, see ETSI TS 102 223 [32] clause 6.4.16), then, in the case of GERAN/UTRAN if the terminal receives a LOCATION UPDATING REJECT message or a GPRS ATTACH REJECT message or a ROUTING AREA UPDATE REJECT message (as defined in TS 24.008 [9]) or in the case of E-UTRAN if the terminal receives an EMM ATTACH REJECT message or TRACKING AREA UPDATE REJECT message, or in the case of NG-RAN if the terminal receives a REGISTRATION REJECT message, the terminal shall inform the UICC that this has occurred, by using the ENVELOPE (EVENT DOWNLOAD – Network Rejection Event) command as defined below.
7.5.2.2
Structure of ENVELOPE (EVENT DOWNLOAD – Network Rejection)

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data.

	Description
	Clause
	M/O
	Min
	Length

	Event download tag
	9.1
	M
	Y
	1

	Length (A+B+(C or D or I)+E+F+G+H+J)
	-
	M
	Y
	1

	Event list
	8.25
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Location Information 
	8.19
	C
	N
	C

	Routing Area Identification
	8.91
	C
	N
	D

	Tracking Area Identification
	8.99
	C
	N
	I

	Access Technology
	8.62
	M
	Y
	E

	Update/Attach/Registration Type
	8.92
	M
	Y
	G

	Rejection Cause Code
	8.93
	M
	Y
	H

	Extended Rejection Cause Code
	8.136
	C
	N
	J


· Event list: the Event list data object shall contain only one event (value part of length 1 byte), and terminal shall set the event to:

-
Network Rejection Event.

-
Device identities: the terminal shall set the device identities to:

-
source:
Network;

-
destination:
UICC.
-
Location information: This data object shall only be present when the ME receives a Location Updating Reject message, and shall contain the identification (MCC, MNC, and LAC) of the rejecting network.

-
Routing Area Identification: This data object shall only be present when the ME receives a GPRS ATTACH REJECT message or a ROUTING AREA UPDATE REJECT message and shall contain the identification (MCC, MNC, LAC and RAC) of the rejecting network.

-
Tracking Area Identification: This data object shall only be present when the ME receives an EMM ATTACH REJECT or a TRACKING AREA UPDATE REJECT or a 5GMM REGISTRATION REJECT message and shall contain the identification (MCC, MNC and TAC) of the rejecting network.

-
Access Technology: This data object shall contain the access technology of the rejecting network.

-
Update/Attach/Registration Type: This data object contains the location updating or update or attach or EPS attach or EPS update or 5GS registration type that was used in the LOCATION UPDATING REQUEST or GPRS ATTACH REQUEST or ROUTING AREA UPDATE REQUEST or EMM ATTACH REQUEST or TRACKING AREA UPDATE REQUEST or REGISTRATION REQUEST message.

-
Rejection Cause Code: This data object contains the cause code value that was received in the LOCATION UPDATING REJECT or GPRS ATTACH REJECT or ROUTING AREA UPDATE REJECT or EMM ATTACH REJECT or TRACKING AREA UPDATE REJECT or REGISTRATION REJECT message. 

-
Extended Rejection Cause Code: This data object contains the extended cause code value that was received in the EMM ATTACH REJECT or TRACKING AREA UPDATE REJECT message.

Response parameters/data: None for this type of ENVELOPE command.
***** Next change *****
8.92
Update/Attach/Registration Type

	Byte(s)
	Description
	Length

	1
	Update/Attach/Registration Type Tag
	1

	2
	Length
	1

	3 
	Update/Attach/Registration Type
	1


Contents:

-
In the case of GERAN/UTRAN, the terminal shall use this information as a mechanism to indicate to the UICC the location updating type that was sent in the LOCATION UPDATING REQUEST message or the attach type that was sent in the GPRS Attach Request message or the update type that was sent in the Routing Area Updating Request message, as specified in TS 24.008 [9].

-
In the case of E-UTRAN, the terminal shall use this information as a mechanism to indicate to the UICC the EPS attach type that was sent in the EMM ATTACH REQUEST message or the EPS update type that was sent in the TRACKING AREA UPDATE REQUEST message, as specified in TS 24.301 [46].

-
In the case of NG-RAN, the terminal shall use this information as a mechanism to indicate to the UICC the 5GS registration type that was sent in the REGISTRATION REQUEST message, as specified in TS 24.501 [70].

Coding:

-
'00' = "Normal Location Updating" in the case of a Location Updating Request message;

-
'01' = "Periodic Updating" in the case of a Location Updating Request message;

-
'02' = "IMSI Attach" in the case of a Location Updating Request message;

-
'03' = "GPRS Attach" in the case of a GPRS Attach Request message;

-
'04' = "Combined GPRS/IMSI Attach" in the case of a GPRS Attach Request message;

-
'05' = "RA Updating" in the case of a Routing Area Update Request message;

-
'06' = "Combined RA/LA Updating" in the case of a Routing Area Update Request message;

-
'07' = "Combined RA/LA Updating with IMSI Attach" in the case of a Routing Area Update Request message;

-
'08' = "Periodic Updating" in the case of a Routing Area Update Request message

-
'09' = "EPS Attach" in the case of an EMM ATTACH REQUEST message

-
'0A' = "Combined EPS/IMSI Attach" in the case of an EMM ATTACH REQUEST message

-
'0B' = "TA updating " in the case of an EMM TRACKING AREA UPDATE REQUEST message

-
'0C' = "Combined TA/LA updating" in the case of an EMM TRACKING AREA UPDATE REQUEST message

-
'0D' = "Combined TA/LA updating with IMSI attach" in the case of an EMM TRACKING AREA UPDATE REQUEST message

-
'0E' = "Periodic updating" in the case of an EMM TRACKING AREA UPDATE REQUEST message

-
'0F' = "Initial Registration" in the case of a 5GMM REGISTRATION REQUEST message

-
'10' = "Mobility Registration updating" in the case of a 5GMM REGISTRATION REQUEST message

-
'11' = "Periodic Registration updating" in the case of a 5GMM REGISTRATION REQUEST message

-
All other values are reserved for future use
***** End of change *****
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