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[bookmark: _Toc20396271][bookmark: _Toc29397855][bookmark: _Toc29398977][bookmark: _Toc36648987][bookmark: _Toc36654775]5.3.3	UE identification by SUCI during initial registration – SUCI calculation by USIM
*****Editorial change*****
[bookmark: _Toc29397857][bookmark: _Toc29398979][bookmark: _Toc36648989][bookmark: _Toc36654777]5.3.3.2 	Conformance requirement
1) 1) SUCI calculation procedure shall be performed by the USIM if service n°124 is "available" in EFUST and service n°125 is "available" in EFUST.
2) 
3) 2) The ME shall use the GET IDENTITY command in SUCI context to retrieve the SUCI calculated by the USIM.
4) 
5) 3) This GET IDENTITY command shall be as per 7.5.2 in 3GPP TS  31.102 [4]
Reference:
-	3GPP TS 31.102 [4], subclauses 4.4.11.8, 5.3.48 and 7.5;
- 	3GPP TS 33.501 [41], subclause Annex C;
-	3GPP TS 24.501 [42], subclause 5.5.1.2.2.

[bookmark: _Toc29397858][bookmark: _Toc29398980][bookmark: _Toc36648990][bookmark: _Toc36654778]*****Editorial change*****
5.3.3.3	Test purpose
1) 1) To verify that the GET IDENTITY command is performed correctly by the terminalME.
2) 
3) 2) To verify that the terminal ME includes the SUCI received from the 5G-NR UICC within GET IDENTITY response in the 5GS mobile identity IE.
*****Next change*****
[bookmark: _Toc29397860][bookmark: _Toc29398982][bookmark: _Toc36648992][bookmark: _Toc36654780]5.3.3.4.1	Initial conditions
The NG-SS transmits on the BCCH, with the following network parameters:
-	TAI (MCC/MNC/TAC):	244/083/000001.
-	Access control:	unrestricted.
The default 5G-NR UICC is used and the UICC is installed into the TerminalME. 
The NG-SS shall be configured with Home Network Private Key for profile B:
	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	F1
	AB
	10
	74
	47
	7E
	BC
	C7

	
	B9
	B10
	B11
	B12
	B13
	B14
	B15
	B16

	
	F5
	54
	EA
	1C
	5F
	C3
	68
	B1

	
	B17
	B18
	B19
	B20
	B21
	B22
	B23
	B24

	
	61
	67
	30
	15
	5E
	00
	41
	AC

	
	B25
	B26
	B27
	B28
	B29
	B30
	B31
	B32

	
	44
	7D
	63
	01
	97
	5F
	EC
	DA



[bookmark: _Toc502364547][bookmark: _Toc517476812]EFUST (USIM Service Table)
Logically:
User controlled PLMN selector available
Fixed dialling numbers available
The GSM Access available
The Group Identifier level 1 and level 2 not available
Service n° 33 (Packed Switched Domain) shall be set to '1'
Enabled Services Table available
EPS Mobility Management Information available
Allowed CSG Lists and corresponding indications available
5GS Mobility Management Information available
5G Security Parameters available
Subscription identifier privacy support available
SUCI calculation by USIM available

	Byte:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Binary:
	xxxx xx1x
	xxxx xxxx
	xxxx 1x00
	xxxx x1xx
	xxxx xx11
	xxxx xxxx
	xxxx xxxx
	xxxx xxxx

	
	
	
	
	
	
	
	
	

	
	B9
	B10
	B11
	
	B16
	
	
	

	
	xxxx xxxx
	xxxx xxxx
	xx11 xxxx
	.....
	xxx1 111x
	
	
	



5G-NR UICC is configured with:
Protection Scheme Identifier: ECIES scheme profile B
Key Index: 1
Home Network Public Key Identifier: 27
Home Network Public Key:
	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	0204
	72
	DA
	71
	97
	62
	34
	CE

	
	B9
	B10
	B11
	B12
	B13
	B14
	B15
	B16

	
	83
	3A
	69
	07
	42
	58
	67
	B8

	
	B17
	B18
	B19
	B20
	B21
	B22
	B23
	B24

	
	2E
	07
	4D
	44
	EF
	90
	7D
	FB

	
	B25
	B26
	B27
	B28
	B29
	B30
	B31
	B32

	
	4B
	3E
	21
	C1
	C2
	25
	6E
	BC

	
	B33
	B34
	B35
	B36
	B37
	B38
	B39
	B40

	
	D1
	5A
	7D
	ED
	52
	FC
	BB
	09

	
	B41
	B42
	B43
	B44
	B45
	B46
	B47
	B48

	
	7A
	4E
	D2
	50
	E0
	36
	C7
	B9

	
	B49
	B50
	B51
	B52
	B53
	B54
	B55
	B56

	
	C8
	C7
	00
	4C
	4E
	ED
	C4
	F0

	
	B57
	B58
	B59
	B60
	B61
	B62
	B63
	B64

	
	68
	CD
	7B
	F8
	D3
	F9
	00
	E3

	
	B65

	
	B4



EFSUCI_Calc_Info (Subscription Concealed Identifier Calculation Information EF):	    Not available
[bookmark: _Toc29397861][bookmark: _Toc29398983][bookmark: _Toc36648993][bookmark: _Toc36654781]*** End of changes ***
