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[…]
[bookmark: _Toc29397933][bookmark: _Toc29399055]5.4.1.4.2	Procedure
Steps for the Table 5.4.1-1
a) NG-SS activates Cell A and terminal is switched on and performs Registration if access is allowed according to the table.
b) Using the MMI or EMMI a MO Data call is attempted if required by the test.
c) The test is repeated for each set of values in the table.
Steps for the Table 5.4.1-2
a) NG-SS activates Cell A and terminal is switched on and performs successful Registration.
b) Using the MMI or EMMI set up a successful MO Data call.
c) NG-SS sends RRCRelease with suspendConfig in criticalExtensions (with the choice rrcRelease).
-	ran-NotificationAreaInfo in suspendConfig contains the cellList with cellIdentity of Cell A
cellList {
[bookmark: _GoBack]    plmn-Identity		{mcc, mnc}, -- see table 5.4.1-2 for mcc/mnc                                                            
    ran-AreaCells    	000000001’B
}
d) a)	Deactivate Cell A and activate Cell B with uac-BarringInfo in SIB1 set as in the table:
-	Refer to Annex A for the Methods UAC_BarringInfo_xxxxxx() in the table.
e) b)	UE attempts to initiate RRCResumeRequest procedure with resumeCause set to rna-Update.
f) c)	The test is repeated for each set of values in the table.

