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[bookmark: _Toc36654903]******************************************* First change ******************************************
5.4.3	Unified Access Control – Access Identity 1 – no MPS indication by USIM and SUPI not changed
******************************************* Next change ******************************************
[bookmark: _Toc36654908]5.4.3.4.1	Initial conditions
The default 5G-NR UICC is used with the following exceptions:
The UE is not SPN enabled or not operating in SNPN access mode.
EFUAC_AIC and EFACC
No Access Identity is configured in EFUAC_AIC  and no Access Classes are configured in EFACC as given in tables 5.4.3-1.
EFIMSI (IMSI)
Logically:	246081357935793

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9

	Hex
	08
	29
	64
	80
	31
	75
	39
	75
	39



EFUST (USIM Service Table)
Logically:	
User controlled PLMN selector available
Fixed dialling numbers available	
The GSM Access available
The Group Identifier level 1 and level 2 not available
Service n 33 (Packed Switched Domain) shall be set to '1'
Enabled Services Table available
EPS Mobility Management Information available
Allowed CSG Lists and corresponding indications available
5GS Mobility Management Information available
5G Security Parameters available
Subscription identifier privacy support not available
SUCI calculation by USIM not available
UAC Access Identities support


	Byte:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Binary:
	xxxx xx1x
	xxxx xxxx
	xxxx 1x00
	xxxx x1xx
	xxxx xx11
	xxxx xxxx
	xxxx xxxx
	xxxx xxxx

	
	B9
	B10
	B11
	
	B16
	
	
	

	
	xxxx xxxx
	xxxx xxxx
	xx11 xxxx
	.....
	xx10 011x
	
	
	



NETWORK (NG-SS)
Cell A:
Transmits on the BCCH, with the following network parameters:
-	TAI (MCC/MNC/TAC):	246/081/000001.
-	CellIdentity:	"000000001"
For Table 5.4.3-1:
After turning on the cell for the 2nd time, uac‑BarringInfo in SIB1 should be set as in the table:
-	Refer to Annex A for the Methods UAC_BarringInfo_xxxxxx() in the table.
Cell B:
Transmits on the BCCH, with the following network parameters:
TAI (MCC/MNC/TAC):	MCC, MNC: see table 5.4.3-1, TAC: "000002".
CellIdentity:	"000000002"
For Table 5.4.3-1:
uac-BarringInfo in SIB1 should be set as in the table:
-	Refer to Annex A for the Methods UAC_BarringInfo_xxxxxx() in the table.
******************************************* Last change ******************************************
[bookmark: _Toc36654925]5.4.6.4.1	Initial conditions
The default 5G-NR UICC is used with the following exceptions:
The UE is not SPN enabled or not operating in SNPN access mode.
EFUAC_AIC and EFACC
No Access Identity is configured in EFUAC_AIC and no Access Classes are configured in EFACC as given in tables 5.4.3-1.
EFIMSI (IMSI)
Logically:	246081357935793

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9

	Hex
	08
	29
	64
	80
	31
	75
	39
	75
	39



EFUST (USIM Service Table)
Logically:	
	User controlled PLMN selector available
	Fixed dialling numbers available	
	The GSM Access available
	The Group Identifier level 1 and level 2 not available
	Service n 33 (Packed Switched Domain) shall be set to '1'
Enabled Services Table available
EPS Mobility Management Information available
Allowed CSG Lists and corresponding indications available
5GS Mobility Management Information available
5G Security Parameters available
Subscription identifier privacy support not available
SUCI calculation by USIM not available
UAC Access Identities support


	Byte:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Binary:
	xxxx xx1x
	xxxx xxxx
	xxxx 1x00
	xxxx x1xx
	xxxx xx11
	xxxx xxxx
	xxxx xxxx
	xxxx xxxx

	
	B9
	B10
	B11
	
	B16
	
	
	

	
	xxxx xxxx
	xxxx xxxx
	xx11 xxxx
	.....
	xx10 011x
	
	
	



NETWORK (NG-SS)
Cell A:
Transmits on the BCCH, with the following network parameters:
-	MCC, MNC:	246/081
-	TAC:	="000001".
-	CellIdentity:	"000000001"
For Table 5.4.6-1:
After turning on the cell for the 2nd time, uac‑BarringInfo in SIB1 should be set as in the table:
Refer to Annex A for the Methods UAC_BarringInfo_xxxxxx() in the table.
Cell B:
Transmits on the BCCH, with the following network parameters:
-	TAI (MCC/MNC/TAC):	MCC, MNC: see table 5.4.3-x, TAC="000002".
-	CellIdentity:	"000000002"
For Table 5.4.6-1:
uac-BarringInfo in SIB1 should be set as in the table:
Refer to Annex A for the Methods UAC_BarringInfo_xxxxxx() in the table.
***************************************** End of changes ******************************************
