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[bookmark: _Toc29397839][bookmark: _Toc29398961][bookmark: _Toc36648971][bookmark: _Toc36654759][bookmark: _Toc20396257]5.3.1	SUCI calculation by ME using null scheme
*****First change*****
[bookmark: _Toc29397840][bookmark: _Toc29398962][bookmark: _Toc36648972][bookmark: _Toc36654760]*****Editorial change*****
5.3.1.1	Definition and applicability
If the operator's decision is that ME shall calculate the SUCI, the home network operator shall provision a list of the Protection Scheme Identifiers in the USIM that the operator allows. The list of Protection Scheme Identifiers in the USIM may contain one or more  Protection Scheme Identifiers in the order of their priority. The ME shall read the SUCI calculation information from the USIM, including the SUPI, the Home Network Public Key, the Home Network Public Key Identifier, and the list of Protection Scheme Identifiers. The ME shall select the protection scheme from its supported schemes that has the highest priority in the list obtained from the USIM.
 The ME shall calculate the SUCI using the null-scheme if the highest priority of the protection schemes listed in the USIM is the null-scheme..
…
*****Next change*****
[bookmark: _Toc20396261][bookmark: _Toc29397844][bookmark: _Toc29398966][bookmark: _Toc36648976][bookmark: _Toc36654764]5.3.1.4.1	Initial conditions
The NG-SS transmits on the BCCH, with the following network parameters:
-	TAI (MCC/MNC/TAC):	244/083/000001.
-	Access control:	unrestricted. 
The default 5G-NR UICC is used with the following exception:
EFSUCI_Calc_Info (Subscription Concealed Identifier Calculation Information EF)
Logically:	
Protection Scheme Identifier List data object
Protection Scheme Identifier 1 – null-scheme
Key Index 1: 0
Protection Scheme Identifier 2 – ECIES scheme profile B
Key Index 2: 1
Protection Scheme Identifier 3 – ECIES scheme profile A
Key Index 3: 2
Home Network Public Key List data object
Home Network Public Key 1 Identifier: 27
Home Network Public Key 1:
· [bookmark: _Hlk40264515]04 72 DA 71 97 62 34 CE 83 3A 69 07 42 58 67 B8 2E 07 4D 44 EF 90 7D FB 4B 3E 21 C1 C2 25 6E BC D1 5A 7D ED 52 FC BB 09 7A 4E D2 50 E0 36 C7 B9 C8 C7 00 4C 4E ED C4 F0 68 CD 7B F8 D3 F9 00 E3 B4
-	02 72 DA 71 97 62 34 CE 83 3A 69 07 42 58 67 B8 2E 07 4D 44 EF 90 7D FB 4B 3E 21 C1 C2 25 6E BC D1
Home Network Public Key 2 Identifier: 30
Home Network Public Key 2:
-	5A 8D 38 86 48 20 19 7C 33 94 B9 26 13 B2 0B 91 63 3C BD 89 71 19 27 3B F8 E4 A6 F4 EE C0 A6 50

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	A0
	06
	00
	00
	02
	01
	01
	02

	
	B9
	B10
	B11
	B12
	B13
	B14
	B15
	B16

	
	A1
	4B6B
	80
	01
	1B
	81
	2141
	0204

	
	B17
	B18
	B19
	B20
	B21
	B22
	B23
	B24

	
	72
	DA
	71
	97
	62
	34
	CE
	83

	
	B25
	B26
	B27
	B28
	B29
	B30
	B31
	B32

	
	3A
	69
	07
	42
	58
	67
	B8
	2E

	
	B33
	B34
	B35
	B36
	B37
	B38
	B39
	B40

	
	07
	4D
	44
	EF
	90
	7D
	FB
	4B

	
	B41
	B42
	B43
	B44
	B45
	B46
	B47
	B48

	
	3E
	21
	C1
	C2
	25
	6E
	BC
	D1

	
	B49
	B50
	B51
	B52
	B53
	B54
	B55
	B56

	
	5A
	7D
	ED
	52
	FC
	BB
	09
	7A

	
	B57
	B58
	B59
	B60
	B61
	B62
	B63
	B64

	
	4E
	D2
	50
	E0
	36
	C7
	B9
	C8

	
	B65
	B66
	B67
	B68
	B69
	B70
	B71
	B72

	
	C7
	00
	4C
	4E
	ED
	C4
	F0
	68

	
	B73
	B74
	B75
	B76
	B77
	B78
	B79
	B80

	
	CD
	7B
	F8
	D3
	F9
	00
	E3
	B4

	
	B81B49
	B82B50
	B83B51
	B84B52
	B85B53
	B86B54
	B87B55
	B88B56

	
	80
	01
	1E
	81
	20
	5A
	8D
	38

	
	B89B57
	B90B58
	B91B59
	B92B60
	B93B61
	B94B62
	B95B63
	B96B64

	
	86 
	48 
	20 
	19 
	7C 
	33 
	94 
	B9 

	
	B97B65
	B98B66
	B99B67
	B100B68
	B101B69
	B102B70
	B103B71
	B104B72

	
	26
	13 
	B2 
	0B
	91
	63
	3C
	BD

	
	B105B73
	B106B74
	B107B75
	B108B76
	B109B77
	B110B78
	B111B79
	B112B80

	
	89 
	71 
	19 
	27 
	3B 
	F8 
	E4 
	A6

	
	B113B81
	B114B82
	B115B83
	B116B84
	B117B85

	
	F4
	EE
	C0
	A6
	50



The UICC is installed into the TerminalME. 
*** End of changes ***
