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4.2.8
EFUST (USIM Service Table)

This EF indicates which services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

…
	Service n°97
	PWS configuration by USIM

	Service n°98
	RFU

	Service n°99
	URI support by UICC

	Service n°100
	Extended EARFCN support

	Service n°101
	ProSe

	Service n°102
	USAT Application Pairing

	Service n°103
	Media Type support

	Service n°104
	IMS call disconnection cause

	Service n°105
	URI support for MO SHORT MESSAGE CONTROL

	Service n°106
	ePDG configuration Information support

	Service n°107
	ePDG configuration Information configured

	Service n°108
	ACDC support

	Service n°109
	Mission Critical Services

	Service n°110
	ePDG configuration Information for Emergency Service support

	Service n°111
	ePDG configuration Information for Emergency Service configured

	Service n°112
	eCall Data over IMS

	Service n°113
	URI support for SMS-PP DOWNLOAD as defined in 3GPP TS 31.111 [12]


…

***** First change *****
5.3.40.1
eCall Only support

Requirement:
Service n° 89 is "available" and FDN is enabled (Service n° 2 is "available" and FDN service is enabled in EFEST).

Request:
The ME performs the reading procedure with EFFDN.

If eCall only calls are supported, then EFFDN shall only contain two entries. The first entry shall contain the eCall test number and the second entry shall contain the eCall reconfiguration number. These numbers are used for eCall over CS domain. If Service n° 112 or Service n° 99 are not available, these numbers are used also for eCall over IMS Emergency Services using the PS domain in E-UTRAN or in NG-RAN, after being converted into tel URIs. A terminal in eCall only mode performs the FDN related procedures. 

Requirement:
Service n° 112 and Service n° 99 are "available" and FDN is enabled (Service n° 2 is "available" and FDN service is enabled in EFEST).

Request:
The ME performs the reading procedure with EFFDNURI.

If eCall only calls are supported, then EFFDNURI shall only contain two entries. The first entry shall contain the eCall test URI and the second entry shall contain the eCall reconfiguration URI. These URIs are used for eCall over IMS Emergency Services using the PS domain in E-UTRAN or in NG-RAN. A terminal in eCall only mode performs the FDN related procedures.

NOTE:
These URIs can contain MSISDNs encoded as tel URIs.

5.3.40.2
eCall and Normal call support 

Requirement:
Service n° 89 and Service n° 4 are "available" and FDN is disabled (either Service n°2 is not "available" or FDN service is disabled in EFEST).

Request:
The ME performs the reading procedure with EFSDN.

If eCall and normal calls are supported, then the last two entries of EFSDN shall contain the eCall test number and the eCall reconfiguration number respectively. These numbers are used for eCalls over CS domain. If Service n° 112 or Service n° 99 are not available, these numbers are used also for eCall over IMS Emergency Services using the PS domain in E-UTRAN or in NG-RAN, after being converted into tel URIs. A terminal in eCall and normal mode performs the SDN related procedures. 

Requirement:
Service n° 112 and Service n° 99 and Service n° 4 are "available" and FDN is disabled (either Service n°2 is not "available" or FDN service is disabled in EFEST).

Request:
The ME performs the reading procedure with EFSDNURI.

If eCall and normal calls are supported, then the last two entries of EFSDNURI shall contain the eCall test URI and the eCall reconfiguration URI respectively. These URIs are used for eCall over IMS Emergency Services using the PS domain in E-UTRAN or in NG-RAN. A terminal in eCall and normal mode performs the SDN related procedures.

NOTE:
These URIs can contain MSISDNs encoded as tel URIs.

***** End of change *****
