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Additional discussion(if needed):
Proposed changes:
[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc28012754][bookmark: _Toc34266224][bookmark: _Toc36102395]4.2.1.1	Overview
The Nnwdaf_EventsSubscription Service corresponding to Nnwdaf_AnalyticsSubscription Service as defined in 3GPP TS 23.501 [2], 3GPP TS 23.288 [17] and 3GPP TS 23.503 [4], is provided by the Network Data Analytics Function (NWDAF).
This service:
-	allows NF consumers to subscribe to and unsubscribe from different analytic events; and
-	notifies NF consumers with a corresponding subscription about observed events.
The types of observed events include:
-	Load level information of network slice instance;
-	Service experience for an application or for a network slice;
-	NF load analytics information for a specific NF or a list of NFs;
-	Network performance in an area of interest;
-	Expected behaviour information for a group of UEs or a specific UE;
-	Abnormal behaviour information for a group of UEs or a specific UE;
-	UE mobilityMobility related information for a group of UEs or a specific UE;
-	UE communicationCommunication pattern for a group of UEs or a specific UE;
-	User data congestionCongestion information of user data in a specific location; and
-	QoS sustainability (for a certain area and time period, reports QoS change statistics or predicts the likelihood of a QoS change).

*** 2nd Change ***
[bookmark: _Toc28012762][bookmark: _Toc34266232][bookmark: _Toc36102403]4.2.2.2.1	General
The Nnwdaf_EventsSubscription_Subscribe service operation is used by an NF service consumer to subscribe or update subscription for event notifications from the NWDAF. The following are the types of events for which a subscription may be made:
-	Load level of network slice instance; 
-	NF load analytics information for a specific NF or a list of NFs, and optionally for a specific UE;
-	Service experience for an application or for a network slice with a given application or a set of applications or any application (i.e. all applications), for a specific UE or a group of UEs or any UE; 
-	Network performance for any UE in an area of interest, or for a specific UE or a group of UEs;
-	QoS sustainability (for a certain area and time period, reports QoS change statistics or predicts the likelihood of a QoS change), for any UE;
-	UE mobility information, for a specific UE or a group of UEs;
-	UE communication information, for a specific UE or a group of UEs;
-	Expected behaviour information, for a specific UE or a group of UEs, by utilizing UE mobility and/or UE communication event(s);
-	Abnormal behaviour information, for a specific UE or a group of UEs or any UE; and
-	User data congestion for any UE in an area of interest, or for a specific UE.

*** 3rd Change ***
[bookmark: _Toc28012773][bookmark: _Toc34266243][bookmark: _Toc36102414]4.3.1.1	Overview
The Nnwdaf_AnalyticsInfo Service as defined in 3GPP TS 23.501 [2], 3GPP TS 23.288 [17] and 3GPP TS 23.503 [4], is provided by the Network Data Analytics Function (NWDAF).
This service:
-	allows NF consumers to request and get different type of analytic event information.
The types of observed events include:
-	Load level information of network slice instance;
-	Service experience for an application or for a network slice with a given application or a set of applications or any application (i.e. all applications), for a specific UE or a group of UEs or any UE;
-	NF load analytics information for a specific NF or a list of NFs, and optionally for a specific UE;
-	Network performance for any UE in an area of interest, or for a specific UE or a group of UEs;
-	Expected behaviour information for a group of UEs or a specific UE, by utilizing UE mobility and/or UE communication event(s);
-	Abnormal behaviour information for a group of UEs or a specific UE or any UE;
-	UE mobility related information for a group of UEs or a specific UE;
-	UE communication information, for a group of UEs or a specific UE;
-	User data congestion for any UE in an area of interest, or for a specific UE; and
-	QoS sustainability (for a certain area and time period, reports QoS change statistics or predicts the likelihood of a QoS change), for any UE.

*** End of Changes ***

