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Additional discussion(if needed):
…
Proposed changes:
[bookmark: OLE_LINK70]*** 1st Change ***
[bookmark: _Toc493845656][bookmark: _Toc494194734][bookmark: _Toc528159043][bookmark: _Toc532198010][bookmark: _Toc34123764][bookmark: _Toc36038508][bookmark: _Toc36038596][bookmark: _Toc36038787][bookmark: _Toc34228187][bookmark: _Toc36041590][bookmark: _Toc36041746]4.2.2.1	General
This service operation is used by an NF service consumer to subscribe for policy events notifications on a specified context for one or more UE(s) or any UE, or to modify an existing subscription. 
The following are the types of events for which a subscription can be made:
-	Service data for an application; 
-	Application communication information; and,
-	Exceptions information.
The following procedures using the Naf_EventExposure_Subscribe service operation are supported:
-	creating a new subscription;
-	modifying an existing subscription.

*** Next Change ***
[bookmark: _Toc532198032][bookmark: _Toc34123786][bookmark: _Toc36038530][bookmark: _Toc36038618][bookmark: _Toc36038809]5.3.2.2	Resource definition
Resource URI: {apiRoot}/naf-eventexposure/{apiVersion}/subscriptions/
This resource shall support the resource URI variables defined in table 5.3.2.2-1.
Table 5.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 5.1

	[bookmark: _Hlk36135992]apiVersion
	See subclause 5.1



*** Next Change ***
[bookmark: _Toc524425220][bookmark: _Toc532198038][bookmark: _Toc34123791][bookmark: _Toc36038535][bookmark: _Toc36038623][bookmark: _Toc36038814]5.3.3.2	Resource definition
Resource URI: {apiRoot}/naf-eventexposure/{apiVersion}/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.
Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 5.1

	apiVersion
	See subclause 5.1

	subscriptionId
	String identifying a subscription to the AF event exposure service.



*** Next Change ***
[bookmark: _Toc20404838][bookmark: _Toc34123815][bookmark: _Toc36038559][bookmark: _Toc36038647][bookmark: _Toc36038838]5.6.2.10	Type UeMobilityCollection
Table 5.6.2.10-1: Definition of type UeMobilityInfoUeMobilityCollection
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Identifies a UE. (NOTE)

	

	supi
	Supi
	O
	0..1
	SUPI identifying a UE. (NOTE)
	

	appId
	ApplicationId
	M
	1
	Identifies an application identifier.
	

	ueTrajs
	array(UeTrajectoryCollection)
	M
	1..N
	Identifies a list of  UE moving trajectories.
	

	NOTE:	Either gpsi or supi shall be present. For untrusted AF, only gpsi is applicable. For trusted AF, only supi is applicable.




[bookmark: _GoBack]*** End of Changes ***
