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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28011556][bookmark: _Toc34210672][bookmark: _Toc36037697][bookmark: _Toc28012820][bookmark: _Toc34266290][bookmark: _Toc36102461][bookmark: _Toc28012812][bookmark: _Toc524420712][bookmark: _Toc524420423][bookmark: _Toc524420705]5.3.2.2	Resource definition
Resource URI: {apiRoot}/nsmf-event-exposure/v1/subscriptions/
This resource shall support the resource URI variables defined in table 5.3.2.2-1.
Table 5.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See subclause 5.1



*** Next Change ***
[bookmark: _Toc28011558][bookmark: _Toc34210674][bookmark: _Toc36037699]5.3.2.3.1	POST
This method shall support the URI query parameters specified in table 5.3.2.3.1-1.
Table 5.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.3.2.3.1-2 and the response data structures and response codes specified in table 5.3.2.3.1-3.
Table 5.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NsmfEventExposure
	M
	1
	Create a new Individual SMF Notification Subscription resource.



Table 5.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	NsmfEventExposure
	M
	1
	201 Created
	The creation of an Individual SMF Notification Subscription resource is confirmed and a representation of that resource is returned.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.3.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nsmf-event-exposure/v1/subscriptions/{subId}



*** Next Change ***
[bookmark: _Toc28011562][bookmark: _Toc34210678][bookmark: _Toc36037703]5.3.3.2	Resource definition
Resource URI: {apiRoot}/nsmf-event-exposure/v1/subscriptions/{subId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.
Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See subclause 5.1

	subId
	string
	String iIdentifiesying a subscription to the SMF event exposure service formatted as defined for the SubId type in table 5.6.3.2-1.



*** Next Change ***
[bookmark: _Toc28011570][bookmark: _Toc34210686][bookmark: _Toc36037711]5.5.1	General
Notifications shall comply to subclause 6.2 of 3GPP TS 29.500 [4] and subclause 4.6.2.3 of 3GPP TS 29.501 [5].
Table 5.5.1-1: Notifications overview
	Notification
	Custom operation URI
	Mapped HTTP method
	Description

	Event Notification
	{notifUri}
	POST
	Provides information about observed events.

	Acknowledgement of event notification
	{ackUri}
	POST
	Provides acknowledgement of event notification



*** Next Change ***
[bookmark: _Toc28011573][bookmark: _Toc34210689][bookmark: _Toc36037714]5.5.2.2	Target URI
The Notification URI "{notifUri}" shall be used with the resource URI variables defined in table 5.5.2.2-1.
Table 5.5.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	notifUri
	Uri
	String formatted as URI with tThe Notification Uri as assigned within the Individual SMF Notification Subscription Resource and described within the NsmfEventExposure type (see table 5.6.2.2-1).



*** Next Change ***
[bookmark: _Toc28011575][bookmark: _Toc34210691][bookmark: _Toc36037716]5.5.2.3.1	POST
This method shall support the URI query parameters specified in table 5.5.2.3.1-1.
Table 5.5.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.5.2.3.1-2 and the response data structures and response codes specified in table 5.5.2.3.1-3.
Table 5.5.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NsmfEventExposureNotification
	M
	1
	Provides Information about observed events



Table 5.5.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 temporary redirect
	The NF service consumer shall generate a Location header field containing a URI pointing to another NF service consumer to which the notification should be send.

	ProblemDetails
	M
	1
	404 Not Found
	The NF service consumer can use this response when the notification can be sent to another host.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.5.2.3.1-4: Headers supported by the 307 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI of the resource located on the NF service consumer pointing to another NF service consumer to which the notification should be send.



*** Next Change ***
[bookmark: _Toc28011578][bookmark: _Toc34210694][bookmark: _Toc36037719]5.5.3.2	Target URI
The Notification URI "{ackUri}" shall be used with the resource URI variables defined in table 5.5.3.2-1.
Table 5.5.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	ackUri
	Uri
	String formatted as URI with the Acknowledgement Uri as assigned during the procedure of notification about subscribed events and described within the NsmfEventExposureNotificationEventNotification type (see table 5.6.2.53-1).



*** Next Change ***
[bookmark: _Toc28011580][bookmark: _Toc34210696][bookmark: _Toc36037721]5.5.3.3.1	POST
This method shall support the URI query parameters specified in table 5.5.3.3.1-1.
Table 5.5.3.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.5.3.3.1-2 and the response data structures and response codes specified in table 5.5.3.3.1-3.
Table 5.5.3.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AckOfNotify
	M
	1
	Acknowledgement information of event notification



Table 5.5.3.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the acknowledgement is successful.

	n/a
	
	
	307 temporary redirect
	The NF service consumer shall generate a Location header field containing a URI pointing to another NF service consumer to which the acknowledgement should be send.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.





*** End of Changes ***

