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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012649][bookmark: _Toc36038921][bookmark: _Toc28012820][bookmark: _Toc34266290][bookmark: _Toc36102461][bookmark: _Toc28012812][bookmark: _Toc524420712][bookmark: _Toc524420423][bookmark: _Toc524420705]5.2.9.3.2	PUT
This method shall support the URI query parameters specified in table 5.2.9.3.2-1.
Table 5.2.9.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.2.9.3.2-2 and the response data structures and response codes specified in table 5.2.9.3.2-3.
Table 5.2.9.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	BdtData
	M
	1
	Create the BDT data for a given bdtReferenceId.



Table 5.2.9.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	BdtData
	M
	1
	201 Created
	Successful case.
The resource has been successfully created.

	ProblemDetails
	OM
	0..1
	403 Forbidden
	The resource is not allowed to be updated.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	The "cause" attribute within the "ProblemDetails" data structure may be set to "MODIFICATION_NOT_ALLOWED" as defined in table 5.2.7.1-2 of 3GPP TS 29.500 [4].




*** Next Change ***
[bookmark: _Toc28012667][bookmark: _Toc36038939]5.2.12.3.2	PATCH
This method is used to modify operator specific data in the UDR.
This method shall support the URI query parameters specified in table 5.2.12.3.2-1.
Table 5.2.12.3.2-1: URI query parameters supported by the PATCH method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.2.12.3.2-2 and the response data structures and response codes specified in table 5.2.12.3.2-3.
Table 5.2.12.3.2-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1..N
	Contains the delta data to the operator specific data



Table 5.2.12.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon successful modification there is no body in the response message.(NOTE 2)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 2)

	ProblemDetails
	MO
	0..1
	403 Forbidden
	The resource is not allowed to be updated.
(NOTE X)One or more attributes are not allowed to be modified according to e.g. policy or local configuration.
The invalidParams attribute shall contain the JSON pointers of attributes which are not allowed to be modified.
The cause attribute shall be set to "MODIFICATION_NOT_ALLOWED" as defined in table 5.2.7.1-2 of 3GPP TS 29.500 [4].

	NOTE 1:	The mandatory HTTP error status codes for the PATCH method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	If all the modification instructions in the PATCH request have been implemented, the UDR shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer supported the "PatchReport" feature, the UDR shall respond with PatchResult.
NOTE X:	The "cause" attribute within the "ProblemDetails" data structure may be set to "MODIFICATION_NOT_ALLOWED" as defined in table 5.2.7.1-2 of 3GPP TS 29.500 [4].



*** Next Change ***
[bookmark: _Toc28012668][bookmark: _Toc36038940]5.2.12.3.3	PUT
This method is used to modify operator specific data in the UDR.
This method shall support the URI query parameters specified in table 5.2.12.3.3-1.
Table 5.2.12.3.3-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.2.12.3.3-2 and the response data structures and response codes specified in table 5.2.12.3.3-3.
Table 5.2.12.3.3-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	map(OperatorSpecificDataContainer)
	M
	1..N
	A map containing the delta data to the operator specific data. The key of the map is operator specific data element name and the value is the operator specific data of the UE.



Table 5.2.12.3.3-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	map(OperatorSpecificDataContainer)
	M
	1
	200 OK
	Upon successful modification a response body containing a map shall be returned. The key of the map is operator specific data element name and the value is the operator specific data of the UE.

	n/a
	
	
	204 No Content
	[bookmark: _Hlk5763149]The resource has been successfully updated.

	ProblemDetails
	MO
	0..1
	403 Forbidden
	The resource is not allowed to be updated.
(NOTE X)One or more attributes are not allowed to be modified according to e.g. policy or local configuration.
The invalidParams attribute shall contain the JSON pointers of attributes which are not allowed to be modified.
The cause attribute shall be set to "MODIFICATION_NOT_ALLOWED" as defined in table 5.2.7.1-2 of 3GPP TS 29.500 [4].

	NOTE 1:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE X:	The "cause" attribute within the "ProblemDetails" data structure may be set to "MODIFICATION_NOT_ALLOWED" as defined in table 5.2.7.1-2 of 3GPP TS 29.500 [4].



*** End of Changes ***

