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	Reason for change:
	The PCF shall ensure that the sum of the packet filters used by all PCC rules which trigger the generation of signalled QoS rules does not exceed the number of supported packet filters for signalled QoS rules indicated by the UE for the PDU Session, if SMF has provided the UE’s support to the PCF. (see S2-2003188)

	
	

	Summary of change:
	Change the may to shall accordingly.
Clarify that the PCF shall ensure that for all the dynamic PCC rules of a PDU session, the number of packet filters does not exceed the number of supported packet filters for signalled QoS rule.

	
	

	Consequences if not approved:
	Not aligned with stage 2
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[bookmark: _Toc28012138][bookmark: _Toc34122991][bookmark: _Toc36037941][bookmark: _Toc38875323][bookmark: _Toc20401832][bookmark: OLE_LINK2]4.2.6.2.16	Number of supported packet filter for signalled QoS rule limitation support
If the PCF includes the flow information within the "flowInfos" attribute(s) and if the number of supported packet filter for signalled QoS rules within the "numOfPackFilter" attribute is received from the SMF during the PDU session establishment, the PCF mayshall ensure that for all the dynamic PCC rules of a PDU session, the number of packet filters contained within the "flowDescription" attribute or the "ethFlowDescripiont" attribute with the "packetFilterUsage" set to true does not exceed the value of the "numOfPackFilter" attribute.
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