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The Release service operation shall be used to request an immediate and unconditional deletion of an invidual PDU session resource in the SMF (i.e. in the H-SMF for a HR PDU session, or in the SMF for a PDU session with an I-SMF).
It is invoked by the NF Service Consumer (i.e. V-SMF or I-SMF) in the following procedures:
-	UE initiated Deregistration (see clause 4.2.2.3.2 of 3GPP TS 23.502 [3]);
-	Network initiated Deregistration (see clause 4.2.2.3.2 of 3GPP TS 23.502 [3]), e.g. AMF initiated deregistration;
-	visited network requested PDU Session release (see clause 4.3.4.3 of 3GPP TS 23.502 [3]), e.g. AMF initiated release when there is a mismatch of the PDU session status between the UE and the AMF or when a required user plane security enforcement cannot be fulfilled by the NG-RAN;
-	5GS to EPS handover using N26 interface and 5GS to EPS Idle mode mobility using N26, to release the PDU session not transferred to EPC (see clauses 4.11.1.2.1 and 4.11.1.3.2 of 3GPP TS 23.502 [3]);
-	PDU session release procedure, for a PDU session with an I-SMF (see clause 4.23.5.2 of 3GPP TS 23.502 [3]);
-	5G-SRVCC from NG-RAN to 3GPP UTRAN procedure (see clause 6.5.4 of 3GPP TS 23.216 [35]).
The NF Service Consumer shall release a PDU session in the SMF by using the HTTP "release" custom operation as shown in Figure 5.2.2.9.1-1.


Figure 5.2.2.9.1-1: Pdu session release
1.	The NF Service Consumer shall send a POST request to the resource representing the individual PDU session resource in the SMF. The payload body of the POST request shall contain any data that needs to be passed to the SMF. 
If an UL CL/BP was inserted in the data path of the PDU session and traffic usage measurements need to be reported to the SMF, the POST request shall contain:
-	N4 information related with traffic usage reporting (i.e. PFCP Session Report Request, see Annex D of 3GPP TS 29.244 [29]);  
-	the DNAI related to the N4 information if the latter relates to a local PSA. 
2a.	On success, the SMF shall return a "200 OK" with message body containing the representation of the ReleasedData when information needs to be returned to the NF Service Consumer, or a "204 No Content" response with an empty payload body in the POST response.
If N4 information was received in the request, the POST response shall contain:
-	N4 response information (i.e. PFCP Session Report Response);  
-	the DNAI related to the N4 information if the latter relates to a local PSA. 
If the request body contains the "cause" attribute with the value "REL_DUE_TO_PS_TO_CS_HO", the (H-) SMF shall indicate to the PCF within SM Policy Association termination that the PDU session is released due to 5G-SRVCC.
2b.	On failure, one of the HTTP status code listed in Table 6.1.3.6.4.3.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.6.4.3.2-2.

* * * Next Change * * * *
6.1.6.2.13	Type: ReleaseData
Table 6.1.6.2.13-1: Definition of type ReleaseData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	cause
	Cause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the NF Service Consumer cause for the requested PDU session release. 
	

	ngApCause
	NgApCause
	C
	0..1
	This IE shall be present, if the information is available and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. When present, this IE shall indicate the NGAP cause for the requested PDU session release. 
	

	5gMmCauseValue
	5GMmCause
	C
	0..1
	The V-SMF shall include this IE if it received it from the AMF and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy.
	

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present, if available.
When present, it shall contain the UE location information.
	

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present, if available.
When present, it shall contain the UE location information.
	

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location.
This IE may be present, if anType previously reported is a non-3GPP access and a valid 3GPP access user location information is available.
When present, it shall contain:
-	the last known 3GPP access user location; and
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
	

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows.
(NOTE)
	

	secondaryRatUsageInfo
	array(SecondaryRatUsageInfo)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows and/or the whole PDU session.
	

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	NOTE:	An SMF complying with this version of the specification should report secondary RAT usage using the secondaryRatUsageInfo attribute that replaces the secondaryRatUsageReport attribute.  




* * * Next Change * * * *
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Table 6.1.6.2.46-1: Definition of type ReleasedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	smallDataRateStatus
	SmallDataRateStatus
	C
	0..1
	This IE shall be present, if the NF Service Consumer has indicated support of CIoT and if available.
When present, it shall indicate the current small data rate control status for the PDU session.
	CIOT

	apnRateStatus
	ApnRateStatus
	C
	0..1
	This IE shall be present, if the NF Service Consumer has indicated support of CIoT and if the status is available.
When present, it shall indicate the current APN rate control status for the PDN connection (APN rates are shared by all PDN connections of the UE to this APN).
	CIOT

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send N4 information (e.g. acknowledgement of traffic usage reporting) to the I-SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send additional N4 information (e.g. acknowledgement of traffic usage reporting) to the I-SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send additional N4 information (e.g. acknowledgement of traffic usage reporting) to the I-SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA



* * * Next Change * * * *
[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc36456067]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-4'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]


  /pdu-sessions/{pduSessionRef}/release:
    post:
      summary:  Release
      tags:
        - Individual PDU session (H-SMF or SMF)
      operationId: ReleasePduSession
      parameters:
        - name: pduSessionRef
          in: path
          description:  PDU session reference
          required: true
          schema:
            type: string
      requestBody:
        description: representation of the data to be sent to H-SMF or SMF when releasing the PDU session
        required: false
        content:
          application/json: # message without binary body part
            schema:
              $ref: '#/components/schemas/ReleaseData'
          multipart/related:  # message with binary body part(s)
            schema:
              type: object
              properties: 
                jsonData:
                  $ref: '#/components/schemas/ReleaseData'
                binaryDataN4Information:
                  type: string
                  format: binary
                binaryDataN4InformationExt1:
                  type: string
                  format: binary
                binaryDataN4InformationExt2:
                  type: string
                  format: binary
            encoding:
              jsonData:
                contentType:  application/json
              binaryDataN4Information:
                contentType:  application/vnd.3gpp.pfcp
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN4InformationExt1:
                contentType:  application/vnd.3gpp.pfcp
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN4InformationExt2:
                contentType:  application/vnd.3gpp.pfcp
                headers:
                  Content-Id:
                    schema:
                      type: string

      responses:
        '200':
          description: successful release of a PDU session with content in the response
          content:
            application/json: # message without binary body part 
              schema:
                $ref: '#/components/schemas/ReleasedData'
            multipart/related:  # message with binary body part(s)
              schema:
                type: object
                properties: 
                  jsonData:
                    $ref: '#/components/schemas/ReleasedData'
                  binaryDataN4Information:
                    type: string
                    format: binary
                  binaryDataN4InformationExt1:
                    type: string
                    format: binary
                  binaryDataN4InformationExt2:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN4Information:
                  contentType:  application/vnd.3gpp.pfcp
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN4InformationExt1:
                  contentType:  application/vnd.3gpp.pfcp
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN4InformationExt2:
                  contentType:  application/vnd.3gpp.pfcp
                  headers:
                    Content-Id:
                      schema:
                        type: string
        '204':
          description: successful release of a PDU session
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'


[…]

    ReleaseData:
      type: object
      properties:
        cause:
          $ref: '#/components/schemas/Cause'
        ngApCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        5gMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        addUeLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        secondaryRatUsageReport:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageReport'
          minItems: 1
        secondaryRatUsageInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageInfo'
          minItems: 1
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'


    ReleasedData:
      type: object
      properties:
        smallDataRateStatus:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SmallDataRateStatus'
        apnRateStatus:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApnRateStatus'
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'


[…]

* * * End of Changes * * * *
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