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[bookmark: _Toc25073931][bookmark: _Toc34063114][bookmark: _Toc36455978]6.1.6.2.3	Type: SmContextCreatedData
Table 6.1.6.2.3-1: Definition of type SmContextCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	hsmfUri
	Uri
	C
	0..1
	This IE shall be present in HR roaming scenarios if the additionalHsmfUri IE was received in the request and the V-SMF established the PDU session towards an alternative SMF listed in the additionalHsmfUri IE. When present, it shall contain the API URI of the H-SMF towards which the PDU session was established. The API URI shall be formatted as specified in clause 6.1.1.
	

	smfUri
	Uri
	C
	0..1
	This IE shall be present for a PDU session with an I-SMF, if the additionalSmfUri IE was received in the request and the I-SMF established the PDU session towards an alternative SMF listed in the additionalSmfUri IE. When present, it shall contain the API URI of the SMF towards which the PDU session was established. The API URI shall be formatted as specified in clause 6.1.1.
	DTSSA

	pduSessionId
	PduSessionId
	C
	0..1
	This IE shall be present, during an EPS to 5GS Idle mode mobility or handover using the N26 interface.
When present, it shall be set to the PDU Session ID. 
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover using the N26 interface.
When present, it shall contain the S-NSSAI assigned to the PDU session.
In Home-Routed roaming case, this IE shall contain the S-NSSAI for home PLMN.
	

	upCnxState
	UpCnxState
	C
	0..1
	This IE shall be present if the SMF was requested to activate the user plane connection of the PDU session in the corresponding request.
When present, it shall be set as specified in clauses 5.2.2.2.2 or 5.2.2.2.6.
	

	n2SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if N2 SM Information needs to be sent to the AN. 
	

	n2SmInfoType
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfo" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfo" attribute.
	

	allocatedEbiList
	array(EbiArpMapping)
	C
	1..N
	This IE shall be present if the consumer NF is an AMF and Inter-system mobility happens. When present, it shall contain an array of EBI to ARP mappings currently allocated to the PDU session.
	

	hoState
	HoState
	C
	0..1
	This IE shall be present if the SMF was requested to prepare an EPS to 5GS handover for the PDU session in the corresponding request.
When present, it shall be set as specified in clause 5.2.2.2.3.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if no GPSI IE is provided in the request, e.g. for a PDU session moved from another access or another system, and the SMF knows that a GPSI is already associated with the PDU session (or a GPSI is received from h-SMF for a HR PDU session).

When present, it shall contain the user's GPSI associated with the PDU session.
	

	smfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the SMF service instance serving the PDU session Context.
This IE may be used by the AMF to identify PDU session contexts affected by a failure or restart of the SMF service instance (see clause 6.2 of 3GPP TS 23.527 [24]).
	

	recoveryTime
	DateTime
	O
	0..1
	Timestamp when the SMF service instance serving the PDU session was (re)started (see clause 6.3 of 3GPP TS 23.527 [24]).
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 
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