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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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[23]	Void
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[111]	3GPP TS 24.323: "3GPP IP Multimedia Subsystem (IMS) service level tracing management object (MO)".
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*** First change ***

[bookmark: _Toc19631962][bookmark: _Toc19633372][bookmark: _Toc27235995][bookmark: _Toc36115104]2.25.x	List of 5GS Broadcast Location Assistance Data Types
This data contains information used to determine which ciphering key data should be provided to the UE if requested by the UE, when location assistance data is broadcast in NG-RAN using ciphering. For a detailed definition of this data, refer to 3GPP TS 23.273 [xx].
The list of 5GS Broadcast Location Assistance Data Types is permanent subscriber data and is conditionally stored in the UDM and the AMF.
*** Next change ***
[bookmark: _Toc19632259][bookmark: _Toc19633669][bookmark: _Toc27236293][bookmark: _Toc36115410]5.2B	PS Network Access Mode Data (5GS)
Table 5.2B-1: Overview of data used for PS Network Access Mode (5GS)
	PARAMETER
	Clause
	UDM
	AMF
	SMF
	SMSF
	AUSF
	NEF
	
	TYPE

	Subscribed UE-AMBR
	2.13.30
	C
	C
	-
	-
	-
	-
	-
	P

	TAI
	2.13.45
	-
	C
	C
	-
	-
	-
	-
	T

	Restricted RAT Types
	2.13.126
	C
	C
	-
	-
	-
	-
	-
	P

	IMSI Group Identifier List
	2.13.153
	C
	C
	
	-
	-
	-
	-
	P

	UE Usage Type
	2.13.154
	C
	C
	
	-
	-
	-
	-
	P

	STN-SR
	2.21.1
	C
	C
	-
	-
	-
	-
	-
	T

	UE 5G SRVCC Capability
	2.21.2
	C
	C
	-
	-
	-
	-
	-
	T

	SUPI
	2.25.1
	M
	C
	C
	C
	-
	C
	-
	P

	GPSI
	2.25.2
	M
	C
	C
	-
	-
	C
	-
	P

	Internal Group ID-list
	2.25.3
	C
	C
	C
	-
	-
	-
	-
	P

	Subscribed S-NSSAI
	2.25.4
	C
	C
	C
	-
	-
	-
	-
	P

	Default S-NSSAI
	2.25.5
	C
	C
	-
	-
	-
	-
	-
	P

	5G QOS Parameter
	2.25.6
	C
	-
	C
	-
	-
	-
	-
	P

	Forbidden Area
	2.25.7
	C
	C
	-
	-
	-
	-
	-
	P

	Service Area Restriction
	2.25.8
	C
	C
	-
	-
	-
	-
	-
	P

	RFSP Index
	2.25.9
	C
	C
	-
	-
	-
	-
	-
	P

	Priority Service
	2.25.10
	C
	C
	-
	-
	-
	-
	-
	P

	DNN Info
	2.25.11
	C
	-
	C
	-
	-
	-
	-
	P

	DNN Configuration
	2.25.12
	C
	-
	C
	-
	-
	-
	-
	P

	Steering of Roaming Information
	2.25.13
	C
	C
	-
	
	C
	
	
	T

	SMS supported Data
	2.25.14
	C
	C
	-
	C
	-
	-
	-
	T

	SMSF Registrations
	2.25.15
	C
	C
	-
	M
	-
	-
	-
	P

	SMS subscribed 
	2.25.16
	M
	-
	-
	C
	-
	-
	-
	P

	SMS barring 
	2.25.17
	M
	-
	-
	C
	-
	-
	-
	P

	SMS Roaming
	2.25.18
	C
	C
	-
	C
	-
	-
	-
	P

	Core Network Type Restriction
	2.25.19
	C
	C
	-
	-
	-
	-
	-
	P

	LADN Information
	2.25.20
	C
	C
	-
	-
	-
	-
	-
	P

	Subscribed periodic Registration timer
	2.25.21
	C
	C
	-
	-
	-
	-
	-
	P

	PEI
	2.25.22
	C
	C
	C
	-
	-
	-
	-
	T

	5G GUTI
	2.25.23
	-
	C
	-
	-
	-
	-
	-
	T

	PLMN ID
	2.25.24
	C
	C
	C
	C
	-
	-
	-
	P

	PDU session
	2.25.25
	C
	C
	C
	-
	-
	-
	-
	T

	Trace Data
	2.25.26
	C
	C
	C
	-
	-
	-
	-
	P

	Mobile Initiated Connection Only (MICO) mode
	2.25.27
	C
	C
	-
	-
	-
	-
	-
	P

	UE purged in AMF flag
	2.25.28
	M
	-
	-
	-
	-
	-
	-
	T

	GUAMI
	2.25.29
	C
	C
	C
	-
	-
	-
	-
	T

	RAND, AUTN, XRES, CK', IK'
	2.25.30
	-
	-
	-
	-
	-
	-
	-
	T

	RAND, AUTN, XRES*
	2.25.31
	-
	-
	-
	-
	-
	-
	-
	T

	RAND, AUTN, HXRES*
	2.25.32
	-
	-
	-
	-
	-
	-
	-
	T

	Kausf
	2.25.33
	-
	-
	-
	-
	C
	-
	-
	T

	Kseaf
	2.25.34
	-
	M
	-
	-
	-
	-
	-
	T

	AuthenticationMethod
	2.25.35
	M
	-
	-
	-
	-
	-
	-
	P

	PermanentKey
	2.25.36
	C
	-
	-
	-
	-
	-
	-
	P

	SequenceNumber
	2.25.37
	C
	-
	-
	-
	-
	-
	-
	T

	AuthenticationManagementField
	2.25.38
	C
	-
	-
	-
	-
	-
	-
	P

	VectorAlgorithm
	2.25.39
	C
	-
	-
	-
	-
	-
	-
	P

	Milenage
	2.25.40
	C
	-
	-
	-
	-
	-
	-
	P

	Tuak
	2.25.41
	C
	-
	-
	-
	-
	-
	-
	P

	Opc
	2.25.42
	C
	-
	-
	-
	-
	-
	-
	P

	Topc
	2.25.43
	C
	-
	-
	-
	-
	-
	-
	P

	Authentication Status
	2.25.44
	C
	-
	-
	-
	-
	-
	-
	T

	SoR-XMAC-IUE
	2.25.45
	C
	-
	-
	-
	-
	-
	-
	T

	Shared Data Ids
	2.25.46
	C
	C
	C
	C
	-
	-
	-
	P

	Access Restriction Data
	2.25.47
	C
	C
	-
	-
	-
	-
	-
	P

	IAB-Operation Allowed
	2.25.48
	C
	C
	-
	-
	-
	-
	-
	P

	UE radio capability ID
	2.25.49
	-
	C
	-
	-
	-
	-
	-
	T

	List of 5GS Broadcast Location Assistance Data Types
	2.25.x
	C
	C
	-
	-
	-
	-
	-
	P


NOTE:	Where the node physically stores data and/or from where it retrieves data for usage (e.g. interactions with the UDR) are not reflected in this table.

*** End of changes ***


